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Centrifugal double inlet fans with direct
motor and forward curved impeller

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+DTM and DTM 3V: Supplied with CPS base
stands.

Motor:

+High efficiency (HE) motors in compliance
with ErP 2015.

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.
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Centrifugal double inlet fans with 3 speed
motor

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+DTM and DTM 3V: Supplied with CPS base
stands.

Motor:

+High efficiency (HE) motors in compliance
with ErP 2015.

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.

coD MOD RRP€  COD MOD RRP €
70011000 DTM-7/7-4M 1/5-EFF 165.20 70021001 DTM 3V-7/7-4M 1/5 190.55
70011002 DTM-7/7-6M 1/10-EFF 159.05 70021012 DTM 3V-9/9-4M 3/4 249.75
70011011  DTM-9/7-4M 3/4-EFF 24040 70021013 DTM 3V-9/9-6M 1/3 241.20
70011012 DTM-9/7-6M 1/3-EFF 241.40 70021024 DTM 3V-10/10-4M 3/4 254.95
70011013  DTM-9/9-4M 1/2-EFF 217.50 70021023 DTM 3V-10/10-6M 1/3 249.60
70011014  DTM-9/9-4M 3/4-EFF 22345 70021022 DTM 3V-10/10-6M 3/4 363.45
70011015 DTM-9/9-6M 1/5-EFF 203.20 70021030 DTM 3V-12/12-6M 1 383.20
70011016  DTM-9/9-6M 1/3-EFF 204.90

70011021 DTM-10/8-4M 3/4-EFF 251.40

70011022 DTM-10/8-6M 1/3-EFF 250.10

70011023  DTM-10/10-4M 1/2-EFF 224,00

70011024 DTM-10/10-4M 3/4-EFF 230.15

70011025 DTM-10/10-6M 1/3-EFF 224.95

70011030 DTM-12/9-6T 1 1/2-EFF 364.50

70011032  DTM-12/9-6M 1-EFF 365.40

70011033 DTM-12/12-6T 1 1/2-EFF 364.15

70011034 DTM-12/12-6M 3/4-EFF 339.35

70011035 DTM-12/12-6M 1-EFF 353.15

70011050 DTM-15/15-6T 3-EFF 586.20  Centrifugal double inlet fans with inlet flange

and without support feet

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+DTM and DTM 3V: Supplied with CPS base
stands.

Motor:
+High efficiency (HE) motors in compliance
with ErP 2015.
*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

DTM-B

CcoD MOD RRP €
70031000 DTM-B-7/7-4M 1/5-EFF 171.85
70031001 DTM-B-7/7-6M 1/10-EFF 165.45
70031011  DTM-B-9/7-4M 3/4-EFF 239.15
70031012 DTM-B-9/7-6M 1/3-EFF 232.65
70031013 DTM-B-9/9-4M 1/2-EFF 226.25
70031014 DTM-B-9/9-4M 3/4-EFF 232.45
70031015 DTM-B-9/9-6M 1/5-EFF 201.60
70031016 DTM-B-9/9-6M 1/3-EFF 213.10
70031021 DTM-B-10/8-4M 3/4-EFF 245.20
70031022 DTM-B-10/8-6M 1/3-EFF 236.90
70031023 DTM-B-10/10-4M 1/2-EFF 232.90
70031024 DTM-B-10/10-4M 3/4-EFF 239.35
70031025 DTM-B-10/10-6M 1/3-EFF 225.60
70031033 DTM-B-12/9-6M 1-EFF 366.45
70031031 DTM-B-12/9-6T 1 1/2-EFF 379.05
70031034 DTM-B-12/12-6T 1 1/2-EFF 381.75
70031035 DTM-B-12/12-6M 3/4-EFF 355.80
70031036 DTM-B-12/12-6M 1-EFF 367.25
70031040 DTM-B-15/15-6T 3-EFF 614.60

DTM/EC

Centrifugal double inlet fans with direct
motor and high efficiency impeller, equipped
with EC motor technology and integrated
electronics

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
*Adjustable speed via 0-10V signal or
integrated automatic control.
+DTM/B-EC: With impulsion flange.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact set of motor and integrated
electronics that facilitate the passage of air
flow.

+High reliability and maintenance free motor.

+Fitted with long-life ball bearings.

P54 protection.

+Highly configurable electronics with 2 analog
inputs, 2 digital inputs, 1 relay output and
1 analog or digital output to select.

+Possibility of connection to MODBUS and
CAN Open field buses.
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+Available with single-phase 220-240V
50/60 Hz (VVM) or three-phase 380-415V
50/60 Hz (VVT) input.

*Maximum temperature of air to be carried:
-25°C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

+Available with single-phase 220-240V
50/60 Hz (VVM) or three-phase 380-415V
50/60 Hz (VVT) input.

*Maximum temperature of air to be carried:
-25°C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

CcoD MOD RRP € CcoD MOD RRP €
70111000 DTM-EC-7/7-4 1/5-WT 1,274.65 70112000 DTM/B-EC-7/7-4 1/5-WT 1,341.70
70111001 DTM-EC-7/7-6 1/10-WT 1,259.30 70112001 DTM/B-EC-7/7-6 1/10-WT 1,325.60
70111002 DTM-EC-9/9-4 1/2-WT 1,377.85 70112002 DTM/B-EC-9/9-4 1/2-WT 1,386.30
70111003 DTM-EC-9/9-4 1-WWT 1,572.20 70112003 DTM/B-EC-9/9-4 1-WVT 1,580.65
70111004 DTM-EC-9/9-6 1/3-WT 1,377.00 70112004 DTM/B-EC-9/9-6 1/3-WWT 1,385.35
70111006 DTM-EC-10/10-4 1-WT 1,588.45 70112006 DTM/B-EC-10/10-4 1-WWT 1,596.90
70111007 DTM-EC-10/10-6 1/3-WWT 1,394.45 70112007 DTM/B-EC-10/10-6 1/3-WWT 1,402.85
70111008 DTM-EC-12/12-6 1-WT 1,772.65 70112008 DTM/B-EC-12/12-6 1-WWT 1,787.10
70111009 DTM-EC-12/12-6 1 1/2-WWT 1,826.60 70112009 DTM/B-EC-12/12-6 1 1/2-WWT 1,841.10
70111010 DTM-EC-7/7-4 1/5-VWM 1,192.00 70112010 DTM/B-EC-7/7-4 1/5-VWM 1,198.00
70111011 DTM-EC-7/7-6 1/10-VWM 1,177.80 70112011 DTM/B-EC-7/7-6 1/10-VWM 1,183.80
70111012 DTM-EC-9/9-4 1/2-VWM 1,287.60 70112012 DTM/B-EC-9/9-4 1/2-VWM 1,296.00
70111013 DTM-EC-9/9-4 1-VWM 1,408.80 70112013 DTM/B-EC-9/9-4 1-VWWM 1,417.25
70111014 DTM-EC-9/9-6 1/3-VWM 1,286.70 70112014 DTM/B-EC-9/9-6 1/3-VWM 1,295.10
70111016 DTM-EC-10/10-4 1-VWM 1,425.05 70112016 DTM/B-EC-10/10-4 1-VWM 1,433.50
70111017 DTM-EC-10/10-6 1/3-VWM 1,302.85 70112017 DTM/B-EC-10/10-6 1/3-VWM 1,311.30
70111018 DTM-EC-12/12-6 1-VWM 1,625.65 70112018 DTM/B-EC-12/12-6 1-VWM 1,640.10
70111019 DTM-EC-12/12-6 1 1/2-VWM 1,675.60 70112019 DTM/B-EC-12/12-6 1 1/2-VWM 1,690.10

DTM/B-EC

Centrifugal double inlet fans with direct
motor and high efficiency impeller, equipped
with EC motor technology and integrated
electronics

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
*Adjustable speed via 0-10V signal or
integrated automatic control.
+DTM/B-EC: With impulsion flange.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact set of motor and integrated
electronics that facilitate the passage of air
flow.

+High reliability and maintenance free motor.

+Fitted with long-life ball bearings.

+IP54 protection.

+Highly configurable electronics with 2 analog
inputs, 2 digital inputs, 1 relay output and
1 analog or digital output to select.

+Possibility of connection to MODBUS and
CAN Open field buses.
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Ventilation units acoustically insulated

Fan:
*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.
*Forward curved impeller in galvanized sheet
steel.
+Glands for cable entry.
+DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM

coD MOD RRP €
80011002 CADTM-7/7-4M 1/5 291.40
80011000 CADTM-7/7-6M 1/10 287.15
80011006 CADTM-9/9-4M 1/2 358.50
80011007 CADTM-9/9-4M 3/4 363.25
80011008 CADTM-9/9-6M 1/5 343.25
80011009 CADTM-9/9-6M 1/3 349.25
80011013 CADTM-10/10-4M 1/2 379.15
80011014 CADTM-10/10-4M 3/4 397.15
80011015 CADTM-10/10-6M 1/3 379.75
80011019 CADTM-12/12-6T 1 1/2 522.30
80011021 CADTM-12/12-6M 3/4 505.45
80011022 CADTM-12/12-6M 1 521.95
80011024 CADTM-15/15-6T 3 784.15
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i CADTM 3V

Ventilation units acoustically insulated with
three speeds

Fan:
*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.
*Forward curved impeller in galvanized sheet
steel.
*Glands for cable entry.
+DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+*Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM 3V

coD MOD RRP €
80021000 CADTM-7/7-4M 1/5 3V 330.25
80021003 CADTM-9/9-4M 3/4 3V 408.05
80021004 CADTM-9/9-6M 1/3 3V 393.85
80021006 CADTM-10/10-4M 3/4 3V 440.10
80021008 CADTM-10/10-6M 1/3 3V 415.15
80021010 CADTM-12/12-6M 1 3V 564.45
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CADTM-INT

Ventilation units with built-in switch

Fan:

*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.

*Forward curved impeller in galvanized sheet
steel.

+Glands for cable entry.

+DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.
+CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM-INT

CcoD MOD RRP €
80031000 CADTM-INT-7/7-4M 1/5 328.70
80031001 CADTM-INT-7/7-6M 1/10 323.50
80031002 CADTM-INT-9/9-4M 1/2 397.85
80031003 CADTM-INT-9/9-4M 3/4 402.00
80031005 CADTM-INT-9/9-6M 1/5 382.95
80031006 CADTM-INT-9/9-6M 1/3 387.95
80031007 CADTM-INT-10/10-4M 1/2 416.95
80031008 CADTM-INT-10/10-4M 3/4 423.65
80031009 CADTM-INT-10/10-6M 1/3 406.25
80031010 CADTM-INT-12/12-6T 1 1/2 563.85
80031011 CADTM-INT-12/12-6M 3/4 546.65
80031012 CADTM-INT-12/12-6M 1 563.30
80031013 CADTM-INT-15/15-6T 3 831.25

CADTM-C

Ventilation units with circular inlet and outlet

Fan:
*Galvanised sheet steel structure with thermal
insulation and acoustic insulation

+CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.
*Forward curved impeller in galvanized sheet
steel.

*Glands for cable entry.

*DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM-C

CcoD MOD RRP €
80051001 CADTM-C-7/7-4M 1/5 376.95
80051002 CADTM-C-7/7-6M 1/10 371.20
80051003 CADTM-C-9/9-4M 1/2 469.90
80051004 CADTM-C-9/9-4M 3/4 479.45
80051005 CADTM-C-9/9-6M 1/5 454.90
80051006 CADTM-C-9/9-6M 1/3 461.85
80051007 CADTM-C-10/10-4M 1/2 501.15
80051008 CADTM-C-10/10-4M 3/4 509.65
80051009 CADTM-C-10/10-6M 1/3 495.75
80051010 CADTM-C-12/12-6T 1 1/2 701.55
80051011 CADTM-C-12/12-6M 3/4 679.65
80051012 CADTM-C-12/12-6M 1 695.55
80051013 CADTM-C-15/15-6T 3 1,054.40

CADTM-F

Ventilation units with built-in filter

Fan:
*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.
*Forward curved impeller in galvanized sheet
steel.
+Glands for cable entry.
*DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM-F

coD MOD RRP €
80081000 CADTM-F-7/7-4M 1/5 335.10
80081001 CADTM-F-7/7-6M 1/10 330.25
80081003 CADTM-F-9/9-4M 1/2 412.20
80081004 CADTM-F-9/9-4M 3/4 417.75
80081005 CADTM-F-9/9-6M 1/5 394.70
80081006 CADTM-F-9/9-6M 1/3 401.65
80081007 CADTM-F-10/10-4M 1/2 436.10
80081008 CADTM-F-10/10-4M 3/4 444.00
80081009 CADTM-F-10/10-6M 1/3 424.55
80081010 CADTM-F-12/12-6T 1 1/2 600.65
80081011 CADTM-F-12/12-6M 3/4 581.30
80081012 CADTM-F-12/12-6M 1 600.35
80081013 CADTM-F-15/15-6T 3 901.75

CADTM-ALP

Ventilation units with aluminum profiles and
pre-lacquered sheet, acoustically insulated

Fan:
*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.
*Forward curved impeller in galvanized sheet
steel.
*Glands for cable entry.
+DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.
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CADTM-ALP

CADTM-ALPS

coD MOD RRP € coD MOD RRP €
81001001 CADTM-ALP-7/7-4M 1/5 407.10 81021007 CADTM-ALPS-10/10-4M 1/2 587.15
81001002 CADTM-ALP-7/7-6M 1/10 399.85 81021008 CADTM-ALPS-10/10-4M 3/4 595.25
81001003 CADTM-ALP-9/9-4M 1/2 508.05 81021009 CADTM-ALPS-10/10-6M 1/3 565.15
81001004 CADTM-ALP-9/9-4M 3/4 515.10 81021010 CADTM-ALPS-12/12-6T 1 1/2 782.40
81001005 CADTM-ALP-9/9-6M 1/5 480.05 81021011 CADTM-ALPS-12/12-6M 3/4 768.80
81001006 CADTM-ALP-9/9-6M 1/3 486.85 81021012 CADTM-ALPS-12/12-6M 1 799.55
81001007 CADTM-ALP-10/10-4M 1/2 533.80 81021013 CADTM-ALPS-15/15-6T 3 1,105.45
81001008 CADTM-ALP-10/10-4M 3/4 541.10

81001009 CADTM-ALP-10/10-6M 1/3 513.80

81001010 CADTM-ALP-12/12-6T 1 1/2 711.30

81001011  CADTM-ALP-12/12-6M 3/4 698.90

81001012 CADTM-ALP-12/12-6M 1 726.90 .

81001013 CADTM-ALP-15/15-6T 3 1,005.00

CADTM-ALPS

Ventilation units with double insulating wall,
pre-lacquered sheet metal and aluminum
profiles

Fan:
*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.
*Forward curved impeller in galvanized sheet
steel.
*Glands for cable entry.
+DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM-ALPS

cobD MOD RRP €
81021001 CADTM-ALPS-7/7-4M 1/5 447.80
81021002 CADTM-ALPS-7/7-6M 1/10 439.85
81021003 CADTM-ALPS-9/9-4M 1/2 558.85
81021004 CADTM-ALPS-9/9-4M 3/4 566.60
81021005 CADTM-ALPS-9/9-6M 1/5 528.10
81021006 CADTM-ALPS-9/9-6M 1/3 535.50

CADTM-ALPF

Ventilation units with pre-lacquered sheet
metal, built-in filter and aluminum profiles

Fan:

*Galvanised sheet steel structure with
thermal insulation and acoustic insulation
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Aluminium profile structure
with thermal insulation and soundproofing.

*Forward curved impeller in galvanized sheet
steel.

+Glands for cable entry.

+DTM series double inlet fans.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
*CADTM-ALP, CADTM-ALPS and
CADTM-ALPF: Anti-corrosive pre-lacquered
sheet steel and aluminium profiles.

On request:
*With circular outlet.

CADTM-ALPF

coD MOD RRP €
81051001 CADTM-ALPF-7/7-4M 1/5 468.15
81051002 CADTM-ALPF-7/7-6M 1/10 459.85
81051003 CADTM-ALPF-9/9-4M 1/2 584.30
81051004 CADTM-ALPF-9/9-4M 3/4 592.40
81051005 CADTM-ALPF-9/9-6M 1/5 552.05
81051006 CADTM-ALPF-9/9-6M 1/3 559.85
81051007 CADTM-ALPF-10/10-4M 1/2 613.85
81051008 CADTM-ALPF-10/10-4M 3/4 622.35
81051009 CADTM-ALPF-10/10-6M 1/3 590.80
81051010 CADTM-ALPF-12/12-6T 1 1/2 818.00
81051011 CADTM-ALPF-12/12-6M 3/4 803.70
81051012 CADTM-ALPF-12/12-6M 1 835.90
81051013 CADTM-ALPF-15/15-6T 3 1,155.75

CADTM/EC

Acoustically isolated ventilation units
equipped with DTM/EC fans with EC
Technology motor

Fan:

*Galvanized steel sheet casing.

*Forward curved impeller in galvanized sheet
steel.

+Electronic speed drive, single-phase or
three-phase, included with the fan.

+Adjustable speed via a built-in 10 kQ
potentiometer SMTP 0-10V, or an external
0-10V signal.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact motors that facilitate the air flow
passage.

+High reliability and maintenance free
sensorless control.

+Fitted with long-life ball bearings.

P54 protection.

*Fan working temperature: -25°C +60 °C.

Electronic speed drive:
+Adjustable speed by 0-10V signal or PI
automatic control integrated in the inverter.
+Highly configurable electronic drive with
2 analog inputs, 2 digital inputs, 1 relay output
and 1 analog or digital output to select.
+Possibility of connection to MODBUS and
CAN Open field buses.
+Electronic drive for easy installation outside
the work area. Thanks to its DIN rail it can
be mounted on control panels minimizing
connections.
*Supplied pre-wired with shielded cable in
accordance with EMC directive 2014/30/EU.
+Available with single-phase 220-240V
50/60 Hz (CFM) or three-phase
380-415 V 50/60 Hz (CFT) input. IP20
standard protection, IP66 protection on
request.
*Working temperature: -25°C + 50 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

CADTM/EC

coD MOD RRP €
85001000 CADTM/EC-7/7-4-1/5-WT 1,613.60
85001001 CADTM/EC-7/7-6-1/10-VVT 1,520.55
85001002 CADTM/EC-9/9-4-1/2-WT 1,713.90
85001003 CADTM/EC-9/9-4-1-WT 1,937.75
85001004 CADTM/EC-9/9-6-1/3-WWT 1,713.90
85001006 CADTM/EC-10/10-4-1-WT 2,007.50
85001007 CADTM/EC-10/10-6-1/3-VVT 1,783.70
85001008 CADTM/EC-12/12-6-1-WT 2,402.65
85001009 CADTM/EC-12/12-6 1 1/2-WT 2,450.00




Qsisteven

Centrifugal Fans

CADTM/EC

CADTM/EC-C

coD MOD RRP € coD MOD RRP €
85001050 CADTM/EC-7/7-4-1/5-VWM 1,284.20 85002000 CADTM/EC-C-7/7-4-1/5-WWT 1,730.75
85001051 CADTM/EC-7/7-6-1/10-VWM 1,191.15 85002001 CADTM/EC-C-7/7-6-1/10-WT 1,637.65
85001052 CADTM/EC-9/9-4-1/2-VWM 1,384.50 85002002 CADTM/EC-C-9/9-4-1/2-WWT 1,863.50
85001053 CADTM/EC-9/9-4-1-VWWM 1,672.50 85002003 CADTM/EC-C-9/9-4-1-WT 2,087.30
85001054 CADTM/EC-9/9-6-1/3-VWM 1,384.50 85002004 CADTM/EC-C-9/9-6-1/3-WVT 1,863.50
85001056 CADTM/EC-10/10-4-1-VWM 1,742.25 85002006 CADTM/EC-C-10/10-4-1-WWT 2,170.70
85001057 CADTM/EC-10/10-6-1/3-VWM 1,454.30 85002007 CADTM/EC-C-10/10-6-1/3-WWT 1,946.90
85001058 CADTM/EC-12/12-6-1-VVM 2,052.75 85002008 CADTM/EC-C-12/12-6-1-WT 2,663.30
85001059 CADTM/EC-12/12-6 1 1/2-VWM 2,100.10 85002009 CADTM/EC-C-12/12-6 1 1/2-WT 2,710.70
85002050 CADTM/EC-C-7/7-4-1/5-VWWM 1,401.35

85002051 CADTM/EC-C-7/7-6-1/10-VWM 1,308.25

85002052 CADTM/EC-C-9/9-4-1/2-VWM 1,534.10

85002053 CADTM/EC-C-9/9-4-1-VWM 1,822.05

@ 85002054 CADTM/EC-C-9/9-6-1/3-VWM 1,534.10

85002056 CADTM/EC-C-10/10-4-1-VWVM 1,905.45

85002057 CADTM/EC-C-10/10-6-1/3-VVM 1,617.50

CADTM/EC c 85002058 CADTM/EC-C-12/12-6-1-VWM 2,313.40

- 85002059 CADTM/EC-C-12/12-6 1 1/2-VWWM 2,360.80

Acoustically isolated ventilation units
equipped with DTM/EC fans with EC
Technology motor

Fan:

*Galvanized steel sheet casing.

*Forward curved impeller in galvanized sheet
steel.

+Electronic speed drive, single-phase or
three-phase, included with the fan.
+Adjustable speed via a built-in 10 kQ
potentiometer SMTP 0-10V, or an external
0-10V signal.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact motors that facilitate the air flow
passage.

+High reliability and maintenance free
sensorless control.

+Fitted with long-life ball bearings.

P54 protection.

*Fan working temperature: -25°C +60 °C.

Electronic speed drive:

*Adjustable speed by 0-10V signal or PI
automatic control integrated in the inverter.
+Highly configurable electronic drive with

2 analog inputs, 2 digital inputs, 1 relay output
and 1 analog or digital output to select.
+Possibility of connection to MODBUS and
CAN Open field buses.
+Electronic drive for easy installation outside
the work area. Thanks to its DIN rail it can
be mounted on control panels minimizing
connections.
*Supplied pre-wired with shielded cable in
accordance with EMC directive 2014/30/EU.
+Available with single-phase 220-240V

50/60 Hz (CFM) or three-phase

380-415 V 50/60 Hz (CFT) input. IP20
standard protection, IP66 protection on
request.
*Working temperature: -25°C + 50 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.

CADTM/EC-F

Acoustically isolated ventilation units
equipped with DTM/EC fans with EC
Technology motor

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+Electronic speed drive, single-phase or
three-phase, included with the fan.
+Adjustable speed via a built-in 10 kQ
potentiometer SMTP 0-10V, or an external
0-10V signal.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact motors that facilitate the air flow
passage.

+*High reliability and maintenance free
sensorless control.

+Fitted with long-life ball bearings.

+|P54 protection.

*Fan working temperature: -25°C +60 °C.

Electronic speed drive:
+Adjustable speed by 0-10V signal or PI
automatic control integrated in the inverter.
+Highly configurable electronic drive with
2 analog inputs, 2 digital inputs, 1 relay output
and 1 analog or digital output to select.
+Possibility of connection to MODBUS and
CAN Open field buses.
+Electronic drive for easy installation outside
the work area. Thanks to its DIN rail it can
be mounted on control panels minimizing
connections.

*Supplied pre-wired with shielded cable in
accordance with EMC directive 2014/30/EU.
+Available with single-phase 220-240V

50/60 Hz (CFM) or three-phase

380-415 V 50/60 Hz (CFT) input. IP20
standard protection, IP66 protection on
request.

*Working temperature: -25°C + 50 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

CcoD MOD RRP €
85011000 CADTM/EC-F-7/7-4-1/5-WWT 1,666.05
85011001 CADTM/EC-F-7/7-6-1/10-WWT 1,572.95
85011002 CADTM/EC-F-9/9-4-1/2-WWT 1,777.00
85011003 CADTM/EC-F-9/9-4-1-VVT 2,000.80
85011004 CADTM/EC-F-9/9-6-1/3-VWT 1,777.00
85011006 CADTM/EC-F-10/10-4-1-VVT 2,080.40
85011007 CADTM/EC-F-10/10-6-1/3-WWT 1,856.55
85011008 CADTM/EC-F-12/12-6-1-VVT 2,485.40
85011009 CADTM/EC-F-12/12-6 1 1/2-WT 2,532.75
85011050 CADTM/EC-F-7/7-4-1/5-VVM 1,666.05
85011051 CADTM/EC-F-7/7-6-1/10-VWM 1,243.55
85011052 CADTM/EC-F-9/9-4-1/2-VVM 1,511.756
85011053 CADTM/EC-F-9/9-4-1-VWVM 1,735.556
85011054 CADTM/EC-F-9/9-6-1/3-VVM 1,447.60
85011056 CADTM/EC-F-10/10-4-1-VVM 1,815.15
85011057 CADTM/EC-F-10/10-6-1/3-VWM 1,527.15
85011058 CADTM/EC-F-12/12-6-1-VVM 2,135.45
85011059 CADTM/EC-F-12/12-6 1 1/2-VWM 2,182.80

o

CADTM/
EC-ALP

Ventilation units with aluminum profiles and
acoustically insulated pre-lacquered sheet
metal, equipped with DTM/EC fans with EC
Technology motor

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+Electronic speed drive, single-phase or
three-phase, included with the fan.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact motors that facilitate the air flow
passage.

+High reliability and maintenance free
sensorless control.

+Fitted with long-life ball bearings.

+IP54 protection.

*Fan working temperature: -25°C +60 °C.
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Centrifugal Fans

Electronic speed drive:

+Adjustable speed by 0-10V signal or PI
automatic control integrated in the inverter.
+Highly configurable electronic drive with

2 analog inputs, 2 digital inputs, 1 relay output
and 1 analog or digital output to select.
+Possibility of connection to MODBUS and
CAN Open field buses.
+Electronic drive for easy installation outside
the work area. Thanks to its DIN rail it can
be mounted on control panels minimizing
connections.
*Supplied pre-wired with shielded cable in
accordance with EMC directive 2014/30/EU.
+Available with single-phase 220-240V

50/60 Hz (CFM) or three-phase

380-415 V 50/60 Hz (CFT) input. IP20
standard protection, IP66 protection on
request.
*Working temperature: -25°C + 50 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
«Anticorrosive in pre-lacquered steel sheet and
aluminum.

CcoD MOD RRP €
85003000 CADTM/EC-ALP-7/7-4-1/5-WWT 1,869.90
85003001 CADTM/EC-ALP-7/7-6-1/10-WT 1,776.80
85003002 CADTM/EC-ALP-9/9-4-1/2-WT 2,009.10
85003003 CADTM/EC-ALP-9/9-4-1-WT 2,232.90
85003004 CADTM/EC-ALP-9/9-6-1/3-WWT 2,009.10
85003006 CADTM/EC-ALP-10/10-4-1-VVT 2,328.90
85003007 CADTM/EC-ALP-10/10-6-1/3-VVT 2,105.10
85003008 CADTM/EC-ALP-12/12-6-1-VVT 2,843.45
85003009 CADTM/EC-ALP-12/12-6 1 1/2-WT 2,890.85
85003050 CADTM/EC-ALP-7/7-4-1/5-VWWM 1,540.50
85003051 CADTM/EC-ALP-7/7-6-1/10-VWM 1,447.40
85003052 CADTM/EC-ALP-9/9-4-1/2-VWM 1,679.70
85003053 CADTM/EC-ALP-9/9-4-1-VWM 1,967.65
85003054 CADTM/EC-ALP-9/9-6-1/3-VWM 1,679.70
85003056 CADTM/EC-ALP-10/10-4-1-VWM 2,063.65
85003057 CADTM/EC-ALP-10/10-6-1/3-VWM 1,775.70
85003058 CADTM/EC-ALP-12/12-6-1-VWM 2,493.55
85003059 CADTM/EC-ALP-12/12-611/2-VWWM  2,540.95

o

CADTM/
EC-ALPS

Ventilation units with aluminum profiles and
acoustically insulated pre-lacquered sheet
metal, equipped with DTM/EC fans with EC
Technology motor

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+Electronic speed drive, single-phase or
three-phase, included with the fan.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact motors that facilitate the air flow
passage.

+High reliability and maintenance free
sensorless control.

+Fitted with long-life ball bearings.

P54 protection.

*Fan working temperature: -25°C +60 °C.

Electronic speed drive:

*Adjustable speed by 0-10V signal or PI
automatic control integrated in the inverter.
*Highly configurable electronic drive with

2 analog inputs, 2 digital inputs, 1 relay output
and 1 analog or digital output to select.
+Possibility of connection to MODBUS and
CAN Open field buses.
+Electronic drive for easy installation outside
the work area. Thanks to its DIN rail it can
be mounted on control panels minimizing
connections.
*Supplied pre-wired with shielded cable in
accordance with EMC directive 2014/30/EU.
+Available with single-phase 220-240V

50/60 Hz (CFM) or three-phase

380-415 V 50/60 Hz (CFT) input. IP20
standard protection, IP66 protection on
request.
*Working temperature: -25°C + 50 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.
+Anticorrosive in pre-lacquered steel sheet and
aluminum.

CADTM/EC-ALPS

coD MOD RRP €
85004000 CADTM/EC-ALPS-7/7-4-1/5-WWT 1,951.35
85004001 CADTM/EC-ALPS-7/7-6-1/10-VVT 1,858.25
85004002 CADTM/EC-ALPS-9/9-4-1/2-WWT 2,105.556
85004003 CADTM/EC-ALPS-9/9-4-1-WT 2,329.40
85004004 CADTM/EC-ALPS-9/9-6-1/3-WWT 2,105.556
85004006 CADTM/EC-ALPS-10/10-4-1-WWT 2,458.85
85004007 CADTM/EC-ALPS-10/10-6-1/3-VVT 2,235.05
85004008 CADTM/EC-ALPS-12/12-6-1-VVT 3,017.80
85004009 CADTM/EC-ALPS-12/12-6 1 1/2-WWT  3,065.15
85004050 CADTM/EC-ALPS-7/7-4-1/5-VWM 1,621.95
85004051 CADTM/EC-ALPS-7/7-6-1/10-VWM 1,528.85
85004052 CADTM/EC-ALPS-9/9-4-1/2-VWWM 1,776.15
85004053 CADTM/EC-ALPS-9/9-4-1-VVM 2,064.15
85004054 CADTM/EC-ALPS-9/9-6-1/3-VVM 1,776.15
85004056 CADTM/EC-ALPS-10/10-4-1-VVM 2,193.60
85004057 CADTM/EC-ALPS-10/10-6-1/3-VVM 1,905.65
85004058 CADTM/EC-ALPS-12/12-6-1-VVM 2,667.85
85004059 CADTM/EC-ALPS-12/12-6 1 1/2-VWWM  2,715.25

—fu’j (52

+ CADTM/
EC-ALPF

Ventilation units with aluminum profiles and

acoustically insulated pre-lacquered sheet
metal, equipped with DTM/EC fans with EC

Technology motor

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
+Electronic speed drive, single-phase or
three-phase, included with the fan.

Motor:

*New high-efficiency synchronous EC
motors (IE4). Equipped with high intensity
neodymium magnets.

*Compact motors that facilitate the air flow
passage.

+High reliability and maintenance free
sensorless control.

+Fitted with long-life ball bearings.

P54 protection.

*Fan working temperature: -25°C +60 °C.

Electronic speed drive:
+Adjustable speed by 0-10V signal or PI
automatic control integrated in the inverter.
+Highly configurable electronic drive with
2 analog inputs, 2 digital inputs, 1 relay output
and 1 analog or digital output to select.
+Possibility of connection to MODBUS and
CAN Open field buses.
+Electronic drive for easy installation outside
the work area. Thanks to its DIN rail it can
be mounted on control panels minimizing
connections.
*Supplied pre-wired with shielded cable in
accordance with EMC directive 2014/30/EU.
+Available with single-phase 220-240V
50/60 Hz (CFM) or three-phase
380-415 V 50/60 Hz (CFT) input. IP20
standard protection, IP66 protection on
request.
*Working temperature: -25°C + 50 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
*Anticorrosive in pre-lacquered steel sheet and
aluminum.

CADTM/EC-ALPF

coD MOD RRP €
85013000 CADTM/EC-ALPF-7/7-4-1/5-WWT 2,030.55
85013001 CADTM/EC-ALPF-7/7-6-1/10-WWT 1,937.50
85013002 CADTM/EC-ALPF-9/9-4-1/2-WWT 2,199.65
85013003 CADTM/EC-ALPF-9/9-4-1-WT 2,423.50
85013004 CADTM/EC-ALPF-9/9-6-1/3-WWT 2,199.65
85013006 CADTM/EC-ALPF-10/10-4-1-WT 2,544.90
85013007 CADTM/EC-ALPF-10/10-6-1/3-WWT 2,321.10
85013008 CADTM/EC-ALPF-12/12-6-1-WWT 3,112.50
85013009 CADTM/EC-ALPF-12/12-611/2-WT  3,159.90
85013050 CADTM/EC-ALPF-7/7-4-1/5-VWWM 2,030.55




Qsisteven

Centrifugal Fans

CADTM/EC-ALPF

coD MOD RRP €
85013051 CADTM/EC-ALPF-7/7-6-1/10-VWM 1,608.10
85013052 CADTM/EC-ALPF-9/9-4-1/2-VWWM 1,870.25
85013053 CADTM/EC-ALPF-9/9-4-1-VWM 2,158.25
85013054 CADTM/EC-ALPF-9/9-6-1/3-VWM 1,870.25
85013056 CADTM/EC-ALPF-10/10-4-1-VWM 2,279.65
85013057 CADTM/EC-ALPF-10/10-6-1/3-VWM 1,991.70
85013058 CADTM/EC-ALPF-12/12-6-1-VWM 2,762.60
85013059 CADTM/EC-ALPF-12/12-6 1 1/2-VWWM  2,810.00

L . CAKS/EC

Ventilation units for circular ducts, with
acoustic casing with 25 mm of insulation for
noise reduction, interchangeable covers and
EC Technology motor

Fan:
«Aluminium profile structure.
+Covers with acoustic casing of 25 mm of high
quality insulation, in pre-lacquered sheet.
*Backward curved impeller.
-Standardised inlet and outlet flanges allowing
for easy installation in ducts.
+Interchangeable covers to supply air on either
side.
+Air inlet nozzle with diffusers that increase the
efficiency of the fan.

Motor:
+High efficiency external rotor EC Technology
motors, adjustable via 0-10 V signal.
+Single-phase 200-240 V 50/60 Hz and
three-phase 380-480 V 50/60 Hz.
*Maximum temperature of air to be carried:
-25 °C +60 °C.

Finishing:

«Anticorrosive in pre-lacquered steel sheet and
aluminum profiles.

CAKS/EC

CcoD MOD RRP €
87000001 CAKS/EC-220 769.85
87000002 CAKS/EC-250 827.85
87000003 CAKS/EC-310 882.50
87000004 CAKS/EC-400 1,482.40
87000005 CAKS/EC-500 2,113.55

Belt driven centrifugal double inlet fans with
shaft output on both sides and backward
curved impeller

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
*Bearings resting on rubber shock absorbers
to prevent vibrations.
*Supplied with CPS base stands.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

*Free shaft with permanently greased ball
bearings on both sides.

*Maximum temperature of air to be carried:
-20 °C +80 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.

On request:
*Motor mounting bracket and SMS belt
tensing device can be supplied.

DTS
CcoD MOD RRP €
71001000 DTS-7/7 119.00
71001002 DTS-9/9 139.15
71001003 DTS-10/10 150.75
71001004 DTS-12/12 189.85
71001006 DTS-15/15 249.60
71001007 DTS-18/18 304.15

Centrifugal fans with double inlet
transmission with highly rigid cubic structure
to reinforce the casing

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
*Bearings resting on rubber shock absorbers
to prevent vibrations.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

*Free shaft with permanently greased ball
bearings on both sides.

*Maximum temperature of air to be carried:
-20 °C +80 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
DTC

coD MOoD RRP €
71011000 DTC-7/7 147.70
71011002 DTC-9/9 161.10
71011003 DTC-10/10 172.25
71011004 DTC-12/12 206.50
71011005 DTC-15/15 268.75
71011006 DTC-18/18 321.65

DTR

Belt driven centrifugal fans with double inlet,
with reinforced structure and rigid bridge
bearings supported on the structure

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Free shaft with permanently greased ball
bearings on both sides.

*Maximum temperature of air to be carried:
-20 °C +110 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.
DTR

coD MOD RRP €
71021003 DTR-12/12 256.35
71021004 DTR-15/15 330.65
71021006 DTR-18/18 393.75
71021008  DTR-20/20 883.85
71021009 DTR-22/22 954.10
71021010 DTR-25/25 1,088.05
71021011 DTR-30/28 1,305.55
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Centrifugal Fans

Best driven centrifugal fans with double

inlet, equipped with an electric motor, a set
of pulleys, belts, protectors and a backward
curved impeller

Fan:

*Galvanized steel sheet casing.

*Forward curved impeller in galvanized sheet

steel.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

*Free shaft with permanently greased ball

bearings on both sides.

*Maximum temperature of air to be carried:
-20 °C +80 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.

cob MOD RRP €
83000003 DT-7/7-0.5 422.20
83000004 DT-7/7-0.75 441.70
83000005 DT-7/7-11E3 476.40
83000101 DT-9/9-0.25 424.35
83000102 DT-9/9-0.33 431.10
83000103 DT-9/9-0.5 456.65
83000104 DT-9/9-0.75 474.15
83000105 DT-9/9-1 IE3 515.05
83000107 DT-9/9-1.5 IE3 550.50
83000202 DT-10/10-0.75 490.60
83000203 DT-10/10-1 IE3 522.25
83000204 DT-10/10-1.5 IE3 551.45
83000205 DT-10/10-2 IE3 589.55
83000301 DT-12/12-0.5 515.05
83000302 DT-12/12-0.75 535.15
83000303 DT-12/12-1 IE3 600.40
83000304 DT-12/12-1.5|E3 645.55
83000305 DT-12/12-2 IE3 686.10
83000306 DT-12/12-3 IE3 754.40
83000401 DT-15/15-0.75 665.25
83000402 DT-15/15-1 IE3 735.20
83000403 DT-15/15-1.5 IE3 790.05
83000404 DT-15/15-2 IE3 829.80
83000405 DT-15/15-3 IE3 909.70
83000406 DT-15/15-4 IE3 941.95
83000407 DT-15/15-5.5 IE3 1,044.35
83000501 DT-18/18-1.5 IE3 912.90
83000502 DT-18/18-2 IE3 956.10
83000503 DT-18/18-3 IE3 1,044.30
83000504 DT-18/18-4 IE3 1,063.55
83000505 DT-18/18-5.5 IE3 1,166.00
83000506 DT-18/18-7.5 IE3 1,435.80
83000601 DT-20/20-2 IE3 1,576.55
83000602 DT-20/20-3 IE3 1,657.95
83000603 DT-20/20-4 IE3 1,742.00
83000604 DT-20/20-5.5 IE3 1,834.75

CADT

cop MOD RRP € cop MOoD RRP €
83000605 DT-20/20-7.5 IE3 2,003.65 82000004 CADT-7/7-0.75 584.95
83000606 DT-20/20-10 IE3 2,194.40 82000005 CADT-7/7-1IE3 624.85
83000701 DT-22/22-2 IE3 1,700.15 82000101 CADT-9/9-0.25 600.55
83000702 DT-22/22-3 IE3 1,760.35 82000102 CADT-9/9-0.33 611.05
83000703 DT-22/22-4 IE3 1,826.40 82000103 CADT-9/9-0.5 619.85
83000704 DT-22/22-5.5 IE3 1,939.30 82000104 CADT-9/9-0.75 636.80
83000705 DT-22/22-7.5 IE3 2,098.95 82000105 CADT-9/9-1IE3 685.25
83000706 DT-22/22-10 IE3 2,271.00 82000106 CADT-9/9-1.5 IE3 715.45
83000707 DT-22/22-15 IE3 2,510.80 82000202 CADT-10/10-0.75 670.05
83000801 DT-25/25-3 IE3 2,054.25 82000203 CADT-10/10-1IE3 706.35
83000802 DT-25/25-4 IE3 2,124.90 82000204 CADT-10/10-1.5 IE3 730.85
83000803 DT-25/25-5.5 IE3 2,253.45 82000206 CADT-10/10-2 IE3 768.25
83000804 DT-25/25-7.5 IE3 2,414.40 82000301 CADT-12/12-0.5 708.80
83000805 DT-25/25-10 IE3 2,645.65 82000302 CADT-12/12-0.75 728.80
83000806 DT-25/25-15 IE3 2,848.80 82000303 CADT-12/12-1IE3 799.65
83000901 DT-30/28-3 IE3 2,454.85 82000304 CADT-12/12-1.5IE3 844.85
83000902 DT-30/28-4 IE3 2,521.55 82000305 CADT-12/12-2 IE3 885.45
83000903 DT-30/28-5.5 IE3 2,631.65 82000306 CADT-12/12-3 IE3 953.80
83000904 DT-30/28-7.5 IE3 2,810.00 82000401 CADT-15/15-0.75 997.60
83000905 DT-30/28-10 IE3 2,997.00 82000402 CADT-15/15-11E3 1,076.10
83000906 DT-30/28-15 IE3 3,288.95 82000403 CADT-15/15-1.5 IE3 1,130.00
83000907 DT-30/28-20 IE3 3,815.40 82000405 CADT-15/15-2 IE3 1,169.00
82000406 CADT-15/15-3 IE3 1,247.35

82000407 CADT-15/15-4 IE3 1,318.30

82000501 CADT-18/18-1.5 IE3 1,416.40

82000502 CADT-18/18-2 IE3 1,458.05

82000504 CADT-18/18-3 IE3 1,543.00

82000506 CADT-18/18-4 IE3 1,506.80

82000507 CADT-18/18-5.5 IE3 1,605.40

C ADT 82000508 CADT-18/18-7.5 IE3 1,895.10

82000601 CADT-20/20-2 IE3 2,582.55

82000602 CADT-20/20-3 IE3 2,662.40

82000603 CADT-20/20-4 IE3 2,745.05

Transmission ventilation units acoustically 82000604 CADT-20/20-5.5 IE3 2,836.05
isolated 82000605 CADT-20/20-7.5 IE3 3,003.50
82000606 CADT-20/20-10 IE3 3,190.65

Fan: 82000701 CADT-22/22-2 IE3 2,803.55

«Ventilation units equipped with DTS, DTC and 82000702 CADT-22/22-3 IE3 2,862.75
DTR series double inlet fans. 82000703 CADT-22/22-4 |E3 2,027.45

-Qalvanjsed sheet stee_l ;tructure with thermal 82000704 CADT-22/22-5.5 IE3 3,031.45
insulation and acoustic insulation

-CADT ALP, CADT ALPS and CADT ALPF: 82000705 CADT-22/22-7.5 IE3 3,282.15
Aluminium profile structure with thermal 82000706 CADT-22/22-10 IE3 3,530.70
insulation and soundproofing. 82000707 CADT-22/22-15 IE3 4,017.85

*Forward curved impeller in galvanized sheet 82000801 CADT-25/25-3 IE3 2,976.45
steel. 82000802 CADT-25/25-4 IE3 3,049.85

*Glands for cable entry. 82000803 CADT-25/25-5.5 IE3 3,183.05

82000804 CADT-25/25-7.5 IE3 3,446.30
Motor:

*Motors with IE3 efficiency for powers equal to 82000805  CADT-25/25-10 IE3 3,707.15
or greater than 0.75kW, except single-phase, 82000806 CADT-25/25-15 IE3 4,218.75
2-speed and 8-pole. 82000901 CADT-30/28-3 IE3 3,832.10

+Class F motors with ball bearings, IP55 82000902 CADT-30/28-4 IE3 3,897.65
protection. 82000903 CADT-30/28-5.5 IE3 4,005.70

*Three-phase 230/400 V 50 Hz (up to 4 kW) 82000904 GADT-30/28-7.5 IE3 4,180.80
jnfv\;;?o/ 690 V 50 Hz (powers greater than 82000905 CADT-30/28-10 IE3 4,364.35

*Maximum temperature of air to be carried: 82000906 CADT-30/28-15 IE3 4,650.95
20 °C +60 °C. 82000907 CADT-30/28-20 IE3 5,167.80

Finishing:

+Anticorrosive in galvanized steel sheet.

*CADT ALP, CADT ALPS and CADT ALPF:
Anti-corrosive pre-lacquered sheet steel and

aluminium profiles.

On request:
*With circular outlet.




Qsisteven

Centrifugal Fans

“Thvee-phase 230/400 V 50 Hz (up o 4 kW)

cop MOD RRP € and 400/690 V 50 Hz (powers greater than
82020501 CADTF1818151ES 1,644.50 ;\tll‘;l,(\i/#um temperature of air to be carried:
82020502 CADT-F-18/18-2 IE3 1,692.90 220 °C +60 % C.p
CADT-F 82020503 CADT-F-18/18-3 IE3 1,791.45
82020504 CADT-F-18/18-4 IE3 174950 Finishing:
82020505 CADT-F-18/18-5.5 IE3 1,863.90 *Anticorrosive in galvanized steel sheet.
82020506 CADT-F-18/18-7.5 IE3 2,200.30 +CADT ALP, CADT ALPS and CADT ALPF:
Ventilation units with built-in filter 82020601 CADT-F-20/20-2 IE3 2,998.40 Anti-corrosive pre-lacquered sheet steel and
82020602 CADT-F-20/20-3 IE3 3,001.25 aluminium profiles.
Fan: 82020603 CADT-F-20/20-4 IE3 3,187.15 ]
+Ventilation units equipped with DTS, DTC and 82020604 GCADT-F-20/20-5.5 [E3 3,202.75 O?V:ﬁ%ue_ﬁ' | tlet
DTR series double inlet fans. ) 82020605 CADT-F-20/20-7.5 IE3 3,487.10 i clrediar outiet
’ ﬁ:m;ﬁfﬁisg?ct:;:ﬁé si;t]rsuj;l:irsnwnh thermal 82020606 GADT-F-20/20-10 IE3 3,704.55
-CADT ALP, CADT ALPS and CADT ALPF: 82020701 CADT-F-22/22-2 E3 3205 EEEEED RRP €
Aluminium profile structure with thermal 82020702 CADT-F-22/22-3 IE3 3,323.80 81500004 CADT-ALP-7/7-0.75 697.20
insulation and soundproofing. 82020703  CADT-F-22/22-4 IE3 3,399.00 81500005 CADT-ALP-7/7-1 IE3 744.90
*Forward curved impeller in galvanized sheet 82020704 CADT-F-22/22-5.5 IE3 3,519.70 81500102 CADT-ALP-9/9-0.25 711.00
steel. 82020705 CADT-F-22/22-7.5 IE3 3,810.80 81500103 CADT-ALP-9/9-0.33 728.40
*Glands for cable entry. 82020706 GADT-F-22/22-10 IE3 4,099.30 81500104 CADT-ALP-9/9-05 738.90
Motor: 82020707 GADT-F-22/22-15 IE3 4,664.95 81500106 CADT-ALP-9/9-0.75 759.10
-Motors with IE3 efficiency for powers equal to 82020801 CADT-F-25/25-3 IE3 845585 81500107 CADTALP-9/9-11E3 816.80
or greater than 0.75kW, except single-phase, =~ 82020802 CADT-F-25/25-4 IE3 354110 81500108 CADT-ALP-9/9-1.5 IE3 852.75
2-speed and 8-pole. 82020803 CADT-F-25/25-5.5 IE3 3,695.70 81500202 CADT-ALP-10/10-0.75 798.70
+Class F motors with ball bearings, IP55 82020804 CADT-F-25/25-7.5 IE3 4,001.35 81500203 CADT-ALP-10/10-1IE3 842.00
protection. 82020805 CADT-F-25/25-10 IE3 4,304.30 81500204 CADT-ALP-10/10-1.5 IE3 871.20
*Three-phase 230/400 V 50 Hz (up to 4 kW) 82020806 CADT-F-25/25-15 IE3 4,898.25 81500205 GADT-ALP-10/10-2 IE3 915.75
and 400/690 V 50 Hz (powers greater than
4KW) 82020901 CADT-F-30/28-3 IE3 4,449.35 81500301 GCADT-ALP-12/12-0.5 900.45
-Maximum temperature of air to be carried: 82020902 CADT-F-30/28-4 IE3 452535 81500302 CADT-ALP-12/12-0.75 911.35
20 °C +60 °C. 82020903 CADT-F-30/28-5.5 IE3 4,650.80 81500303 GCADT-ALP-12/12-1IE3 935.95
82020904 CADT-F-30/28-7.5 IE3 4,854.10 81500304 GCADT-ALP-12/12-15 IE3 990.95
Finishing: 82020905 CADT-F-30/28-10 IE3 5,067.25 81500305 CADT-ALP-12/12-2 IE3 1,039.55
+Anticorrosive in galvanized steel sheet. 82020906 CADT-F-30/28-15 IE3 5,400.05 81500306 CADT-ALP-12/12-3 IE3 1,127.00
"CADT ALP, CADT ALPS and CADT ALPF: 82020907 CADT-F-30/28-20 IE3 600010 81500401 GADT-ALP-15/15-0.75 1,239.85
Anti-corrosive pre-lacquered sheet steel and
aluminium profiles. 81500402 CADT-ALP-15/15-1 IE3 1,244.80
81500403 GCADT-ALP-15/15-1.5 IE3 1,279.10
On request: 81500404 CADT-ALP-15/15-2 IE3 1,346.85
*With circular outlet. 81500405 CADT-ALP-15/15-3 IE3 1,428.25
81500406 CADT-ALP-15/15-4 IE3 1,543.45
81500501 CADT-ALP-18/18-1.5 IE3 1,628.50
cop mob RRP € 81500502 CADT-ALP-18/18-2 IE3 1,671.70
82020004 CADT-F-7/7-0.75 679.10 CADT-ALP 81500503 CADT-ALP-18/18-3 IE3 1,759.85
82020005 GADT-F-7/7-1 IE3 725.45 81500504 CADT-ALP-18/18-4 IE3 1,835.70
82020101 CADT-F-9/9-0.25 697.30 81500505 GCADT-ALP-18/18-5.5 IE3 1,875.45
82020102 CADT-F-9/9-0.33 709.45 81500506 CADT-ALP-18/18-7.5 IE3 2,184.80
82020103 CADT-F-9/9-0.5 71960  Belt driven ventilation units with aluminium 81500601 GADT-ALP-20/20-2 IE3 2,652.65
82020104  CADT-F-9/9-0.75 73940  profiles and prefinished sheet steel and 81500602 CADT-ALP-20/20-3 IE3 2,855.50
82020105 CADT-F-9/9-1 IE3 795.60  acoustic insulation 81500603 CADT-ALP-20/20-4 IE3 2,950.40
82020106 CADT-F-9/9-15 IE3 830.55 81500604 GADT-ALP-20/20-5.5 IE3 3,067.80
82020202 GADT-F-10/10-0.75 77800  Fan: 81500605 GADT-ALP-20/20-7.5 IE3 3,288.05
82020203 CADT-F-10/10-1 IE3 820.15 -Ventilatic_)n units quipped with DTS, DTC and 51500606 CADT-ALP-20/20-10 IE3 3,505.65
82020204 CADT-F-10/10-1.5 IE3 848.50 DTR series double inlet fans. . 81500701 CADT-ALP-22/22-2 IE3 2,995.50
82020205 CADT-F-10/10-2 IE3 891.95 +Galvanised sheet steel structure with thermal
insulation and acoustic insulation 81500702 GCADT-ALP-22/22-3 IE3 3,386.70
82020301 CADT-F-12/12-0.5 82295 -CADT ALP, CADT ALPS and CADT ALPF: 81500703 GADT-ALP-22/22-4 IE3 3,470.30
82020302 CADT-F-12/12-075 846.20 Aluminium profile structure with thermal 81500704 CADT-ALP-22/22-5.5 IE3 3,621.85
82020303  CADT-F-12/12-1 IE3 928.40 insulation and soundproofing. 81500705 CADT-ALP-22/22-7.5 IE3 3,921.30
82020304 CADT-F-12/12-1.5 IE3 980.90 *Forward curved impeller in galvanized sheet 81500706 CADT-ALP-22/29-10 IE3 4,218.25
82020305 CADT-F-12/12-2 IE3 1,028.05 steel. 81500707 CADT-ALP-22/22-15 IE3 4,800.30
82020306 CADT-F-12/12-3 IE3 1,2107.45 *(Glands for cable entry. 81500801 CADT-ALP-25/25-3 IE3 3,512.15
82020401 CADT-F-15/15-0.75 115820\ rotor: 81500802 CADT-ALP-25/25-4 IE3 3,598.90
82020402 GADTF-15/15-1 1E9 1,249.45 -Motors with IE3 efficiency for powers equal to ~ 81500803 CADT-ALP-25/25-5.5 IE3 3,756.00
82020403  CADT-F-15/15-1.5 IES 1.811.95 or greater than 0.75kW, except single-phase, 81500804 CADT-ALP-25/25-7.5 IE3 4,066.60
82020404 CADT-F-15/15-2 IES 1,857.25 2-speed and 8-pole. 81500805 CADT-ALP-25/25-10 IE3 4,374.50
82020405 CADT-F-15/15-3 IE3 1,448.30 +Class F motors with ball bearings, IP55 81500806 CADT-ALP-25/25-15 IE3 4,978.05
82020406 CADT-F-15/15-4 IE3 1,530.60 protection.

81500901 CADT-ALP-30/28-3 IE3 4,171.45




Price list | Ventilation Systems

Centrifugal Fans

CADT-ALP

CADT-ALPS

cop MOD RRP € cop MOD RRP €

81500902 CADT-ALP-30/28-4 [E3 4,228.35 81510205 CADT-ALPS-10/10-2 IE3 1,017.20

81500903 CADT-ALP-30/28-5.5 IE3 4,317.10 81510301 CADT-ALPS-12/12-0.5 1,047.85

81500904 CADT-ALP-30/28-7.5 IE3 4,502.35 81510302 CADT-ALPS-12/12-0.75 1,060.45

81500905 CADT-ALP-30/28-10 IE3 4,626.90 81510303 CADT-ALPS-12/12-1IE3 1,089.15

81500906 CADT-ALP-30/28-15 IE3 540210 81510304 CADT-ALPS-12/12-1.5IE3 1,153.15

81500907 CADT-ALP-30/28-20 IE3 559210 81510305 CADT-ALPS-12/12-2 IE3 1,209.70

81510306 CADT-ALPS-12/12-3 IE3 1,275.00

81510401 CADT-ALPS-15/15-0.75 1,442.85

81510402 CADT-ALPS-15/15-1 IE3 1,448.55

81510403 CADT-ALPS-15/15-1.5 IE3 1,488.50

81510404 CADT-ALPS-15/15-2 IE3 1,567.35

2_‘"" 81510405 CADT-ALPS-15/15-3 IE3 1,662.00

3 J 81510406 CADT-ALPS-15/15-4 IE3 1,746.20

c ADT— ALPS 81510501 CADT-ALPS-18/18-1.5 IE3 1,895.00

81510502 CADT-ALPS-18/18-2 IE3 1,945.30

81510503 CADT-ALPS-18/18-3 IE3 2,047.90

81510504 CADT-ALPS-18/18-4 IE3 2,002.70

Ventilation units with double insulating wall, 81510505 CADT-ALPS-18/18-5.5 IE3 2,121.90

pre-lacquered sheet metal and aluminum 81510506 CADT-ALPS-18/18-7.5 IE3 2,471.80

profiles 81510601 CADT-ALPS-20/20-2 IE3 3,001.05

81510603 CADT-ALPS-20/20-3 IE3 3,230.65

Fan: 81510604 CADT-ALPS-20/20-4 IE3 3,337.95

+Ventilation units equipped with DTS, DTCand 41510605 CADT-ALPS-20/20-5.5 IE3 3,470.80

DTR series double inlet fans. . 81510606 CADT-ALPS-20/20-7.5 IE3 3,826.20
*Galvanised sheet steel structure with thermal

insulation and acoustic insulation 81510607 CADT-ALPS-20/20-10 IE3 4,079.50

+CADT ALP, CADT ALPS and CADT ALPF: 81510701 CADT-ALPS-22/22-2 |E3 3,485.80

Aluminium profile structure with thermal 81510702 CADT-ALPS-22/22-3 IE3 3,761.90

insulation and soundproofing. 81510703 CADT-ALPS-22/22-4 IE3 3,854.85

*Forward curved impeller in galvanized sheet 81510704 CADT-ALPS-22/22-55 IE3 4,023.05

steel. 81510705 CADT-ALPS-22/22-7.5 IE3 4,355.80

*Glands for cable entry. 81510706 CADT-ALPS-22/22-10 IE3 4,685.60

Motor: 81510707 CADT-ALPS-22/22-15 IE3 5,332.05

*Motors with |E3 efficiency for powers equal to ~ 81510801 CADT-ALPS-25/25-3 ES 401275

or greater than 0.75kW, except single-phase, 81510802 CADT-ALPS-25/25-4 |IE3 4,111.80

2-speed and 8-pole. 81510803 CADT-ALPS-25/25-5.5 IE3 4,172.05

+Class F motors with ball bearings, IP55 81510804 CADT-ALPS-25/25-7.5 IE3 4,517.15

protection. 81510805 CADT-ALPS-25/25-10 IE3 4,859.10

'Z:Lei(')%?ggg \2/3%4'_?3 (\;c?v(\)/el—r{sz éﬂ:;tc;ftlgz\r? 81510806 CADT-ALPS-25/25-15 IE3 5,529.60

4 kW), 81510901 CADT-ALPS-30/28-3 IE3 4,633.50

Maximum temperature of air to be carried: 81510002 GCADT-ALPS-30/28-4 IE3 4,696.70

-20 °C +60 °C. 81510903 CADT-ALPS-30/28-5.5 IE3 4,795.25

81510904 CADT-ALPS-30/28-7.5 IE3 5,001.15

Finishing: 81510905 CADT-ALPS-30/28-10 IE3 5,139.45

*Anticorrosive in galvanized steel sheet. 81510906 CADT-ALPS-30/28-15 IE3 6,000.55

"CADT ALP, GADT ALPS and CADT ALPF: 81510907 CADT-ALPS-30/28-20 IE3 6,211.65

Anti-corrosive pre-lacquered sheet steel and
aluminium profiles.

On request:
*With circular outlet.

CADT-ALPS

coD MOD RRP €
81510004 CADT-ALPS-7/7-0.75 774.45
81510005 CADT-ALPS-7/7-1 IE3 827.35
81510101 CADT-ALPS-9/9-0.25 789.75
81510102 CADT-ALPS-9/9-0.33 809.10
81510103 CADT-ALPS-9/9-0.5 820.70
81510104 CADT-ALPS-9/9-0.75 843.25
81510105 CADT-ALPS-9/9-1 IE3 907.30
81510106 CADT-ALPS-9/9-1.5 IE3 947.25
81510202 CADT-ALPS-10/10-0.75 887.10
81510203 CADT-ALPS-10/10-1 IE3 935.30
81510204 CADT-ALPS-10/10-1.5 IE3 967.65

. CADT-ALPF

Belt driven ventilation units with pre-lacquered
sheet, built-in filters and aluminium profiles

Fan:
+Ventilation units equipped with DTS, DTC and
DTR series double inlet fans.
*Galvanised sheet steel structure with thermal
insulation and acoustic insulation

+CADT ALP, CADT ALPS and CADT ALPF:
Aluminium profile structure with thermal
insulation and soundproofing.

*Forward curved impeller in galvanized sheet
steel.

*Glands for cable entry.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Class F motors with ball bearings, IP55
protection.

*Three-phase 230/400 V 50 Hz (up to 4 kW)
and 400/690 V 50 Hz (powers greater than
4 kW).

+Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.
*CADT ALP, CADT ALPS and CADT ALPF:
Anti-corrosive pre-lacquered sheet steel and
aluminium profiles.

On request:
*With circular outlet.

CADT-ALPF

coD MOD RRP €
81520004 CADT-ALPF-7/7-0.75 766.90
81520005 CADT-ALPF-7/7-1 IE3 819.40
81520101 CADT-ALPF-9/9-0.25 782.05
81520102 CADT-ALPF-9/9-0.33 801.25
81520103 CADT-ALPF-9/9-0.5 812.70
81520104 CADT-ALPF-9/9-0.75 835.05
81520105 CADT-ALPF-9/9-1 IE3 898.45
81520106 CADT-ALPF-9/9-1.5 IE3 938.10
81520204 CADT-ALPF-10/10-0.75 878.55
81520205 CADT-ALPF-10/10-1 IE3 926.20
81520206 CADT-ALPF-10/10-1.5 IE3 958.25
81520207 CADT-ALPF-10/10-2 IE3 1,007.35
81520302 CADT-ALPF-12/12-0.5 990.45
81520303 CADT-ALPF-12/12-0.75 1,002.45
81520304 CADT-ALPF-12/12-1 IE3 1,029.50
81520305 CADT-ALPF-12/12-1.5 |E3 1,090.05
81520306 CADT-ALPF-12/12-2 IE3 1,143.50
81520307 CADT-ALPF-12/12-3 IE3 1,205.25
81520401 CADT-ALPF-15/15-0.75 1,363.80
81520402 CADT-ALPF-15/15-1 IE3 1,369.30
81520403 CADT-ALPF-15/15-1.5 IE3 1,407.00
81520404 CADT-ALPF-15/15-2 IE3 1,481.55
81520405 CADT-ALPF-15/15-3 IE3 1,571.15
81520406 CADT-ALPF-15/15-4 IE3 1,650.60
81520501 CADT-ALPF-18/18-1.5 IE3 1,842.50
81520502 CADT-ALPF-18/18-2 IE3 1,891.40
81520503 CADT-ALPF-18/18-3 IE3 1,991.15
81520504 CADT-ALPF-18/18-4 IE3 1,947.20
81520505 CADT-ALPF-18/18-5.5 IE3 2,062.95
81520506 CADT-ALPF-18/18-7.5 IE3 2,403.30
81520601 CADT-ALPF-20/20-2 IE3 2,917.90
81520602 CADT-ALPF-20/20-3 IE3 3,141.15
81520603 CADT-ALPF-20/20-4 IE3 3,245.45
81520604 CADT-ALPF-20/20-5.5 IE3 3,374.50
81520605 CADT-ALPF-20/20-7.5 IE3 3,720.20
81520606 CADT-ALPF-20/20-10 IE3 3,966.40
81520701 CADT-ALPF-22/22-2 IE3 3,295.05
81520702 CADT-ALPF-22/22-3 IE3 3,725.35




Qsisteven

Centrifugal Fans

CADT-ALPF

DT-RE

DTT-RE

cop MOD RRPE€  COD MOD RRPE€  COD MoD RRP €
81520703 CADT-ALPF-22/22-4 IE3 3,817.30 71071003 DT-RE-355 660.85 83020106 DTT-RE-250-3 IE3 1,065.95
81520704 CADT-ALPF-22/22-5.5 IE3 3,984.00 71071004 DT-RE-400 750.70 83020107 DTT-RE-250-4 IE3 1,121.95
81520705 CADT-ALPF-22/22-7.5 IE3 431350 71071005 DT-RE-450 93290 83020202 DTT-RE-315-0.75 928.40
81520706 CADT-ALPF-22/22-10 IE3 4,640.05 71071006 DT-RE-500 1,127.05 83020203 DTT-RE-315-1IE3 1,004.65
81520707 CADT-ALPF-22/22-15 IE3 5,280.35 71071007 DT-RE-560 1,463.15 83020204 DTT-RE-315-1.5 IE3 1,052.70
81520801 CADT-ALPF-25/25-3 IE3 3,863.30 71071008 DT-RE-630 1,886.80 83020205 DTT-RE-315-2 IE3 1,081.40
81520802 CADT-ALPF-25/25-4 IE3 3,958.75 71071009 DT-RE-710 2,438.75 83020206 DTT-RE-315-3 IE3 1,140.85
81520803 CADT-ALPF-25/25-5.5 IE3 4,131.60 83020207 DTT-RE-315-4 IE3 1,196.85
81520804 CADT-ALPF-25/25-7.5 IE3 4,473.25 83020208 DTT-RE-315-5.5 IE3 1,302.05
81520805 CADT-ALPF-25/25-10 IE3 4,811.90 83020209 DTT-RE-315-7.5 IE3 1,478.25
81520806 CADT-ALPF-25/25-15 IE3 5,475.90 83020302 DTT-RE-355-0.75 1,036.70
81520901 CADT-ALPF-30/28-3 IE3 4,588.65 83020303 DTT-RE-355-1 IE3 1,119.15
81520902 CADT-ALPF-30/28-4 IE3 4,651.15 83020304 DTT-RE-355-1.5 IE3 1,170.30
81520903 CADT-ALPF-30/28-5.5 IE3 4,748.70 ) 83020305 DTT-RE-355-2 IE3 1,200.85
81520904 CADT-ALPF-30/28-7.5 IE3 4,952.65 { 83020306 DTT-RE-355-3 IE3 1,264.05
81520905 CADT-ALPF-30/28-10 IE3 5,089.55 : 83020307 DTT-RE-355-4 IE3 1,323.65
81520906 CADT-ALPF-30/28-15 IE3 5,942.30 83020308 DTT-RE-355-5.5 IE3 1,435.50
81520907 CADT-ALPF-30/28-20 IE3 6,151.35 83020309 DTT-RE-855-7.5 IE3 1,595.20
Best driven centrifugal fans with double 83020403 DTT-RE-400-1.5 IE3 1,295.50
inlet, equipped with an electric motor, a set 83020404 DTT-RE-400-2 IE3 1,334.25
of pulleys, belts, protectors and a backward 83020405 DTT-RE-400-3 IE3 1,422.85
. curved impeller 83020406 DTT-RE-400-4 IE3 1,485.65
— 83020407 DTT-RE-400-5.5 IE3 1,596.80
L= = l FanG:aIvanized steel sheet casin 83020408 DTT-RE-400-7.5 IE3 1,769.15
y ) backward curved impeller mgde of painted 83020409 DTTRE-400-10 1E3 1,5814.80
J 7 DT-RE sheet steel. 83020502 DTT-RE-450-1.5 IE3 1,498.35
&5 -Galvanised sheet steel structure with thermal ~ 83020503 DTF-RE-450-2 IES 1,536.15
insulation and soundproofing (CADT-RE). 83020504 DTT-RE-450-3 IE3 1,625.65
+Cable gland for cable inlet (CADT-RE). 83020505 DTT-RE-450-4 IE3 1,687.90
Belt driven centrifugal double inlet fans with 83020506 DTT-RE-450-5.5 IE3 1,798.70
shaft output on both sides and backward Motor: 83020507 DTT-RE-450-7.5 IE3 1,969.85
curved impeller *Motors with IE3 efficiency for powers equal to 83020508 DTT-RE-450-10 IE3 2.076.50

or greater than 0.75kW, except single-phase, 2
2-speed and 8-pole. 83020509 DTT-RE-450-15 IE3 3,012.40
Fan: . ) -Class F motors with ball bearings, IP55 83020601 DTT-RE-500-1.5 IE3 1,727.45
:Sa"l’(ic“zrzd s:eldsit;?et I(I:arer:ga ¢ ainted protection. 83020602 DTT-RE-500-2 IE3 1,761.90
sr?:et ;eefu €d Impeller made of painte “Three-phase 230/400 V 50 Hz (up to 4 kW) 83020603 DTT-RE-500-3 IE3 1,850.10
-IGaIvan.ised sheet steel strgcture with thermal inlfim;l)90/690 V50 Hz (powers greater than 83020604 DTT-RE-500-4 IE3 1,912.25
insulation and soundpr oofing (CADT RE). *Maximum temperature of air to be carried: £902000° DTTAC-00055183 2,024.19
-Cable gland for cable inlet (CADT-RE). 220 °C +60 °C. 83020606 DTT-RE-500-7.5 IE3 2,196.20
83020607 DTT-RE-500-10 IE3 2,301.75
Motor: ) » Finishing: 83020608 DTT-RE-500-15 IE3 2,781.85
*Motors with IE3 efficiency for powers equalto " Anticorrosive in galvanized steel sheet. 83020609 DTT-RE-500-20 IE3 3,192.70
gigz:;e;:;ag_gggkw‘ except single-phase, 83020701 DTT-RE-560-2 IE3 2,173.40
o ; On request: 83020702 DTT-RE-560-3 IE3 2,263.70

«Class F motors with ball bearings, IP55 -Different outlet positions. >
protection. +Special windings for different voltages. 85020703 DTFAE-500-4 189 2,3%.15
“Three-phase 230/400 V 50 Hz (up to 4 kW) “With two speed motors. 83020704 DTT-RE-560-5.5 IE3 2,427.70
and 400/690 V 50 Hz (powers greater than 83020705 DTT-RE-560-7.5 IE3 2,600.70
4 kW). ) ) 83020706 DTT-RE-560-10 IE3 2,707.35
-l\ggx;nomgotigperature of air to be carried: cop MOD RRP€ 83020707 DTT-RE-560-15 IE3 3,179.70
: 83020000 DTT-RE-200-0.33 677.60 83020708 DTT-RE-560-20 IE3 3,373.60
Finishing: 83020001 DTT-RE-200-0.5 72005 83020800 DTT-RE-630-2 IE3 2,551.50
-Anticorrosive in galvanized steel sheet. 83020002 DTT-RE-200-0.75 762,70 ~ 83020801 DTT-RE-630-3 IE3 2,841.30
83020003 DTT-RE-200-1 IE3 83405 83020802 DTT-RE-630-4 IE3 2,903.55
On request: 83020004 DTT-RE-200-1.5 IE3 88230 83020803 DTT-RE-630-5.5 IE3 3,018.15
+Different outlet positions. 53020005 DTT-RE-200-2 IE3 o11.00 83020804 DTT-RE-630-7.5 IE3 3,197.20
:\?V?;C;awlcr“s?;:ggsn:g:oig.ferent voltages. 53020006 DTT-RE-200-3 IE3 07045 83020805 DTT-RE-630-10 IE3 3,205.50
83020100 DTT-RE-250-0.33 799.35 83020806 DTT-RE-630-15 IE3 3,761.80
DT-RE 83020101 DTT-RE-250-0.5 822,05 83020807 DTT-RE-630-20 IE3 3,944.55
%58 BoD RRPE 83020102 DTT-RE-250-0.75 a55.60 83020808 DTT-RE-630-25 IE3 4,331.35
71071000 DT-RE-200 42280 83020103 DTT-RE-250-1 IE3 02075 83020809 DTT-RE-630-30 IE3 4,669.00
71071001 DT-RE-250 501.80 83020104 DTT-RE-250-1.5 IE3 o77.80 ~ 83020901 DTT-RE-710-3 IE3 3,502.50
71071002 DT-RE315 56380 83020105 DTT-RE-250-2 IE3 100650 83020902 DTT-RE-710-4 IE3 3,563.80
83020903 DTT-RE-710-5.5 IE3 3,670.35




Price list | Ventilation Systems

Centrifugal Fans

DTT-RE

CADT-RE

CADT-RE

coD MOD RRP€  COD MOD RRP€  COD MOoD RRP €

83020904 DTT-RE-710-7.5 IE3 3,877.90 82030107 CADT-RE-250-4 IE3 1,649.90 82030904 CADT-RE-710-7.5 IE3 5,363.60

83020905 DTT-RE-710-10 IE3 3,960.85 82030202 CADT-RE-315-0.75 1,439.10 82030905 CADT-RE-710-10 IE3 5,446.50

83020906 DTT-RE-710-15 IE3 4,452.15 82030203 CADT-RE-315-1IE3 1,530.70 82030906 CADT-RE-710-15 IE3 5,937.90

83020907 DTT-RE-710-20 IE3 4,628.40 82030204 CADT-RE-315-1.5 IE3 1,579.50 82030907 CADT-RE-710-20 IE3 6,114.20

83020908 DTT-RE-710-25 IE3 5,011.00 82030205 CADT-RE-315-2 IE3 1,608.65 82030908 CADT-RE-710-25 IE3 6,496.75

83020909 DTT-RE-710-30 IE3 5,347.60 82030206 CADT-RE-315-3 IE3 1,669.05 82030909 CADT-RE-710-30 IE3 6,833.25

82030207 CADT-RE-315-4 IE3 1,726.00

82030208 CADT-RE-315-5.5 IE3 1,832.80

82030209 CADT-RE-315-7.5 IE3 1,990.95

82030302 CADT-RE-355-0.75 1,556.00

82030303 CADT-RE-355-1 IE3 1,653.30

< e 82030304 CADT-RE-355-1.5 IE3 1,704.45

E 82030305 CADT-RE-355-2 IE3 1,734.95
c ADT-RE 82030306 CADT-RE-355-3 IE3 1,798.30 ST RE

5 82030307 CADT-RE-355-4 IE3 1,857.85

82030308 CADT-RE-355-5.5 IE3 1,969.75

82030309 CADT-RE-355-7.5 IE3 2,129.45

Ventilation units with backward curved 82030403 CADT-RE-400-1.5 IE3 1,911.45  Belt driven centrifugal fans with single inlet,

impeller, acoustic insulation and fitted 82030404 CADT-RE-400-2 IE3 1,950.20  Wwith shaft output and backward curved

with DT-RE series fans mounted on rubber 80030405 CADT-RE-400-3 IE3 2,038.70 impeller

shock-absorbers 82030406 CADT-RE-400-4 [E3 2,101.50

82030407 CADT-RE-400-5.5 IE3 2,212.75 Fan:

Fan: ) ) 82030408 CADT-RE-400-7.5 [E3 2,385.00 *Galvanized steel s_heet casing. )
*Galvanized steel sheet casing. 82030409 CADT-RE-400-10 IE3 2.500.75 *Backward curved impeller made of galvanised
*backward curved impeller made of painted e sheet steel.

sheet steel. 82030502 CADT-RE-450-15 IE3 211415 *Galvanised sheet steel structure with thermal
+Galvanised sheet steel structure with thermal 82030503 CADT-RE-450-2 IE3 2,152.00 insulation and soundproofing (CAST-RE).
insulation and soundproofing (CADT-RE). 82030504 CADT-RE-450-3 IE3 2,241.55 +Cable gland for cable inlet (CAST-RE).
+Cable gland for cable inlet (CADT-RE). 82030505 CADT-RE-450-4 IE3 2,303.70
82030506 CADT-RE-450-5.5 IE3 241460 Motor:
Motor: 82030507 CADT-RE-450-7.5 IE3 2585.80 *Motors with IE3 efficiency for powers equal to
*Motors with IE3 efficiency for powers equal to 32030508 CADT-FE-450-10 IE3 2.692.40 or greater than 0.75kW, except single-phase,
or greater than 0.75kW, except single-phase, — 2-speed and 8-pole.
2-speed and 8-pole. 82030509 CADT-RE-450-15 IE3 3,090.90 +Class F motors with ball bearings, IP55
+Class F motors with ball bearings, IP55 82030601 CADT-RE-500-1.5 IE3 2,343.35 protection.
protection. 82030602 CADT-RE-500-2 IE3 2,377.80 *Three-phase 230/400 V 50 Hz (up to 4 kW)
*Three-phase 230/400 V 50 Hz (up to 4 kW) 82030603 CADT-RE-500-3 IE3 2,465.95 and 400/690 V 50 Hz (powers greater than
and 400/690 V 50 Hz (powers greater than 82030604 CADT-RE-500-4 IE3 2,528.10 4 kW).
4 kW). 82030605 CADT-RE-500-5.5 IE3 2639.95 *Maximum temperature of air to be carried:
*Maximum temperature of air to be carried: - ST-RE and STT-RE: -20 °C +85 °C
82030606 CADT-RE-500-7.5 IE3 2,812.05
-20 °C +60 °C. 2 CAST-RE: -20 °C +60 °C.
82030607 CADT-RE-500-10 IE3 2,917.65
Finishing: 82030608 CADT-RE-500-15 IE3 339775 Finishing:
*Anticorrosive in galvanized steel sheet. 82030609 CADT-RE-500-20 IE3 3,685.30 *Anticorrosive in galvanized steel sheet.
82030701 CADT-RE-560-2 IE3 3,230.30
On request: 82030702 CADT-RE-560-3 IE3 332060 Onrequest:
«Different outlet positions. 82030703 CADT-RE-560-4 [E3 3.393.05 «Different outlet positions.
-Spemal windings for different voltages. 32030704 CADT-RE-5605.5 IE3 3,484.60 -Spemal windings for different voltages.
*With two speed motors. *With two speed motors.
82030705 CADT-RE-560-7.5 IE3 3,657.60

cop MOD RRP€ 82030707 GADT-RE-560-15 IE3 423660 cop MOD RRP €

82030000 CADT-RE-200-0.33 1,22535 ~ 82030708 CADT-RE-560-20 IE3 443055 72061000 ST-RE-315 668.10

82030001 CADT-RE-200-0.5 1,236.75 ~ 82030800 CADT-RE-630-2 IE3 407740 72061001 ST-RE-355 825.30

82030002 CADT-RE-200-0.75 1,270.85 ~ 82030801 CADT-RE-630-3 IE3 4169.75 72061002 ST-RE-400 976.00

82030003 CADT-RE-200-1 IE3 1,357.55 82030802 CADT-RE-630-4 IE3 423195 72061003 ST-RE-450 1,247.10

82030004 CADT-RE-200-1.5 IE3 1,406.45 82030803 CADT-RE-630-5.5 IE3 434660 72061004 ST-RE-500 1,421.00

82030005 CADT-RE-200-2 IE3 1,435.55 82030804 CADT-RE-630-7.5 IE3 4,525.70 72061006 ST-RE-560 1,925.85

82030006 CADT-RE-200-3 IE3 1,495.95 82030805 CADT-RE-630-10 IE3 462390 72061007 ST-RE-630 2,425.55

82030100 CADT-RE-250-0.33 1,318.00 82030806 CADT-RE-630-15 IE3 5,090.20 75061009 ST-RE-710 2,931.30

82030101 CADT-RE-250-0.5 1,331.10 82030807 CADT-RE-630-20 IE3 527295 72061010 ST-RE-800 6,040.50

82030102 CADT-RE-250-0.75 1,365.10 ~ 82030808 CADT-RE-630-25 IE3 5659.75 72061011 ST-RE-900 7,057.35

82030103 CADT-RE-250-1 IE3 1,454.55 82030809 CADT-RE-630-30 IE3 599745 75061013 ST-RE-1000 7,803.20

82030104 CADT-RE-250-1.5 IE3 1,503.35 82030901 CADT-RE-710-3 IE3 4,988.20

82030105 CADT-RE-250-2 IE3 1,532,55 82030902 CADT-RE-710-4 IE3 5,049.55

82030106 CADT-RE-250-3 IE3 1,592.95 82030903 CADT-RE-710-5.5 IE3 5,156.05




Qsisteven

Centrifugal Fans

STT-RE

cob MOD RRP €
83051405 STT-RE-500-5.5 IE3 2,318.65
83051406 STT-RE-500-7.5 IE3 2,469.95
STT_ R E 83051407 STT-RE-500-10 IE3 2,579.65 c AST_ R E
83051500 STT-RE-560-1 IE3 2,494.30
83051501 STT-RE-560-1.5 IE3 2,537.25
83051502 STT-RE-560-2 IE3 2,549.95
Belt driven centrifugal fans with single inlet, 83051503 STT-RE-560-3 IE3 264860 Ventilation units with backward curved
equipped with electric motor, set of pulleys, 83051504 STT-RE-560-4 IE3 271330 impeller, acoustic insulation and fitted
Pelts, protectors and backward curved 53051505 STT-RE-5605.5 IE3 2,854.55 with ST-RE series fans mounted on rubber
impeller shock-absorbers
83051506 STT-RE-560-7.5 IE3 3,007.50
83051507 STT-RE-560-10 IE3 3,138.85
Fan: . . 83051508 STT-RE-560-15 IE3 3,810.20 Fan: . .

*Galvanized steel sheet casing. g *Galvanized steel sheet casing.

*Backward curved impeller made of galvanised 83051600 STF-RE-630-1.5 IE3 312435 *Backward curved impeller made of galvanised
sheet steel. 83051601 STT-RE-630-2 IE3 3,174.25 sheet steel.

*Galvanised sheet steel structure with thermal 83051602 STT-RE-630-3 IE3 3,214.60 *Galvanised sheet steel structure with thermal
insulation and soundproofing (CAST-RE). 83051603 STT-RE-630-4 IE3 3,280.10 insulation and soundproofing (CAST-RE).

+Cable gland for cable inlet (CAST-RE). 83051604 STT-RE-630-5.5 IE3 3,400.20 +Cable gland for cable inlet (CAST-RE).

Motor: 83051605 STT-RE-630-7.5 IE3 3,589.15 Motor:

*Motors with IE3 efficiency for powers equal to 83051606 STT-RE-630-10 3 8,787.85 *Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase, 83051607 STT-RE-630-15 IE3 4,425.50 or greater than 0.75kW, except single-phase,
2-speed and 8-pole. 83051700 STT-RE-710-1.5 IE3 3,653.05 2-speed and 8-pole.

+Class F motors with ball bearings, IP55 83051701 STT-RE-710-2 IE3 3,688.30 +Class F motors with ball bearings, IP55
protection. 83051702 STT-RE-710-3 IE3 3,772.55 protection.

*Three-phase 230/400 V 50 Hz (up to 4 kW) 83051703 STT-RE-710-4 IE3 3,796.05 *Three-phase 230/400 V 50 Hz (up to 4 kW)
jnkd 400/690 V 50 Hz (powers greater than 83051704 STT-RE-710-5.5 IE3 3,915.25 and 400/690 V 50 Hz (powers greater than

-Ma\>/<\i/)mum temperature of air to be carried: 83051705 STF-RE-710-7.5 IE3 4,091.30 -Ma\;\i/)mum temperature of air to be carried:
ST-RE and STT-RE: -20 °C +85 °C 83051706 STFRE-710-10 1E3 4,226.08 ST-RE and STT-RE: -20 °C +85 °C
CAST-RE: -20 °C +60 °C. 83051707 STT-RE-710-15 IE3 4,963.55 CAST-RE: -20 °C +60 °C.

83051800 STT-RE-800-3 IE3 7,399.35
Finishing: 83051801 STT-RE-800-4 [E3 7,489.75  Finishing:
+Anticorrosive in galvanized steel sheet. 83051802 STT-RE-800-5.5 IE3 7,657.95 +Anticorrosive in galvanized steel sheet.
83051803 STT-RE-800-7.5 IE3 7,959.45
On rgquest: . 83051804 STT-RE-800-10 IE3 8,135.95 On rgquest: .

«Different outlet positions. g «Different outlet positions.

+Special windings for different voltages. 83051806 STT-RE-800-15 IES 8,554.80 +Special windings for different voltages.

+With two speed motors. 83051807  STT-RE-800-20 IE3 8,855.20 +With two speed motors.

83051808 STT-RE-800-25 IE3 9,055.75
83051809 STT-RE-800-30 IE3 9,540.35
cob MOD RRP € 83051810 STT-RE-800-40 IE3 9,911.45 cob MOD RRP €
83051001 STT-RE-315-1 IE3 1,043.50 83051900 STT-RE-900-3 IE3 8,547.30 82050202 CAST-RE-315-1 IE3 1,465.95
83051002 STT-RE-315-1.5IE3 1,078.20 83051901 STT-RE-900-4 IE3 8,676.65 82050203 CAST-RE-315-1.5IE3 1,500.55
83051003 STT-RE-315-2 IE3 1,202.20 83051902 STT-RE-900-5.5 IE3 8,828.50 82050204 CAST-RE-315-2 IE3 1,630.90
83051004 STT-RE-315-3 IE3 1,320.45 83051903 STT-RE-900-7.5 IE3 9,097.85 82050205 CAST-RE-315-3 IE3 1,756.90
83051101 STT-RE-355-0.75 1,132.20 83051904 STT-RE-900-10 IE3 9,563.45 82050301 CAST-RE-355-0.75 1,688.20
83051102 STT-RE-355-1 IE3 1,223.35 83051906 STT-RE-900-15 IE3 9,989.10 82050302 CAST-RE-355-1 IE3 1,795.20
83051103 STT-RE-355-1.5 IE3 1,258.95 83051907 STT-RE-900-20 IE3 10,277.00 82050303 CAST-RE-355-1.5 IE3 1,830.75
83051104 STT-RE-355-2 IE3 1,304.85 83051908 STT-RE-900-25 IE3 10,846.30 82050304 CAST-RE-355-2 IE3 1,876.75
83051105 STT-RE-355-3 IE3 1,429.00 83051909 STT-RE-900-30 IE3 11,340.75 82050305 CAST-RE-355-3 IE3 1,987.35
83051106 STT-RE-355-4 IE3 1,514.85 83051910 STT-RE-900-40 IE3 12,308.65 82050306 CAST-RE-355-4 IE3 2,076.95
83051202 STT-RE-400-1 IE3 1,384.15 83052000 STT-RE-1000-4 IE3 9,620.35 82050402 CAST-RE-400-1 IE3 2,040.70
83051203 STT-RE-400-1.5 IE3 1,438.05 83052001 STT-RE-1000-5.5 IE3 9,740.70 82050403 CAST-RE-400-1.5 IE3 2,094.65
83051204 STT-RE-400-2 IE3 1,477.65 83052002 STT-RE-1000-7.5 IE3 9,077.65 82050404 CAST-RE-400-2 IE3 2,134.35
83051205 STT-RE-400-3 IE3 1,621.90 83052003 STT-RE-1000-10 IE3 10,454.20 42050405 CAST-RE-400-3 IE3 2,261.75
83051206 STT-RE-400-4 IE3 1,714.10 83052005 STT-RE-1000-15 IE3 10,870.15 82050406 CAST-RE-400-4 IE3 2,343.10
83051302 STT-RE-450-1 IE3 1,738.25 83052006 STT-RE-1000-20 IE3 11,163.35 82050502 CAST-RE-450-1 IE3 2,682.05
83051303 STT-RE-450-1.5 IE3 1,780.75 83052007 STT-RE-1000-25 IE3 11,734.50 82050503 CAST-RE-450-1.5 IE3 2,724.70
83051304 STT-RE-450-2 IE3 1,822.05 83052008 STT-RE-1000-30 IE3 11,697.30 82050504 CAST-RE-450-2 IE3 2,765.95
83051305 STT-RE-450-3 IE3 1,911.55 83052009 STT-RE-1000-40 IE3 12,637.10 82050505 CAST-RE-450-3 IE3 2,855.40
83051306 STT-RE-450-4 IE3 1,983.85 83052010 STT-RE-1000-50 IE3 13,077.30 82050506 CAST-RE-450-4 IE3 2,927.70
83051307 STT-RE-450-5.5 IE3 2,082.55 83052011 STT-RE-1000-60 IE3 13,109.40 82050507 CAST-RE-450-5.5 IE3 3,023.45
83051401 STT-RE-500-1.5 IE3 1,988.70 82050601 CAST-RE-500-1.5 IE3 2,923.35
83051402 STT-RE-500-2 IE3 2,003.00 82050602 CAST-RE-500-2 IE3 2,937.65
83051403 STT-RE-500-3 IE3 2,093.95 82050603 CAST-RE-500-3 IE3 3,028.60
83051404 STT-RE-500-4 IE3 2,160.70 82050604 CAST-RE-500-4 IE3 3,095.35

82050605 CAST-RE-500-5.5 IE3 3,253.25




Price list | Ventilation Systems

Centrifugal Fans

coD MOD RRP€  COD MOD RRP€  COD MOoD RRP €
82050606 CAST-RE-500-7.5 IE3 3,404.55 72021002 STR-12/6 269.75 83040605 STT-20/10-7.5 IE3 1,754.65
82050607 CAST-RE-500-10 IE3 3,536.60 72021003 STR-15/7 31415 83040702 STT-22/11-3 IE3 1,491.90
82050700 CAST-RE-560-1 IE3 3,799.75 72021004 STR-18/9 363.25 83040703 STT-22/11-4 IE3 1,557.20
82050701 CAST-RE-560-1.5 IE3 3,838.45 72021005 STR-20/10 761.40 83040704 STT-22/11-5.5 IE3 1,659.45
82050702 CAST-RE-560-2 IE3 3,852.30 72021006 STR-22/11 797.65 83040705 STT-22/11-7.5 IE3 1,810.60
82050703 CAST-RE-560-3 IE3 3,951.00 72021007 STR-25/13 903.30 83040706 STT-22/11-10 IE3 2,149.25
82050704 CAST-RE-560-4 IE3 4,015.65 72021008 STR-30/14 1,002.50 83040708 STT-22/11-15 IE3 2,748.40
82050705 CAST-RE-560-5.5 IE3 4,156.90 83040709 STT-22/11-20 IE3 3,295.05
82050706 CAST-RE-560-7.5 IE3 4,309.90 83040710 STT-22/11-25 IE3 3,696.15
82050707 CAST-RE-560-10 IE3 4,441.30 83040802 STT-25/13-4 IE3 1,781.50
82050708 CAST-RE-560-15 IE3 5,074.50 83040803 STT-25/13-5.5 IE3 1,899.95
82050800 CAST-RE-630-1.5 IE3 4,567.55 "b 83040804 STT-25/13-7.5 IE3 2,071.30
82050801 CAST-RE-630-2 IE3 4,613.35 83040805 STT-25/13-10 IE3 2,238.05
82050802 CAST-RE-630-3 IE3 4,637.10 ﬁ[g 83040807 STT-25/13-15 IE3 2,857.00
82050803 CAST-RE-630-4 IE3 4,702.60 -,l ! STT 83040808 STT-25/13-20 IE3 3,403.65
82050804 CAST-RE-630-5.5 IE3 4,822.70 S 83040809 STT-25/13-25 IE3 3,804.70
82050805 CAST-RE-630-7.5 IE3 5,011.70 83040901 STT-30/14-5.5 IE3 2,153.30
82050806 CAST-RE-630-10 IE3 5,160.30 83040902 STT-30/14-7.5 IE3 2,328.15
82050807 CAST-RE-630-15 IE3 5822.05  Belt driven centrifugal fans with single inlet, 83040903 STT-30/14-10 IE3 2,545.70
82050900 CAST-RE-710-1.5 IE3 5028.15 equipped with electric motor, set of pulleys, 83040905 STT-30/14-15 IE3 3,102.35
82050901 CAST-RE-710-2 IE3 510145 belts, protectors and forward curved impeller  g3040006 STT-30/14-20 IE3 3,552.90
82050902 CAST-RE-710-3 IE3 5,179.90 83040907 STT-30/14-25 IE3 3,962.70
82050903 CAST-RE-710-4 [E3 5,218.45 Fan:

82050904 CAST-RE-710-5.5 IE3 5,337.80 *Galvanized steel sheet casing.

82050905 CAST-RE-710-7.5 IE3 5,513.80 -E}:)er:(.ard curved impeller in galvanized sheet

82050906 CAST-RE-710-10 IE3 5,648.55

82050907 CAST-RE-710-15 IE3 6,015.00

Bel driven centrifugal fans with single inlet
with shaft output and forward curved impeller

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Class F motors with ball bearings, IP55
protection.

*Three-phase 230/400 V 50 Hz (up to 4 kW)
and 400/690 V 50 Hz (powers greater than
4 kW).

*Maximum temperature of air to be carried:
STR and STT: -20 °C +85 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

On request:
+Different outlet positions.
*Special windings for different voltages.
*With two speed motors.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Class F motors with ball bearings, IP55
protection.

*Three-phase 230/400 V 50 Hz (up to 4 kW)
and 400/690 V 50 Hz (powers greater than
4 kW).

*Maximum temperature of air to be carried:
STR and STT: -20 °C +85 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

On request:
«Different outlet positions.
*Special windings for different voltages.
*With two speed motors.

Centrifugal medium pressure and single inlet
fans equipped with a forward curved impeller
and self-cleaning profile

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.
*The impeller design allows easy cleaning,
avoiding the accumulation of grease.

Motor:
*Motors with IE3 efficiency for powers equal to

cob MOD RRP € or greater than 0.75kW, except single-phase,
83040302 STT-12/6-0.75 555.30 2-speed and 8-pole.

83040303 STT-12/6-1 IE3 595.90 *Maximum temperature of air to be carried:
83040304 STT-12/6-1.5 IE3 665.95 -20°C +120°C.

83040305 STT-12/6-2 IE3 726.40 Finishing:

83040306 STT-12/6-3 IE3 783.20 +Anticorrosive in galvanized steel sheet.
83040402 STT-15/7-1 IE3 669.15

83040403 STT-15/7-1.5 IE3 712.65 STC

83040404 STT-15/7-2 IE3 782.75  COD MOD RRP €
83040405 STT-15/7-3 IE3 858.00 73001000 STC-200-4T-0.5 510.90
83040406 STT-15/7-4 IE3 947.40 73001010 STC-250-4T-1 IE3 626.10
83040501 STT-18/9-1.5 IE3 826.70 73001011 STC-250-4T-1.5 IE3 655.50
83040502 STT-18/9-2 IE3 871.85 73001020 STC-300-4T-2 IE3 751.10
83040503 STT-18/9-3 IE3 953.50 73001021 STC-300-4T-3 IE3 824.30
83040504 STT-18/9-4 IE3 1,007.50 73001030 STC-350-4T-3 IE3 1,004.00
83040505 STT-18/9-5.5 IE3 1,205.45 73001031 STC-350-4T-4 IE3 1,039.60
83040601 STT-20/10-2 IE3 1,353.95 73001032 STC-350-4T-5.5 [E3 1,146.20
83040602 STT-20/10-3 IE3 1,438.55 73001040 STC-450-4T-7.5 [E3 1,387.10
83040603 STT-20/10-4 IE3 1,501.40 73001041 STC-450-4T-10 [E3 1,506.10
83040604 STT-20/10-5.5 IE3 1,577.95
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In-Line Fans

v AN SLINE

In-line duct extractor fans with a detachable
body and small size

Fan:
+Casing made of self-extinguishing VO plastic
material.
«External terminal box with variable position.
*Quick and easy to install.

Motor:
*Motors with long life ball bearings. IPX4
protection. Two-speed and adjustable.
+Single-phase 220-240V 50/60Hz.
*Maximum temperature of air to be carried:
-10 °C to +60 °C.

Finishing:

+In white plastic material, self-extinguishing
VO fire.

SLINE

cob MOD RRP €
74001000 SLINE-100 63.60
74001001  SLINE-125 68.50
74001003 SLINE-150 120.85
74001004 SLINE-160 125.70
74001006 SLINE-200 200.50
74001007  SLINE-250 293.50
74001009 SLINE-315 437.05

Lo
"\\

k& SS

Lownoise, in-line duct extractor fans
mounted inside an acoustic casing

Fan:

*Acoustic casing covered with sound
absorbing material.

*backward curved impeller, except models
100-125-150-160-200/H, provided with
forward curved impeller.

-Standardised inlet and outlet flanges allowing
for easy installation in ducts.

+Fitted with a folding inspection hatch, except
models 100-125-160/L-150/L.

*Support feet integrated into the box which
facilitates its assembly.

sLinear airflow direction.

Motor:
+External rotor motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.
+Single-phase 230V 50/60 Hz adjustable.
*Maximum temperature of air to be carried:
+50 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

CcoD MOD RRP €
74011001  SS-100/L 229.10
74011030 SS-125/L 230.15
74011031  SS-150/L 232.00
74011032  SS-200/L 367.00
74011033 SS-250/L 392.15
74011002 SS-125/H 275.20
74011003 SS-150/H 316.50
74011004 SS-160/H 342.75
74011005 SS-200/H 393.60
74011006 SS-250/H 394.00
74011007 SS-315/H 575.45
74011008 SS-350/H 747.45
74011009 SS-400/H 845.05

In-line circular duct extractor fans with
3 speed motors

Fan:
*Sheet steel casing.
«External terminal box.
+Quick and easy to install.
*Support foot included.

Motor:
+3-speed motors with long life ball bearings.
IP44 protection.
+Single-phase 220-240V 50/60Hz.
*Maximum temperature of air to be carried:
-25 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.

cob MOD RRP €
74021000 DAS-100 127.00
74021001 DAS-125 133.55
74021002 DAS-150 165.95
74021003 DAS-200 201.75
74021004 DAS-250 214.00
74021005 DAS-315 249.00

-~ CABC

Compact direct drive extraction units

Fan:
*Galvanised sheet steel structure with thermal
insulation and acoustic insulation
*Forward curved impeller in galvanized sheet
steel.
+Glands for cable entry.

Motor:

*Enclosed motors with built-in thermal
protector, class F, with ball bearings, IP54
protection.

+Single-phase 220-240V 50 Hz and
three-phase 220-240/380-415 V 50 Hz.

*Maximum temperature of air to be carried:
-20 °C +60 °C.

Finishing:
+Anticorrosive in galvanized steel sheet.

On request:
*With circular outlet.

coD MOD RRP €
80101000 CABC-7/7-4M 1/5 312.10
80101002 CABC-7/7-6M 1/10 316.90
80101004 CABC-9/9-4M 3/4 388.15
80101006 CABC-9/9-6M 1/3 370.90
80101008 CABC-10/10-4M 3/4 435.80
80101009 CABC-10/10-6M 1/3 418.40
80101012 CABC-12/12-6M 1 566.10
80101010 CABC-12/12-6T 1 1/2 562.75
80101013 CABC-15/15-6T 3 830.30
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Air Purifying and Filtration Units

© .. ¢ PMS/EC

Mobile air purification units with EC
Technology motors and a 25mm thick
acoustically insulated casing to reduce noise

Characteristics:
*Plug & Play system with integrated control.
*Wheel kit.
+Caps with acoustic casing of 25 mm of high
quality insulation.
*Backward curved impeller.
+Filtration stages, depending on model:
«F7 + F9.
» F7 + HEPA H14.
+Activated carbon filter for odour removal.
+Inspection cover for filter maintenance and
replacement.
+Air inlet nozzle with diffusers that increase the
efficiency of the fan.
+Control and alarm of dirty filters.

Motor:
+High efficiency external rotor EC Technology
motors, adjustable via 0-10 V signal.
+Single phase 200-240 V 50/60 Hz.
*Maximum temperature of air to be carried:
-25°C +60 °C.

Finishing:

+Structure in 40 mm aluminum profiles and
pre-lacquered sheet.

PMS/EC

cob MOD RRP €
34003001 PMS/EC-220-F7+F9 1,826.50
34003002 PMS/EC-250-F7+F9 1,906.10
34003003 PMS/EC-310-F7+F9 1,928.40
34003004 PMS/EC-400-F7+F9 2,354.70
34003013 PMS/EC-310-F7+H14 2,111.70
34003014 PMS/EC-400-F7+H14 2,526.40

PPS

Portable air purifier

Indoor air purifiers are a great advance for
health, since they eliminate dust particles, mites
and a multitude of bacteria and microorganisms
harmful to people, as well as unpleasant odors,
reducing respiratory conditions such as asthma
and allergies of all type.

Nowadays, it is essential to have an efficient and
silent air purifier both at home, in the office or in
crowded public places, to ensure an air quality
free of organisms harmful to health.

Its cylindrical design allows air to be drawn

in through a large surface area, increasing its
efficiency and filtration performance.

Excellent filtration power thanks to a drum type
filter with four stages of filtration: the first stage
captures large PM10 particles such as dust,
fibres and lint; the second stage eliminates
bacteria; the third stage captures particles
between sizes PM0.3 and PM2.5, such as pollen
and spores; and the fourth stage eliminates foul
odours such as those generated by tobacco,
cooking and pets.

The system incorporates a digital panel and

an air quality indicator that constantly and
automatically displays the air quality based on
the parameters of concentration of fine particles
in the air.

Technical characteristics

+Built using the high performance EC
Technology motor.

*HEPA H13 type filters with a filtration
efficiency of 99.95%.

+Digital control panel.

+Air quality control sensor.

+Colour indicator lamp indicates air quality.

«Automatic, manual and timer modes.
*Anti-bacteria and virus stage with UVc
ultraviolet led.

«Different filtration stages:

*Large PM10 particles filter.

+*Anti-bacterial filter comprising silver and
copper ions.

+HEPA H13 fine particles filter.

+*Volatile and foul odour organic compound
filter.

CcoD MOD RRP €
34004000 PPS 50 257.05

¥
““ . “ CAKS/EC/
v FILTER

Air purifying units for circular ducts, with
acoustic casing with 25 mm insulation for
noise reduction, EC Technology motor

Characteristics:
+Caps with acoustic casing of 25 mm of high
quality insulation.
*Backward curved impeller.
+Filtration stages, depending on model:
«F7 + F9.
* F7 + HEPA H14.
* Activated carbon filter for odour removal.
+*Inspection cover for filter maintenance and
replacement.
*Air inlet nozzle with diffusers that increase the
efficiency of the fan.

Motor:
+High efficiency external rotor EC Technology
motors, adjustable via 0-10 V signal.

+Single-phase 200-240 V 50/60 Hz and
three-phase 380-480 V 50/60 Hz.

*Maximum temperature of air to be carried:
-25°C +60 °C.

Finishing:
+Structure of aluminum profiles and
pre-lacquered sheet.

CAKS/EC/FILTER

coD MOD RRP €
87002001 CAKS/EC/FILTER-220-F7+F9 1,091.05
87002002 CAKS/EC/FILTER-250-F7+F9 1,131.55
87002003 CAKS/EC/FILTER-310-F7+F9 1,171.95
87002004 CAKS/EC/FILTER-400-F7+F9 1,770.50
87002005 CAKS/EC/FILTER-500-F7+F9 2,495.55
87002103 CAKS/EC/FILTER-310-F7+H14 1,353.50
87002104 CAKS/EC/FILTER-400-F7+H14 2,000.95
87002105 CAKS/EC/FILTER-500-F7+H14 2,764.25

TF

Filtration Modules

Technical characteristics:

+*Aluminium profile structure with thermal
insulation and soundproofing.

+Side access panel for proper maintenance.

*Modular construction to add filter or air
treatment modules.

+Standard version module F6 + F8 and
optional F7 + F9.

*Compatible with series CADTM-ALP,
CADTM-ALPS, CADT-ALP y CADT-ALPS.

coD MOoD RRP €
32021501 TF-7/7-F6+F8 715.90
32021502 TF-9/9-F6+F8 779.35
32021503 TF-10/10-F6+F8 908.70
32021504 TF-12/12-F6+F8 1,002.40
32021505 TF-15/15-F6+F8 1,365.10
32021506 TF-18/18-F6+F8 1,795.15
32021601 TF-7/7-F7+F9 721.05
32021602 TF-9/9-F7+F9 786.85
32021603 TF-10/10-F7+F9 915.45
32021604 TF-12/12-F7+F9 1,010.45
32021605 TF-15/15-F7+F9 1,378.60
32021606 TF-18/18-F7+F9 1,811.15
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Axial Fans

Wall mounted axial fans with aluminum sheet
propeller, shadow loop motors and built-in
connection cable

Fan:
+Steel sheet support frame.
«Aluminium sheet impeller.
*Protection grid against contacts according
to UNE-EN ISO 12499.
+Airflow direction from motor to impeller.

Motor:
+Class B motors, with self-lubricating friction
bearings, IP44 protection.
+Single-phase 230V 50 Hz.
*Maximum temperature of air to be carried:
-30 °C to +50 °C.

Finishing:
+Anti-corrosive finish in polyester resin,
polymerised at 190 °C, after degreasing with
phosphate-free nanotechnology treatment.

On request:
+Special windings for different voltages.

HCS
CcoD MOD RRP €
76001000 HCS-20-4M 89.90
76001001 HCS-25-4M 99.80
76001002 HCS-30-4M 122,15
76001003 HCS-35-4M 158.45
76001004 HCS-40-4M 421.90

Robust long cased axial fans

Fan:
+Airflow direction from motor to impeller.
+Cast aluminium impellers.
*Tubular casing in sheet steel with external
terminal box.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Class F motors with ball bearings, IP55
protection.

+230V 50 Hz single-phase and 230/400V 50 Hz
three-phase (up to 4 kW) and 400/690V 50 Hz
(powers greater than 4 kW).

*Maximum temperature of air to be carried:
-25°C +50 °C.

Finishing:
*Anti-corrosive finish in polyester resin,
polymerised at 190 °C, after degreasing with
phosphate-free nanotechnology treatment.

On request:
+Airflow direction from impeller to motor.
+100% reversible impellers.
*Special windings for different voltages.
+ATEX certified Category 3.

HTSG

coD MOD RRP €
76030100 HTSG-25-2T 487.35
76030101 HTSG-25-2M 764.60
76030102 HTSG-25-4T 507.05
76030103 HTSG-25-4M 532.40
76030200 HTSG-31-2T 533.85
76030201 HTSG-31-2M 562.30
76030202 HTSG-31-4T 539.95
76030203 HTSG-31-4M 563.80
76030300 HTSG-35-2T 576.95
76030301 HTSG-35-2M 606.30
76030302 HTSG-35-4T 576.15
76030303 HTSG-35-4M 621.90
76030400 HTSG-40-2T-1.5 IE3 804.35
76030401 HTSG-40-4T-0.33 696.90
76030500 HTSG-45-2T-2 IE3 870.95
76030501 HTSG-45-2T-3 IE3 921.85
76030502 HTSG-45-4T-0.5 759.95
76030503 HTSG-45-4M-0.5 960.75
76030600 HTSG-50-4T-0.75 839.70
76030700 HTSG-56-4T-0.75 1,038.90
76030701 HTSG-56-4T-1 IE3 997.85
76030702 HTSG-56-4T-1.5 IE3 1,040.65
76030703 HTSG-56-4T-2 IE3 1,078.15
76030704 HTSG-56-6T-0.33 1,102.70
76030705 HTSG-56-6T-0.5 915.30
76030706 HTSG-56-6T-0.75 930.25
76030800 HTSG-63-4T-1 IE3 1,135.05
76030801 HTSG-63-4T-1.5 IE3 1,194.60
76030802 HTSG-63-4T-2 IE3 1,232.30
76030803 HTSG-63-4T-3 IE3 1,401.80
76030804 HTSG-63-4T-4 IE3 1,492.05
76030805 HTSG-63-6T-0.5 1,077.35
76030806 HTSG-63-6T-0.75 1,097.20
76030900 HTSG-71-4T-1.5 IE3 1,248.65
76030901 HTSG-71-4T-2 IE3 1,190.00
76030902 HTSG-71-4T-3 IE3 1,479.40
76030903 HTSG-71-4T-4 IE3 1,565.00
76030904 HTSG-71-6T-0.75 1,115.75
76030905 HTSG-71-6T-1 IE3 1,248.50
76030906 HTSG-71-6T-1.5 IE3 1,300.85
76031000 HTSG-80-4T-3 IE3 1,709.20
76031001 HTSG-80-4T-4 IE3 1,801.00
76031002 HTSG-80-4T-5.5 IE3 1,857.25
76031003 HTSG-80-6T-1 IE3 1,363.65
76031004 HTSG-80-6T-1.5 IE3 1,533.80

HTSG

coD MOD RRP €
76031005 HTSG-80-6T-2 IE3 1,608.20
76031006 HTSG-80-6T-3 IE3 1,733.10
76031100 HTSG-90-4T-4 IE3 1,835.30
76031101 HTSG-90-4T-5.5 IE3 1,906.40
76031102 HTSG-90-4T-7.5 IE3 2,191.35
76031103 HTSG-90-4T-10 IE3 2,405.90
76031105 HTSG-90-6T-3 IE3 1,984.90
76031106 HTSG-90-6T-4 IE3 2,191.40
76031200 HTSG-100-4T-7.5 IE3 2,434.45
76031201 HTSG-100-4T-10 IE3 2,625.45
76031202 HTSG-100-4T-15 IE3 3,310.60
76031203 HTSG-100-4T-20 IE3 3,788.50
76031204 HTSG-100-6T-3 IE3 2,218.65
76031205 HTSG-100-6T-4 IE3 2,462.25
76031206 HTSG-100-6T-5.5 IE3 2,610.75




Roof Fans

TSHG

Very robust tubular axial fans, with miter and
hood for installation on roofs

Fan:
+Airflow direction from motor to impeller.
+Cast aluminium impellers.
+Sheet steel long casing.

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Class F motors with ball bearings, IP55
protection.

+230V 50 Hz single-phase and 230/400V 50 Hz
three-phase (up to 4 kW) and 400/690V 50 Hz
(powers greater than 4 kW).

*Maximum temperature of air to be carried:
-25°C +50 °C.

Finishing:
+Anti-corrosive finish in polyester resin,
polymerised at 190 °C, after degreasing with
phosphate-free nanotechnology treatment.

On request:
+Airflow direction from impeller to motor.
+100% reversible impellers.
*Special windings for different voltages.
+ATEX certified Category 3.

TSHG

CcoD MOD RRP €
75013010 TSHG-71-4T-2 IE3 2,410.95
75013011  TSHG-71-6T-0.75 2,369.80
75013020 TSHG-80-4T-3 IE3 3,262.00
75013021 TSHG-80-4T-4 IE3 3,357.65
75013022 TSHG-80-6T-1.5 IE3 3,137.35
75013023 TSHG-80-6T-2 IE3 3,268.20
75013031 TSHG-90-4T-4 IE3 3,816.40
75013032 TSHG-90-4T-5.5 IE3 3,903.60
75013033 TSHG-90-4T-7.5 IE3 4,146.10
75013034 TSHG-90-4T-10 IE3 4,311.70
75013036 TSHG-90-6T-3 IE3 3,766.20
75013037 TSHG-90-6T-4 IE3 3,960.15
75013040 TSHG-100-4T-10 IE3 4,840.35
75013042 TSHG-100-4T-15 IE3 5,571.75
75013044 TSHG-100-4T-20 IE3 5,810.00
75013046 TSHG-100-6T-3 IE3 4,525.70
75013047 TSHG-100-6T-4 IE3 4,724.30
75013048 TSHG-100-6T-5.5 IE3 4,839.55

TSCE

Centrifugal roof fans with low noise level

Centrifugal roof fans with low noise and external
rotor motor.

Fan:
*Support base in galvanized steel sheet.
*Backward curved impeller made of galvanised
sheet steel.
+Bird protection grid.
+Rain deflector hood made of galvanised sheet
steel.

Motor:
+Class F external rotor motors, IP54
protection.
+Single-phase 230V 50 Hz and three-phase
230/400V 50 Hz.
*Maximum temperature of air to be carried:
-25°C +50 °C.

Finishing:
*Anticorrosive in galvanized steel sheet.

TSCE

CcoD MOD RRP €
75011100 TSCE-225-4M 457.95
75011120 TSCE-250-4M 477.00
75011130 TSCE-315-4T 577.30
75011131  TSCE-315-4M 572.95
75011132 TSCE-315-6T 571.00
75011133 TSCE-315-6M 572.50
75011140 TSCE-355-4T 651.60
75011141 TSCE-355-4M 652.90
75011142 TSCE-355-6T 651.25
75011143 TSCE-355-6M 654.30
75011150 TSCE-400-4T 709.00
75011151  TSCE-400-4M 704.85
75011152 TSCE-400-6T 708.10
75011153 TSCE-400-6M 711.05
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Smoke Extract Fans

=
TST TST
coD MOD RRP€  COD MOoD RRP €
55001506 TST-71-4/8T-3-F-400 2,491.90 55001917 TST-125-4/8T/6-27-F-400 11,939.35
55001507 TST-71-4T-4-F-400 IE3 2,608.70 55001918 TST-125-4T/6-30-F-400 IE3 9,481.60
55001508 TST-71-4/8T-4-F-400 2,817.35 55001919 TST-125-4/8T/6-37-F-400 14,696.25
55001509 TST-71-6T-0.75-F-400 2,021.70 55001920 TST-125-4T/6-40-F-400 IE3 12,050.45
55001510 TST-71-6/12T-0.75-F-400 2,183.25 55001922 TST-125-4T/6-50-F-400 IE3 13,963.85
55001511 TST-71-6T-1-F-400 IE3 2,351.90 55001974 TST-125-4T/6-60-F-400 IE3 16,104.90
Cased axial fans 400 °C/2h and 300 °C/2h 55001512 TST-71-6/12T-1-F-400 254005 55001975 TST-125-4T/6-75-F-400 IE3 20,781.25
55001513 TST-71-6T-1.5-F-400 IE3 2,462.45 55001923 TST-125-4T/9-25-F-400 IE3 8,430.30
Cased axial fans with short casing designed to 55001514  TST-71-6/12T-1.5-F-400 2,659.40 55001925 TST-125-4T/9-30-F-400 IE3 9,740.65
work inside fire risk zones, 400 °C / 2h. 55001601 TST-80-4T-3-F-400 IE3 2,382.60 55001926 TST-125-4/8T/9-27-F-400 12,662.65
) 55001602 TST-80-4/8T-3-F-400 252545 55001927 TST-125-4/8T/9-37-F-400 14,990.25
Fa-gheet steel casing. 55001603 TST-80-4T-4-F-400 IE3 2,720.05 55001928 TST-125-4T/9-40-F-400 IE3 12,266.85
-Cast aluminium impellers. 55001604 TST-80-4/8T-4-F-400 2,883.40 55001930 TST-125-4T/9-50-F-400 IE3 14,183.40
-Approved in accordance with standard 55001605 TST-80-41-5.5-F-400 IE3 2,977.75 55001959 TST-125-4T/9-60-F-400 IE3 16,321.50
EN 12101-3. 55001606 TST-80-4/8T-5.5-F-400 3,156.50 55001960 TST-125-4T/9-75-F-400 IE3 19,058.10
+Airflow direction from motor to impeller. 55001607 TST-80-6T-1.5-F-400 IE3 2,576.80 55001961 TST-125-4T/9-100-F-400 IE3 24,380.20
55001608 TST-80-6/12T-1.5-F-400 2,731.65 55001962 TST-125-4T/12-50-F-400 IE3 12,187.30
Motor: . . 55001609 TST-80-6T-2-F-400 IE3 2,883.20 55001963 TST-125-4T/12-60-F-400 IE3 16,538.05
'gzsgg er;fg:nfg; Egefwxﬁizlﬁsbzz‘;fgt:n 55001610 TST-80-6/12T-2-F-400 3,056.20 55001964 TST-125-4T/12-75-F-400 IE3 21,214.40
IP55 protection and 1 or 2 speeds, depending %0161 TST-80-6T-3-F-400 IE3 3,340.75 55001965 TST-125-4T/12-100-F-400 IE3 24,890.45
on model. 55001612 TST-80-6/12T-3-F-400 3,541.20 55001943 TST-125-6T/6-5.5-F-400 IE3 5,489.30
+Three-phase 230/400V 50 Hz (up to 3 kW) 55001613 TST-80-8T-0.75-F-400 3,201.25 55001945 TST-125-6T/6-7.5-F-400 IE3 6,155.10
and 400/690V 50 Hz (powers greater than 55001614 TST-80-8T-1-F-400 3,699.70 55001946 TST-125-6/12T/6-7.5-F-400 6,967.75
3 kW). 55001701 TST-90-4T-4-F-400 IE3 2,901.05 55001947 TST-125-6T/6-10-F-400 IE3 6,589.15
*Maximum temperature of air to be carried: 55001702 TST-90-4/8T-4-F-400 3,075.05 55001948 TST-125-6/12T/6-10-F-400 9,978.40
S1 contlnL.Jous operation -20 °C +40 °C, 55001703 TST-90-4T-5.5-F-400 IE3 3,170.20 55001949 TST-125-6T/6-15-F-400 IE3 7,769.80
S2 operation 300 °C/2h, 400 °C/2h. 2 >
55001704 TST-90-4/8T-5.5-F-400 3,360.30 55001950 TST-125-6/12T/6-15-F-400 11,711.65
Finishing: 55001705 TST-90-4T-7.5-F-400 IE3 3,360.40 55001951 TST-125-6T/6-20-F-400 IE3 10,461.55
«Anti-corrosive finish in polyester resin, 55001706 TST-90-4/8T-7.5-F-400 4,154.70 55001952 TST-125-6/12T/6-24-F-400 16,225.30
polymerised at 190 °C, after degreasing with 55001707 TST-90-4T-10-F-400 IE3 3,990.35 55001953 TST-125-6T/9-10-F-400 IE3 6,720.90
phosphate-free nanotechnology treatment. 55001708 TST-90-4/8T-10-F-400 4,568.00 55001954 TST-125-6/12T/9-10-F-400 10,377.50
] 55001709 TST-90-6T-2-F-400 IE3 3,163.85 55001955 TST-125-6T/9-15-F-400 IE3 8,150.25
O?Lr:r?;iztéing fans with inspection hatch. 55001710 TST-90-6/12T-2-F-400 3,353.35 55001956 TST-125-6/12T/9-15-F-400 11,946.00
-100% reversible impellers. 55001711 TST-90-6T-3-F-400 IE3 3,440.65 55001957 TST-125-6T/9-20-F-400 IE3 10,842.15
55001712  TST-90-6/12T-3-F-400 3,647.15 55001958 TST-125-6/12T/9-24-F-400 14,926.30
TST 55001713  TST-90-6T-4-F-400 IE3 399235 55001966 TST-125-6T/9-25-F-400 IE3 12,444.55
coD MOD RRP€ 55001714 TST-90-6/12T-4-F-400 423210 55001967 TST-125-6T/9-30-F-400 IE3 13,028.65
55001303 TST-56-4T-1-F-400 IE3 1,682.15 55001715 TST-90-8T-1-F-400 3,734.65 55001968 TST-125-6T/12-10-F-400 IE3 8,116.05
55001306 TST-56-4T-1.5-F-400 IE3 1,758.95 55001716 TST-90-8T-2-F-400 4,191.20 55001969 TST-125-6T/12-15-F-400 IE3 9,066.60
55001307 TST-56-4/8T-1.5-F-400 1,934.85 55001717 TST-90-8T-3-F-400 4,948.35 55001970 TST-125-6T/12-20-F-400 IE3 9,128.00
55001308 TST-56-4T-2-F-400 IE3 1,043.35 55001800 TST-100-4T-7.5-F-400 IE3 3,712.75 55001971 TST-125-6T/12-25-F-400 IE3 11,591.45
55001310 TST-56-6T-0.75-F-400 1,897.30 55001801 TST-100-4/8T-7.5-F-400 4,569.35 55001972 TST-125-6T/12-30-F-400 IE3 12,249.25
55001311 TST-56-6/12T-0.75-F-400 2,086.90 55001802 TST-100-4T-10-F-400 IE3 4,056.10 55001973 TST-125-6T/12-40-F-400 IE3 16,182.60
55001414 TST-63-2T-12-F-400 IE3 3,451.80 55001803 TST-100-4/8T-10-F-400 4,643.65 55010001 TST-40-2T-1.5-F-300 IE3 1,081.60
55001418 TST-63-2T-20-F-400 IE3 5394.05 55001804 TST-100-4T-15-F-400 IE3 5509.40 55010002 TST-40-2/4T-1.5-F-300 1,114.05
55001401 TST-63-4T-1-F-400 IE3 1,705.20 55001805 TST-100-4/8T-15-F-400 593540 55010005 TST-40-4T-0.75-F-300 938.85
55001402 TST-63-4T-1.5-F-400 IE3 1,764.40 55001806 TST-100-4T-20-F-400 IE3 6,252.50 55010006 TST-40-6T-0.75-F-300 1,042.40
55001403 TST-63-4/8T-1.5-F-400 1,941.00 55001807 TST-100-4/8T-20-F-400 6,627.55 55010007 TST-40-6/12T-0.75-F-300 1,229.35
55001404 TST-63-4T-2-F-400 IE3 1,94520 55001817 TST-100-4T/9-15-F-400 IE3 5651.25 55010008 TST-45-2T-2-F-300 IE3 1,345.05
55001405 TST-63-4/8T-2-F-400 2,139.75 55001818 TST-100-4T/9-20-F-400 IE3 6,241.25 55011001 TST-45-2/4T-2-F-300 1,143.40
55001406 TST-63-4T-3-F-400 IE3 2,179.50 55001819 TST-100-4T/9-25-F-400 IE3 7,460.80 55011002 TST-45-2T-3-F-300 IE3 1,446.30
55001407 TST-63-4/8T-3-F-400 2,397.60 55001820 TST-100-4T/9-30-F-400 IE3 7,733.05 55011007 TST-45-2T-4-F-300 IE3 1,463.15
55001408 TST-63-4T-4-F-400 IE3 2,486.30 55001808 TST-100-6T-3-F-400 IE3 3,467.45 55011004 TST-45-4T-0.75-F-300 949.30
55001409 TST-63-4/8T-4-F-400 2,734.90 55001809 TST-100-6/12T-3-F-400 367545 55011005 TST-45-6T-0.75-F-300 1,053.50
55001410 TST-63-6T-0.75-F-400 1,925.55 55001810 TST-100-6T-4-F-400 IE3 4,126.40 55011006 TST-45-6/12T-0.75-F-300 1,207.00
55001411 TST-63-6/12T-0.75-F-400 2,118.20 55001811 TST-100-6/12T-4-F-400 4,373.90 55012008 TST-50-2T-3-F-300 IE3 1,282.95
55001412 TST-63-6T-1-F-400 IE3 1,993.70 55001812 TST-100-6T-5.5-F-400 IE3 4,634.95 55012009 TST-50-4T-0.75-F-300 1,066.55
55001413 TST-63-6/12T-1-F-400 2,192.80 55001821 TST-100-6T/9-5.5-F-400 IE3 4,650.60 55012006 TST-50-6T-0.75-F-300 1,166.90
55001501 TST-71-4T-1.5-F-400 IE3 1,933.20 55001822 TST-100-6T/9-7.5-F-400 IE3 5,093.80 55013001 TST-56-2T-5.5-F-300 IE3 1,600.05
55001502 TST-71-4/8T-1.5-F-400 2,087.70 55001823 TST-100-6T/9-10-F-400 IE3 5796.75 55013005 TST-56-4T-1-F-300 IE3 1,089.05
55001503 TST-71-4T-2-F-400 IE3 2,118.00 55001912 TST-125-4T/6-20-F-400 IE3 6,907.25 55013006 TST-56-4T-1.5-F-300 IE3 1,006.60
55001504 TST-71-4/8T-2-F-400 2,287.50 55001913 TST-125-4/8T/6-20-F-400 7,943.25 55013007 TST-56-4/8T-1.5-F-300 1,372.45

55001505 TST-71-4T-3-F-400 IE3 2,307.35 55001915 TST-125-4T/6-25-F-400 IE3 8,234.15 55013008 TST-56-4T-2-F-300 IE3 1,163.25
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Smoke Extract Fans

]

TST TST TST
cop MOD RRPE€  COD MOD RRPE€  COD MoD RRP €
55013010 TST-56-6T-0.75-F-300 1,278.65 55018002 TST-100-4/8T-7.5-F-300 3,028.45 55019065 TST-125-6T/12-30-F-300 IE3 10,527.85
55013011 TST-56-6/12T-0.75-F-300 1,396.25 55018003 TST-100-4T-10-F-300 IE3 3,546.65 55019066 TST-125-6T/12-40-F-300 IE3 13,851.85
55014001 TST-63-2T-12-F-300 IE3 2,927.30 55018004 TST-100-4/8T-10-F-300 3,406.05
55014003 TST-63-2T-20-F-300 IE3 3,888.65 55018005 TST-100-4T-15-F-300 IE3 4,395.00
55014005 TST-63-4T-1-F-300 IE3 1,161.10 55018006 TST-100-4/8T-15-F-300 4,942.75
55014006 TST-63-4T-1.5-F-300 IE3 1,288.80 55018007 TST-100-4T-20-F-300 IE3 5,334.55
55014007 TST-63-4/8T-1.5-F-300 1,410.10 55018008 TST-100-4/8T-20-F-300 5,463.30
55014008 TST-63-4T-2-F-300 IE3 1,199.00 55018021 TST-100-4T/9-15-F-300 IE3 4,429.00
55014009 TST-63-4/8T-2-F-300 1,520.95 55018022 TST-100-4T/9-20-F-300 IE3 5,004.05
55014010 TST-63-4T-3-F-300 IE3 1,453.00 55018023 TST-100-4T/9-25-F-300 IE3 5,787.20 TST/CL
55014011 TST-63-4/8T-3-F-300 1,61015 55018024 TST-100-4T/9-30-F-300 IE3 6,358.75
55014012 TST-63-4T-4-F-300 IE3 1,651.70 55018009 TST-100-6T-3-F-300 IE3 2,797.05
55014013 TST-63-4/8T-4-F-300 1,700.60 55018010 TST-100-6/12T-3-F-300 2,463.30
55014014 TST-63-6T-0.75-F-300 1,314.40 55018011 TST-100-6T-4-F-300 IE3 3,255.10 400 °C/2h and 300 °C/2h tubular axial
55014015 TST-63-6/12T-0.75-F-300 1,435.20 55018012 TST-100-6/12T-4-F-300 3,206.40  extractor fans with long casing and external
55014016 TST-63-6T-1-F-300 IE3 1,202.35 55018013 TST-100-6T-5.5-F-300 IE3 312670 terminal boxes
55014017 TST-63-6/12T-1-F-300 1,604.25 55018018 TST-100-6T/9-5.5-F-300 IE3 3,465.85
55015001 TST-71-4T-1.5-F-300 IE3 1,209.80 55018019 TST-100-6T/9-7.5-F-300 IE3 3,406.15  Tubular axial extract fans with long casing for
55015002 TST-71-4/8T-1.5-F-300 1,491.65 55018020 TST-100-6T/9-10-F-300 IE3 477585 immersed operation in fire risk zones.
55015003 TST-71-4T-2-F-300 IE3 1,276.25 55019013 TST-125-4T/6-20-F-300 IE3 613185 .
55015004 TST-71-4/8T-2-F-300 1,611.75 55019014 TST-125-4/8T/6-20-F-300 8,630.75 afl}‘ubular casing in sheet steel with external
55015005 TST-71-4T-3-F-300 IE3 1,493.90 55019016 TST-125-4T/6-25-F-300 IE3 6,771.60 terminal box (Cable box) and inspection
55015006 TST-71-4/8T-3-F-300 1,691.75 55019017 TST-125-4/8T/6-27-F-300 11,320.60 hatch.
55015007 TST-71-4T-4-F-300 IE3 1,709.55 55019018 TST-125-4T/6-30-F-300 IE3 7,393.10 *Variable angle impeller made of cast
55015008 TST-71-4/8T-4-F-300 1,833.20 55019019 TST-125-4/8T/6-37-F-300 12,506.95 aluminium.
55015009 TST-71-6T-0.75-F-300 1,391.55 55019020 TST-125-4T/6-40-F-300 IE3 11,130.00 *Approved in accordance with standard
55015010 TST-71-6/12T-0.75-F-300 1,519.45 55019022 TST-125-4T/6-50-F-300 IE3 13,942.75 EN 12101-3. .

+Airflow direction from motor to impeller.
55015011 TST-71-6T-1-F-300 IE3 1,256.80 55019067 TST-125-4T/6-60-F-300 IE3 14,337.45
55015012 TST-71-6/12T-1-F-300 1,611.75 55019068 TST-125-4T/6-75-F-300 IE3 17,160.60  Motor:
55015013 TST-71-6T-1.5-F-300 IE3 1,463.40 55019023 TST-125-4T/9-25-F-300 IE3 8,132.50 -Class H motors for S1 continuous operation
55015014  TST-71-6/12T-1.5-F-300 1,691.75 55019025 TST-125-4T/9-30-F-300 IE3 8,791.25 and S2 emergency use. With ball bearings,
55016001 TST-80-4T-3-F-300 IE3 1,649.15 55019026 TST-125-4/8T/9-27-F-300 9,148.40 IP55 protection and 1 or 2 speeds, depending
55016002 TST-80-4/8T-3-F-300 1,842.55 55019027 TST-125-4/8T/9-37-F-300 10,716.85 on model. o
55016003 TST-80-4T-4-F-300 IE3 1,797.70 55019028 TST-125-4T/9-40-F-300 IE3 10,282.90 *Motors with IE3 efficiency for powers equal to
55016004 TST-80-4/8T-4-F-300 1,983.90 55019030 TST-125-4T/9-50-F-300 IE3 12,478.70 or greater than 0.75kW, except single-phase,
’ 4 2-speed and 8-pole.
55016005 TST-80-4T-5.5-F-300 IE3 2,031.30 55019069 TST-125-4T/9-60-F-300 IE3 13,306.55 -Three-phase 2307400V 50 Hz (up to 3 kW)
55016006 TST-80-4/8T-5.5-F-300 2,270.90 55019070 TST-125-4T/9-75-F-300 IE3 15,887.75 and 400/690V 50 Hz (powers greater than
55016007 TST-80-6T-1.5-F-300 IE3 1,568.20 55019071 TST-125-4T/9-100-F-300 IE3 21,174.10 3 kW).
55016008 TST-80-6/12T-1.5-F-300 1,84255 55019072 TST-125-4T/12-50-F-300 IE3 11,194.55 *Maximum temperature of air to be carried:
55016009 TST-80-6T-2-F-300 IE3 1,663.70 55019073 TST-125-4T/12-60-F-300 IE3 13,504.60 f:itftggi):cvoa:n? gﬁ;t;;}gslﬁtiet:ﬁe;;&es
55016010 TST-80-6/12T-2-F-300 2,159.00 55019074 TST-125-4T/12-75-F-300 IE3 16,085.75 Up to 50 °C. 52 operation, 300 00/2’;’
55016011 TST-80-6T-3-F-300 IE3 1,897.40 55019075 TST-125-4T/12-100-F-300 IE3 21,372.15 400 °C/2h.
55016012 TST-80-6/12T-3-F-300 2,272.85 55019043 TST-125-6T/6-5.5-F-300 IE3 4,508.35
55016013 TST-80-8T-0.75-F-300 1,850.55 55019045 TST-125-6T/6-7.5-F-300 IE3 484410  Finishing:
55016014 TST-80-8T-1-F-300 1,718.30 55019046 TST-125-6/127/6-7.5-F-300 6,784.55 +Anti-corrosive finish in polyester resin,
55017001 TST-90-4T-4-F-300 IE3 1,885.85 55019047 TST-125-6T/6-10-F-300 IE3 5,876.85 polymerised at 190 °C, after degreasing with
55017002 TST-90-4/8T-4-F-300 2,100.55 55019048 TST-125-6/12T/6-10-F-300 9,007.35 phosphate-free nanotechnology treatment.
55017003 TST-90-4T-5.5-F-300 IE3 2,183.30 55019049 TST-125-6T/6-15-F-300 IE3 7,102.65 . )
Available versions:

55017004 TST-90-4/8T-5.5-F-300 2,383.90 55019050 TST-125-6/12T/6-15-F-300 10,844.40 “TST: tubular axial fans with short casing.
55017005 TST-90-4T-7.5-F-300 IE3 243495 55019051 TST-125-6T/6-20-F-300 IE3 7,503.75
55017006 TST-90-4/8T-7.5-F-300 2,806.90 55019052 TST-125-6/12T/6-24-F-300 1407820  On request:
55017007 TST-90-4T-10-F-300 IE3 2,723.10 55019053 TST-125-6T/9-10-F-300 IE3 6,057.20 +Airflow direction from impeller to motor.
55017008 TST-90-4/8T-10-F-300 3,220.65 55019054 TST-125-6/12T/9-10-F-300 9,358.80 +100% reversible impellers.
55017009 TST-90-6T-2-F-300 IE3 2,018.75 55019055 TST-125-6T/9-15-F-300 IE3 6,808.55
55017010 TST-90-6/12T-2-F-300 222710 55019056 TST-125-6/12T/9-15-F-300 11,195.90
55017011 TST-90-6T-3-F-300 IE3 2,016.55 55019057 TST-125-6T/9-20-F-300 IE3 785540 20 MOD GL1G
55017012 TST-90-6/12T-3-F-300 2,398.55 55019058 TST-125-6/12T/9-24-F-300 14,429.60 55051000  TST/CL-40-2T-1.5-F-400 IES 1,750.65
55017013 TST-90-6T-4-F-300 IE3 2,376.30 55019059 TST-125-6T/9-25-F-300 IE3 9,284.50 55051001 TST/CL-40-2/4T-1.5-F-400 1870.30
55017014 TST-90-6/12T-4-F-300 3,121.05 55019060 TST-125-6T/9-30-F-300 IE3 9,386.55 55051005  TST/CL-40-4T-0.75-F-400 1,589.85
55017015 TST-90-8T-1-F-300 1,845.30 55019061 TST-125-6T/12-10-F-300 IE3 640845 0001006 TST/CL-40-6T-0.75-F-400 166715
55017016 TST-90-8T-2-F-300 2,361.95 55019062 TST-125-6T/12-15-F-300 IE3 715505 0001008 TST/OL-40-6/121-0.75-F-400 2,203.80
55017017 TST-90-8T-3-F-300 2,597.10 55019063 TST-125-6T/12-20-F-300 IE3 815345 0001101 TST/CL-46-21-2-F-400 IES 2,051.20
55018001 TST-100-4T-7.5-F-300 IE3 3,280.40 55019064 TST-125-6T/12-25-F-300 IE3 1042580 20001102 TST/CL-45-2/4T2-F-400 2,035.60




Qsisteven
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TST/CL TST/CL TST/CL

coD MOD RRP € coD MOD RRP € coD MOD RRP €
55051103 TST/CL-45-2T-3-F-400 IE3 2,220.05 55051706 TST/CL-90-4/8T-7.5-F-400 4,570.20 55051931 TST/CL-125-6/12T/6-24-F-400 17,847.80
55051104 TST/CL-45-2T-4-F-400 IE3 2,487.05 55051707 TST/CL-90-4T-10-F-400 IE3 4,389.40 55051932 TST/CL-125-6T/9-10-F-400 IE3 7,738.20
55051105 TST/CL-45-4T-0.75-F-400 1,726.60 55051708 TST/CL-90-4/8T-10-F-400 5,024.80 55051933 TST/CL-125-6/12T/9-10-F-400 11,203.25
55051106 TST/CL-45-6T-0.75-F-400 1,794.65 55051709 TST/CL-90-6T-2-F-400 IE3 3,480.20 55051934 TST/CL-125-6T/9-15-F-400 IE3 8,965.20
55051107 TST/CL-45-6/12T-0.75-F-400 2,341.30 55051710 TST/CL-90-6/12T-2-F-400 3,688.70 55051935 TST/CL-125-6/12T/9-15-F-400 13,140.55
55051200 TST/CL-50-2T-3-F-400 IE3 2,160.45 55051711 TST/CL-90-6T-3-F-400 IE3 3,784.70 55051936 TST/CL-125-6T/9-20-F-400 IE3 11,926.40
55051204 TST/CL-50-4T-0.75-F-400 1,637.90 55051712 TST/CL-90-6/12T-3-F-400 4,011.90 55051937 TST/CL-125-6/12T/9-24-F-400 16,418.90
55051206 TST/CL-50-6T-0.75-F-400 1,810.35 55051713 TST/CL-90-6T-4-F-400 IE3 4,391.60 55051938 TST/CL-125-6T/9-25-F-400 IE3 13,689.00
55051300 TST/CL-56-2T-5.5-F-400 IE3 2,616.50 55051714  TST/CL-90-6/12T-4-F-400 4,655.30 55051939 TST/CL-125-6T/9-30-F-400 IE3 14,331.55
55051303 TST/CL-56-4T-1-F-400 IE3 1,850.40 55051715 TST/CL-90-8T-1-F-400 4,108.15 55051940 TST/CL-125-6T/12-10-F-400 IE3 8,927.65
55051304 TST/CL-56-4T-1.5-F-400 IE3 1,934.85 55051716 TST/CL-90-8T-2-F-400 4,610.25 55051941 TST/CL-125-6T/12-15-F-400 IE3 9,973.25
55051305 TST/CL-56-4/8T-1.5-F-400 2,128.30 55051717  TST/CL-90-8T-3-F-400 5,443.15 55051942 TST/CL-125-6T/12-20-F-400 IE3 10,599.10
55051306 TST/CL-56-4T-2-F-400 IE3 2,137.70 55051800 TST/CL-100-4T-7.5-F-400 IE3 4,084.05 55051943 TST/CL-125-6T/12-25-F-400 IE3 13,250.10
55051307 TST/CL-56-6T-0.75-F-400 2,087.05 55051801 TST/CL-100-4/8T-7.5-F-400 5,026.30 55051944 TST/CL-125-6T/12-30-F-400 IE3 13,474.15
55051308 TST/CL-56-6/12T-0.75-F-400 2,295.60 55051802 TST/CL-100-4T-10-F-400 IE3 4,461.70 55051945 TST/CL-125-6T/12-40-F-400 IE3 17,800.85
55051405 TST/CL-63-2T-12-F-400 IE3 3,796.90 55051803 TST/CL-100-4/8T-10-F-400 5,108.00 55060001 TST/CL-40-2T-1.5-F-300 IE3 1,347.80
55051406 TST/CL-63-2T-20-F-400 IE3 5,933.50 55051804 TST/CL-100-4T-15-F-400 IE3 6,159.35 55060002 TST/CL-40-2/4T-1.5-F-300 1,483.15
55051407 TST/CL-63-4T-1-F-400 IE3 1,875.70 55051805 TST/CL-100-4/8T-15-F-400 6,528.95 55060004 TST/CL-40-4T-0.75-F-300 1,279.65
55051402 TST/CL-63-4T-1.5-F-400 IE3 1,940.85 55051806 TST/CL-100-4T-20-F-400 IE3 6,877.75 55060005 TST/CL-40-6T-0.75-F-300 1,367.70
55051403 TST/CL-63-4/8T-1.5-F-400 2,135.15 55051807 TST/CL-100-4/8T-20-F-400 7,290.30 55060006 TST/CL-40-6/12T-0.75-F-300 1,611.20
55051404 TST/CL-63-4T-2-F-400 IE3 2,139.70 55051808 TST/CL-100-4T/9-15-F-400 IE3 6,216.35 55061000 TST/CL-45-2T-2-F-300 IE3 1,681.25
55051408 TST/CL-63-4/8T-2-F-400 2,353.75 55051809 TST/CL-100-4T/9-20-F-400 IE3 6,865.35 55061001 TST/CL-45-2/4T-2-F-300 1,695.05
55051409 TST/CL-63-4T-3-F-400 IE3 2,397.45 55051810 TST/CL-100-4T/9-25-F-400 IE3 8,206.90 55061002 TST/CL-45-2T-3-F-300 IE3 1,807.90
55051410 TST/CL-63-4/8T-3-F-400 2,637.40 55051811  TST/CL-100-4T/9-30-F-400 IE3 8,506.40 55061003 TST/CL-45-2T-4-F-300 IE3 1,908.10
55051411  TST/CL-63-4T-4-F-400 IE3 2,734.90 55051812 TST/CL-100-6T-3-F-400 IE3 3,814.20 55061004 TST/CL-45-4T-0.75-F-300 1,399.30
55051412 TST/CL-63-4/8T-4-F-400 3,008.40 55051813 TST/CL-100-6/12T-3-F-400 4,043.00 55061005 TST/CL-45-6T-0.75-F-300 1,483.15
55051413 TST/CL-63-6T-0.75-F-400 2,118.10 55051814  TST/CL-100-6T-4-F-400 IE3 4,539.10 55061006 TST/CL-45-6/12T-0.75-F-300 1,728.45
55051414  TST/CL-63-6/12T-0.75-F-400 2,330.05 55051815 TST/CL-100-6/12T-4-F-400 4,811.30 55062000 TST/CL-50-2T-3-F-300 IE3 1,603.75
55051415 TST/CL-63-6T-1-F-400 IE3 2,193.10 55051816  TST/CL-100-6T-5.5-F-400 IE3 5,098.45 55062002 TST/CL-50-4T-0.75-F-300 1,438.70
55051416  TST/CL-63-6/12T-1-F-400 2,517.70 55051817 TST/CL-100-6T/9-5.5-F-400 IE3 5,115.65 55062003 TST/CL-50-6T-0.75-F-300 1,505.75
55051501 TST/CL-71-4T-1.5-F-400 IE3 2,126.45 55051818 TST/CL-100-6T/9-7.5-F-400 IE3 5,603.15 55063000 TST/CL-56-2T-5.5-F-300 IE3 2,000.10
55051502 TST/CL-71-4/8T-1.5-F-400 2,296.50 55051819  TST/CL-100-6T/9-10-F-400 IE3 6,376.45 55063001 TST/CL-56-4T-1-F-300 IE3 1,467.40
55051503 TST/CL-71-4T-2-F-400 IE3 2,329.75 55051900 TST/CL-125-4T/6-20-F-400 IE3 8,056.30 55063002 TST/CL-56-4T-1.5-F-300 IE3 1,482.10
55051504 TST/CL-71-4/8T-2-F-400 2,516.25 55051901 TST/CL-125-4/8T/6-20-F-400 9,010.40 55063003 TST/CL-56-4/8T-1.5-F-300 1,715.50
55051505 TST/CL-71-4T-3-F-400 IE3 2,538.10 55051902 TST/CL-125-4T/6-25-F-400 IE3 9,057.60 55063004 TST/CL-56-4T-2-F-300 IE3 1,559.45
55051506 TST/CL-71-4/8T-3-F-400 2,741.10 55051903 TST/CL-125-4/8T/6-27-F-400 13,133.30 55063005 TST/CL-56-6T-0.75-F-300 1,598.25
55051507 TST/CL-71-4T-4-F-400 IE3 2,869.60 55051904 TST/CL-125-4T/6-30-F-400 IE3 10,429.70 55063006 TST/CL-56-6/12T-0.75-F-300 1,745.30
55051508 TST/CL-71-4/8T-4-F-400 3,099.05 55051905 TST/CL-125-4/8T/6-37-F-400 16,165.85 55064000 TST/CL-63-2T-12-F-300 IE3 3,659.05
55051509 TST/CL-71-6T-0.75-F-400 2,223.85 55051906 TST/CL-125-4T/6-40-F-400 IE3 13,255.50 55064001 TST/CL-63-2T-20-F-300 IE3 4,860.85
55051510 TST/CL-71-6/12T-0.75-F-400 2,401.55 55051907 TST/CL-125-4T/6-50-F-400 IE3 15,360.25 55064002 TST/CL-63-4T-1-F-300 IE3 1,451.40
55051511  TST/CL-71-6T-1-F-400 IE3 2,587.10 55051908 TST/CL-125-4T/6-60-F-400 IE3 17,715.40 55064003 TST/CL-63-4T-1.5-F-300 IE3 1,611.00
55051512 TST/CL-71-6/12T-1-F-400 2,794.05 55051909 TST/CL-125-4T/6-75-F-400 IE3 22,859.40 55064004 TST/CL-63-4/8T-1.5-F-300 1,762.65
55051513 TST/CL-71-6T-1.5-F-400 IE3 2,708.65 55051910 TST/CL-125-4T/9-25-F-400 IE3 9,273.30 55064005 TST/CL-63-4T-2-F-300 IE3 1,604.75
55051514 TST/CL-71-6/12T-1.5-F-400 2,925.35 55051911  TST/CL-125-4T/9-30-F-400 IE3 10,714.75 55064006 TST/CL-63-4/8T-2-F-300 1,912.45
55051601 TST/CL-80-4T-3-F-400 IE3 2,620.85 55051912  TST/CL-125-4/8T/9-27-F-400 13,928.95 55064010 TST/CL-63-4T-3-F-300 IE3 1,816.20
55051602 TST/CL-80-4/8T-3-F-400 2,778.00 55051913  TST/CL-125-4/8T/9-37-F-400 16,489.25 55064011  TST/CL-63-4/8T-3-F-300 2,012.70
55051603 TST/CL-80-4T-4-F-400 IE3 2,992.05 55051914  TST/CL-125-4T/9-40-F-400 IE3 13,493.55 55064012 TST/CL-63-4T-4-F-300 IE3 2,064.60
55051604 TST/CL-80-4/8T-4-F-400 3,171.80 55051915 TST/CL-125-4T/9-50-F-400 IE3 15,601.70 55064013 TST/CL-63-4/8T-4-F-300 2,125.70
55051605 TST/CL-80-4T-5.5-F-400 IE3 3,275.55 55051916  TST/CL-125-4T/9-60-F-400 IE3 17,953.65 55064014 TST/CL-63-6T-0.75-F-300 1,643.00
55051606 TST/CL-80-4/8T-5.5-F-400 3,472.20 55051917  TST/CL-125-4T/9-75-F-400 IE3 20,963.95 55064015 TST/CL-63-6/12T-0.75-F-300 1,793.95
55051607 TST/CL-80-6T-1.5-F-400 IE3 2,834.50 55051918 TST/CL-125-4T/9-100-F-400 IE3 26,818.25 55064016 TST/CL-63-6T-1-F-300 IE3 1,589.25
55051608 TST/CL-80-6/12T-1.5-F-400 3,004.85 55051919  TST/CL-125-4T/12-50-F-400 IE3 13,406.05 55064017 TST/CL-63-6/12T-1-F-300 2,005.30
55051609 TST/CL-80-6T-2-F-400 IE3 3,171.50 55051920 TST/CL-125-4T/12-60-F-400 IE3 18,191.90 55065001 TST/CL-71-4T-1.5-F-300 IE3 1,589.25
55051610 TST/CL-80-6/12T-2-F-400 3,361.85 55051921  TST/CL-125-4T/12-75-F-400 IE3 23,335.85 55065002 TST/CL-71-4/8T-1.5-F-300 1,864.55
55051611  TST/CL-80-6T-3-F-400 IE3 3,674.85 55051922 TST/CL-125-4T/12-100-F-400 IE3 27,379.50 55065003 TST/CL-71-4T-2-F-300 IE3 1,595.30
55051612 TST/CL-80-6/12T-3-F-400 3,895.30 55051923 TST/CL-125-6T/6-5.5-F-400 IE3 6,038.25 55065004 TST/CL-71-4/8T-2-F-300 2,014.65
55051613 TST/CL-80-8T-0.75-F-400 3,521.45 55051924 TST/CL-125-6T/6-7.5-F-400 IE3 6,770.60 55065007 TST/CL-71-4T-3-F-300 IE3 1,867.40
55051614 TST/CL-80-8T-1-F-400 3,901.00 55051925 TST/CL-125-6/12T/6-7.5-F-400 8,262.80 55065005 TST/CL-71-4/8T-3-F-300 2,114.75
55051701 TST/CL-90-4T-4-F-400 IE3 3,191.20 55051926 TST/CL-125-6T/6-10-F-400 IE3 8,617.90 55065008 TST/CL-71-4T-4-F-300 IE3 2,136.95
55051702 TST/CL-90-4/8T-4-F-400 3,382.55 55051927 TST/CL-125-6/12T/6-10-F-400 10,976.25 55065009 TST/CL-71-4/8T-4-F-300 2,291.50
55051703 TST/CL-90-4T-5.5-F-400 IE3 3,487.20 55051928 TST/CL-125-6T/6-15-F-400 IE3 8,546.75 55065010 TST/CL-71-6T-0.75-F-300 1,739.45
55051704 TST/CL-90-4/8T-5.5-F-400 3,696.35 55051929 TST/CL-125-6/12T/6-15-F-400 12,882.80 55065011 TST/CL-71-6/12T-0.75-F-300 1,899.30

55051705 TST/CL-90-4T-7.5-F-400 IE3 3,696.45 55051930 TST/CL-125-6T/6-20-F-400 IE3 11,507.75 55065012 TST/CL-71-6T-1-F-300 IE3 1,643.10




Price list | Ventilation Systems

Smoke Extract Fans

TST/CL

TST/CL

*Three-phase 230/400 V 50 Hz.

cop MOD RRP € cop MOD RRP € *Maximum temperature of air to be carried:
55065013 TST/CL-71-6/12T-1-F-300 2,014.65 55069024 TST/CL-125-4T/6-75-F-300 IE3 21,450.80 $1 continuous operation -20 °C +40 °C,
55065014 TST/CL-71-6T-1.5-F-300 IE3 1,829.25 55069026 TST/CL-125-4T/9-25-F-300 IE3 9,105.60 52 operation 300 °C/2h, 400 °CG/2h.
55065015 TST/CL-71-6/12T-1.5-F-300 2,11475 55069025 TST/CL-125-4T/9-30-F-300 IE3 1046775 Einiching:
55066001 TST/CL-80-4T-3-F-300 IE3 2,061.45 55069027 TST/CL-125-4/8T/9-27-F-300 11,130.20 -Anticorrosive in galvanized steel sheet.
55066002 TST/CL-80-4/8T-3-F-300 2,303.15 55069028 TST/CL-125-4/8T/9-37-F-300 13,396.05
55066003 TST/CL-80-4T-4-F-300 IE3 2,24745 55069029 TST/CL-125-4T/9-40-F-300 IE3 12,853.60 cis
55066004 TST/CL-80-4/8T-4-F-300 2,479.85 55069030 TST/CL-125-4T/9-50-F-300 IE3 15,598.30  COD MoD RRP €
55066005 TST/CL-80-4T-5.5-F-300 IE3 2,539.05 55069031 TST/CL-125-4T/9-60-F-300 IE3 16,633.20 52901001 CIS-50-4T/A-F-300 3,059.55
55066006 TST/CL-80-4/8T-5.5-F-300 2,838.55 55069032 TST/CL-125-4T/9-75-F-300 IE3 19,859.70 52901002 CIS-50-4/8T/A-F-300 3,140.90
55066007 TST/CL-80-6T-1.5-F-300 IE3 2,11535 55069033 TST/CL-125-4T/9-100-F-300 IE3 26,467.60 52901004 CIS-75-4/8T-F-300 3,735.85
55066008 TST/CL-80-6/12T-1.5-F-300 2,303.15 55069034 TST/CL-125-4T/12-50-F-300 IE3 12,730.80 52901005 CIS-100-4T-F-300 3,774.80
55066009 TST/CL-80-6T-2-F-300 IE3 2,079.65 55069035 TST/CL-125-4T/12-60-F-300 IE3 16,880.75 52901006 CIS-100-4/8T-F-300 3,804.15
55066010 TST/CL-80-6/12T-2-F-300 2,698.75 55069036 TST/CL-125-4T/12-75-F-300 IE3 20,107.20 52901007 CIS-50-4T/A-F-400 3,518.00
55066011 TST/CL-80-6T-3-F-300 IE3 2,371.75 55069037 TST/CL-125-4T/12-100-F-300 [E3  26,715.20 52902001 CIS-50-4/8T/A-F-400 3,612.25
55066012 TST/CL-80-6/12T-3-F-300 2,841.05 55069038 TST/CL-125-6T/6-5.5-F-300 IE3 563540 52902003 CIS-75-4/8T-F-400 4,208.35
55066013 TST/CL-80-8T-0.75-F-300 2,32445 55069039 TST/CL-125-6T/6-7.5-F-300 IE3 6,05515 52902004 CIS-100-4T-F-400 4,340.60
55066014 TST/CL-80-8T-1-F-300 2,147.90 55069040 TST/CL-125-6/12T/6-7.5-F-300 7,950.20 52902005 CIS-100-4/8T-F-400 4,373.10
55067001 TST/CL-90-4T-4-F-300 IE3 2,462.60 55069041 TST/CL-125-6T/6-10-F-300 IE3 8,056.20
55067002 TST/CL-90-4/8T-4-F-300 2,636.95 55069042 TST/CL-125-6/12T/6-10-F-300 10,297.05
55067003 TST/CL-90-4T-5.5-F-300 IE3 2,72010 55069049 TST/CL-125-6T/6-15-F-300 IE3 8,374.15
55067004 TST/CL-90-4/8T-5.5-F-300 2,979.85 55069050 TST/CL-125-6/12T/6-15-F-300 12,084.20
55067005 TST/CL-90-4T-7.5-F-300 IE3 3,043.70 55069051 TST/CL-125-6T/6-20-F-300 IE3 9,379.65 _a
55067006 TST/CL-90-4/8T-7.5-F-300 3,508.60 55069052 TST/CL-125-6/12T/6-24-F-300 17,597.70 0 =0,
55067007 TST/CL-90-4T-10-F-300 IE3 3,403.85 55069053 TST/CL-125-6T/9-10-F-300 IE3 7,571.55 - 2 -
55067008 TST/CL-90-4/8T-10-F-300 402585 55069054 TST/CL-125-6/12T/9-10-F-300 9,858.20 o JETTST
55067009 TST/CL-90-6T-2-F-300 IE3 2,523.45 55069055 TST/CL-125-6T/9-15-F-300 IE3 8,510.65
55067010 TST/CL-90-6/12T-2-F-300 2,783.90 55069056 TST/CL-125-6/12T/9-15-F-300 11,877.50
55067011 TST/CL-90-6T-3-F-300 IE3 2,520.70 55069057 TST/CL-125-6T/9-20-F-300 IE3 9,819.25
55067012 TST/CL-90-6/12T-3-F-300 2,998.20 55069058 TST/CL-125-6/12T/9-24-F-300 15,899.15 400 °C/2h and 300 °C/2h long range
55067013 TST/CL-90-6T-4-F-300 IE3 2,970.40 55069059 TST/CL-125-6T/9-25-F-300 IE3 11,60560  unidirectional or reversible jet fans
55067014 TST/CL-90-6/12T-4-F-300 3,831.65 55069060 TST/CL-125-6T/9-30-F-300 IE3 11,733.25
55067015 TST/CL-90-8T-1-F-300 2,412.75 55069061 TST/CL-125-6T/12-10-F-300 IE3 801055 Fan:
55067016 TST/GL-90-8T-2-F-300 205245 55069062 TST/CL-125-6T/12-15-F-300 IE3 8,943.85 *Unidirectional or reversible fan assembly
55067017 TST/GL-90-8T-3-F-300 3,349.80 55069063 TST/CL-125-6T/12-20-F-300 IE3 10,191.80 consisting of fan, silencers, deflectors and
55068000 TST/CL-100-4T-7.5-F-300 IE3 4,004.90 55069064 TST/CL-125-6T/12-25-F-300 IE3 13,032.20 :zgg%’it:éig’gﬁvfg 12’;_?10@ evacuation,
55068001 TST/CL-100-4/8T-7.5-F-300 3,779.25 55069065 TST/CL-125-6T/12-30-F-300 IE3 13,159.85 -Adjustable cast aluminum impeller designed
55068002 TST/CL-100-4T-10-F-300 IE3 432715 55069066 TST/CL-125-6T/12-40-F-300 IE3 17,314.85 to obtain high thrusts.
55068003 TST/CL-100-4/8T-10-F-300 4,257.55 +Protection grid against contacts according
55068004 TST/CL-100-4T-15-F-300 IE3 5,387.05 to the UNE-EN ISO 12499 standard in
55068005 TST/CL-100-4/8T-15-F-300 6,178.35 unidirectional models.
55068006 TST/CL-100-4T-20-F-300 IE3 6,668.20 -Qeﬂector for.increased air reach., on the putlet
55068007 TST/CL-100-4/8T-20-F-300 6,688.80 side. Reversible models are equipped with
deflectors on both sides.

55068008 TST/CL-100-4T/9-15-F-300 IE3 5,536.20 ""‘ _‘, +High attenuation silencers with thermal and
55068009 TST/CL-100-4T/9-20-F-300 IE3 6,367.60 =5 acoustic insulation.
55068010 TST/CL-100-4T/9-25-F-300 IE3 7,233.95 — cIS *Safety switch built-in to the fan.
55068011 TST/CL-100-4T/9-30-F-300 IE3 7,948.40 +Airflow direction from motor to impeller or
55068012 TST/CL-100-6T-3-F-300 IE3 3,284.10 100% reversible.
55068013 TST/GL-100-6/12T-3-F-300 3,079.10 *Galvanized steel casing
55068014  TST/CL-100-6T-4-F-300 IE3 4,068.85 Long-range 300 °C/2h and 400 °C/2h Motor:
55068015 TST/CL-100-6/12T-4-F-300 4,120.45 C_entrifugal iqduction jet f?fns for use in fire -Class H motors for continuous use S1 and
55068016 TST/CL-100-6T-5.5-F-300 IE3 390840 risk zones with a low profile emergency use S2. With ball bearings, IP55
55068017 TST/CL-100-6T/9-5.5-F-300 IE3 4,332.25 protection and 2 speeds.
55068018 TST/CL-100-6T/9-7.5-F-300 IE3 4,257.65 Fan: *Three-phase 400V 50 Hz DHALANDER.
55068019 TST/CL-100-6T/9-10-F-300 IE3 5,069.80 -Galvanized steel sheet casing. *Maximum temperature of air to be carried:
55069001 TST/CL-125-4T/6-20-F-300 IE3 7,664.80 *backward curved robust impeller made of $1 continuous operation -20 °C +40 °C,
55069002 TST/CL-125-4/8T/6-20-F-300 8,798.20 galvanised sheet steel. e $2 operation 300 °C/2h, 400 °C/2h.

*SW400 series safety switch built into the fan.
55069007 TST/CL-125-4T/6-25-F-300 IE3 8,464.50 -Fixing feet included. Finishing:
55069008 TST/CL-125-4/8T/6-27-F-300 12,508.20 -Anticorrosive in galvanized steel sheet.
55069009 TST/CL-125-4T/6-30-F-300 IE3 9,241.35  Motor:
55069010 TST/CL-125-4/8T/6-37-F-300 15,633.65 +Class H motors for S1 continuous operation On request:
55069011 TST/CL-125-4T/6-40-F-300 13 12,614.20 and S2 emergency use. With ball bearings, *Thrust performance other than those
55069022 TST/GL-125-4T/6-50-F-300 IE3 14,946.30 Lng;thCt'on and 1 or 2 speeds, depending indicated.
55069023 TST/CL-125-4T/6-60-F-300 IE3 17,172.10




Qsisteven

Smoke Extract Fans

JET TST

coD MOD RRP €
52023001 JET TST-UNI-29-2/4T-F-400 2,892.65
52023002 JET TST-UNI-35-2/4T-F-400 3,007.75
52023003 JET TST-UNI-38-2/4T-1.5-F-400 2,965.75 | C ADTMT
52023004 JET TST-UNI-40-2/4T-1.5-F-400 3,071.70
52023005 JET TST-UNI-45-2/4T-2-F-400 3,374.50
52023006 JET TST-UNI-45-2/4T-3-F-400 3,565.50
52023007 JET TST-UNI-50-2/4T-6-F-400 450030  Extraction units and centrifugal double Extraction units and centrifugal double
52021001 JET TST-S-UNI-29-2/4T-F-400 266580  suction fans with direct motor, to work suction fans with direct motor, to work
52021002 JET TST-S-UNI-35-2/4T-F-400 2,784.20 immersed in fire risk areas 400 °C/2h and immersed in fire risk areas 400 °C/2h and
300 °C/2h, with the possibility of single-phase 300 °C/2h, with the possibility of single-phase
52021003 JET TST-S-UNI-38-2/4T-1.5-F-400 286505 | ior motor
52021004 JET TST-S-UNI-40-2/4T-1.5-F-400 2,957.55
52021005 JET TST-S-UNI-45-2/4T-2-F-400 3,245.40
Fan: Fan:
52021006 JET TST-S-UNI-45-2/4T-3-F-400 3,430.20 *Galvanized steel sheet casing. *Galvanized steel sheet casing.
52021007 JET TST-S-UNI-50-2/4T-6-F-400 4170.35 +Forward curved impeller in galvanized sheet *Forward curved impeller in galvanized sheet
52024001 JET TST-REV-29-2/4T-F-400 2,925.55 steel. steel.
52024002 JET TST-REV-35-2/4T-F-400 3,030.70 External terminal box. External terminal box.
52024003 JET TST-REV-38-2/4T-2-F-400 3,063.20 +Anti-vibration shock absorbers (CADTMT). +Anti-vibration shock absorbers (CADTMT).
52024004 JET TST-REV-40-2/4T-2-F-400 3,164.80 «Approved in accordance with standard «Approved in accordance with standard
52024005 JET TST-REV-45-2/4T-2-F-400 3,416.60 EN 12101-3. EN 12101-3.
52024006 JET TST-REV-45-2/4T-3-F-400 3,609.65  Motor: Motor:
52024007 JET TST-REV-50-2/4T-6-F-400 485215 +Class H motors for S1 continuous operation +Class H motors for S1 continuous operation
52022001 JET TST-S-REV-29-2/4T-F-400 2,702.05 and S2 emergency use. With ball bearings, and S2 emergency use. With ball bearings,
52022002 JET TST-S-REV-35-2/4T-F-400 2,807.25 IP55 protection and 1 or 2 speeds, depending IP55 protection and 1 or 2 speeds, depending
52022003 JET TST-S-REV-38-2/4T-2-F-400 2,962.45 on model. on model.
52022004 JET TST-S-REV-40-2/4T-2-F-400 3,050.70 +Single-phase 230V 50 Hz and three-phase +Single-phase 230V 50 Hz and three-phase
52022005 JET TST.S-REV-45-2/4T-2-F 400 3.267.50 230/400V 50 Hz (up to 3 kW) and 400/690V 230/400V 50 Hz (up to 3 kW) and 400/690V
50 Hz (powers greater than 3 kW). 50 Hz (powers greater than 3 kW).
52022006 JET TST-S-REV-45-2/4T-3-F-400 3,474.30 *Maximum temperature of air to be carried: *Maximum temperature of air to be carried:
52022007 JET TST-S-REV-50-2/4T-6-F-400 4:219.85 S1 continuous operation -20 °C +60 °C, S1 continuous operation -20 °C +60 °C,
52033001 JET TST-UNI-29-2/4T-F-300 2,222.10 S2 operation 300 °C/2h, 400 °C/2h. S2 operation 300 °C/2h, 400 °C/2h.
52033002 JET TST-UNI-35-2/4T-F-300 2,416.05
52033003 JET TST-UNI-38-2/4T-1.5-F-300 246195  Finishing: Finishing:
52033004 JET TST-UNI-40-2/4T-1.5-F-300 2,567.85 +Anticorrosive in galvanized steel sheet. +Anticorrosive in galvanized steel sheet.
52033005 JET TST-UNI-45-2/4T-2-F-300 2,959.25
On request: On request:
52033006 JET TST-UNI-45-2/4T-3-F-300 2,891.95 +Fans with circular outlet. +Fans with circular outlet.
52083007 JET TST-UNI-50-2/4T-6-F-300 3,985.00 *Fans with vertical outlet. *Fans with vertical outlet.
52031001 JET TST-S-UNI-29-2/4T-F-300 2,123.20
52031003 JET TST-S-UNI-38-2/4T-1.5-F-300 2,361.25 COD MOD RRP € cob MOD RRP €
52031004 JET TST-S-UNI-40-2/4T-1.5-F-300 2,453.85 53001101 DTMT-9/9-4T-F-400 1,459.45 53031001 CADTMT-9/9-4T-F-400 2,014.85
52031005 JET TST-S-UNI-45-2/4T-2-F-300 2,830.15 53001103 DTMT-9/9-4M-F-400 1,453.65 53031003 CADTMT-9/9-4M-F-400 2,033.60
52031006 JET TST-S-UNI-45-2/4T-3-F-300 2,862.85 53001201 DTMT-10/10-4T-F-400 1,494.15 53031006 CADTMT-10/10-4T-F-400 2,132.15
52031007 JET TST-S-UNI-50-2/4T-6-F-300 3,679.00 53001203 DTMT-10/10-4M-F-400 1,522.20 53031007 CADTMT-10/10-4M-F-400 2,150.40
52034001 JET TST-REV-29-2/4T-F-300 2,254.95 53001301 DTMT-12/12-6T-1-F-400 1,741.20 53031011 CADTMT-12/12-6T-1-F-400 2,448.05
52034002 JET TST-REV-35-2/4T-F-300 244230 53001304 DTMT-12/12-6M-1-F-400 1,775.20 53031012 CADTMT-12/12-6M-1-F-400 2,535.00
52034003 JET TST-REV-38-2/4T-2-F-300 2,647.95 53001305 DTMT-12/12-6T-1.5-F-400 1,853.10 53031014 CADTMT-12/12-6T-1.5-F-400 2,601.70
52034004 JET TST-REV-40-2/4T-2-F-300 274955 53001306 DTMT-12/12-6M-1.5-F-400 1,885.85 53031015 CADTMT-12/12-6M-1.5-F-400 2,662.25
52034005 JET TST-REV-45-2/4T-2-F-300 3,001.30 53001403 DTMT-15/15-6T-F-400 2,429.25 53031017 CADTMT-15/15-6T-F-400 3,351.45
52034006 JET TST-REV-45-2/4T-3-F-300 3,034.00 53001502 DTMT-18/18-6T-F-400 3,484.55 53031019 CADTMT-18/18-6T-F-400 4,836.50
52034007 JET TST-REV-50-2/4T-6-F-300 4,036.85 53021101 DTMT-9/9-4T-F-300 1,371.40 53041001 CADTMT-9/9-4T-F-300 1,789.95
52032001 JET TST-S-REV-29-2/4T-F-300 2,157.60 53021103 DTMT-9/9-4M-F-300 1,425.85 53041003 CADTMT-9/9-4M-F-300 1,784.70
52032002 JET TST-S-REV-35-2/4T-F-300 220535 53021201 DTMT-10/10-4T-F-300 1,399.45 53041006 CADTMT-10/10-4T-F-300 1,870.65
52032003 JET TST-S-REV-38-2/4T-2-F-300 2,547.20 53021203 DTMT-10/10-4M-F-300 1,453.95 53041007 CADTMT-10/10-4M-F-300 1,865.30
52032004 JET TST-S-REV-40-2/4T-2-F-300 263535 53021301 DTMT-12/12-6T-1-F-300 1,700.85 53041011 CADTMT-12/12-6T-1-F-300 2,185.45
52032005 JET TST-S-REV-45-2/4T-2-F-300 2,872.25 53021302 DTMT-12/12-6M-1-F-300 1,734.85 53041012 CADTMT-12/12-6M-1-F-300 2,254.40
52032006 JET TST-S-REV-45-2/4T-3-F-300 2,004.90 53021303 DTMT-12/12-6T-1.5-F-300 1,801.55 53041014 CADTMT-12/12-6T-1.5-F-300 2,325.75
52032007 JET TST-S-REV-50-2/4T-6-F-300 3,728.40 53021304 DTMT-12/12-6M-1.5-F-300 1,630.05 53041015 CADTMT-12/12-6M-1.5-F-300 2,382.65
53021401 DTMT-15/15-6T-F-300 2,52825 53041017 CADTMT-15/15-6T-F-300 3,045.80
53021501 DTMT-18/18-6T-F-300 3,493.70 53041019 CADTMT-18/18-6T-F-300 4,298.90




Price list | Ventilation Systems

Smoke Extract Fans

SUVT-C

SUVT-C

3 cob MoD RRP€  COD MOD RRP €
. = 50030302 SUVT-C-12/12-0.75-2V-F-400 2,31530 50030901 SUVT-C-30/28-3-2V-F-400 6,551.90
5 50010305 SUVT-C-12/12-1-F-400 IE3 2,172.35 50010902 SUVT-C-30/28-4-F-400 IE3 6,166.90
’ SUVT_C 50030303 SUVT-C-12/12-1-2V-F-400 2,41425 50030902 SUVT-C-30/28-4-2V-F-400 6,602.95
50010306 SUVT-C-12/12-1.5-F-400 IE3 2,202.45 50010903 SUVT-C-30/28-5.5-F-400 IE3 6,339.10
50030304 SUVT-C-12/12-1.5-2V-F-400 2,436.35 50030903 SUVT-C-30/28-5.5-2V-F-400 6,798.80
50010307 SUVT-C-12/12-2-F-400 IE3 2,249.85 50010904 SUVT-C-30/28-7.5-F-400 IE3 6,597.50
Extraction units 400 °C/2h, with motor and 50010308 SUVT-C-12/12-3-F-400 IE3 2,344.60 50030904 SUVT-C-30/28-7.5-2V-F-400 7,091.90
transmission inside the box to work outside 50010309 SUVT-C-12/12-4-F-400 IE3 2,452.20 50010905 SUVT-C-30/28-10-F-400 IE3 7,028.00
in the fire zone 50010404 SUVT-C-15/15-0.75-F-400 2,225.05 50030905 SUVT-C-30/28-10-2V-F-400 7,425.50
50030401 SUVT-C-15/15-0.75-2V-F-400 2,449.25 50010906 SUVT-C-30/28-15-F-400 IE3 7,673.90
Fan: ) 50010405 SUVT-C-15/15-1-F-400 IE3 2,318.80 50030906 SUVT-C-30/28-15-2V-F-400 8,591.90
"Galvanised sheeF steel structure. 50010406 SUVT-C-15/15-1.5-F-400 IE3 2,344.60 50010907 SUVT-C-30/28-20-F-400 IE3 8,208.20
*Forward curved impeller in galvanized sheet
steel. 50010407 SUVT-C-15/15-2-F-400 IE3 2,366.15 50030907 SUVT-C-30/28-20-2V-F-400 8,843.60
-Approved in accordance with standard 50010408 SUVT-C-15/15-3-F-400 IE3 2,452.20 50010908 SUVT-C-30/28-25-F-400 IE3 9,632.85
EN 12101-3. 50010409 SUVT-C-15/15-4-F-400 IE3 2,473.70 50030908 SUVT-C-30/28-25-2V-F-400 10,411.05
+Linear airflow direction. 50010410 SUVT-C-15/15-5.5-F-400 |E3 2,667.50
50010501 SUVT-C-18/18-1-F-400 IE3 2,555.50
M-o I\t/log;ors with IE3 efficiency for powers equal to ool SUVT-C-18/18-1-21F-400 279240
or greater than 0.75KW, eyxceth) single—pciwase, 50010502 SUVT-C-18/18-1.5-F-400 IE3 2,581.40
2-speed and 8-pole. 50030502 SUVT-C-18/18-1.5-2V-F-400 2,774.60 —
«Class F motors with ball bearings, IP55 50010503 SUVT-C-18/18-2-F-400 IE3 2,602.95 =
protection and with 1 or 2 speeds, depending 50030503 SUVT-C-18/18-2-2V-F-400 2,780.90 §
on model. 50010504 SUVT-C-18/18-3-F-400 IE3 2,667.50 A ' SUST
*Three-phase 230/400 V 50 Hz (up to 4 kW) 50030504 SUVT-C-18/18-3-2V-F-400 3,005.55 —
inkd 400/690 V 50 Hz (powers greater than 50010505 SUVT-C-18/18-4-F-400 IE3 2,732.10
-Ma\>/<\i/)mum temperature of air to be carried: 50030505 SUVT-C-18/18-4-2V-F-400 8,258.10
S1 continuous operation -20 °C +120 °C. 50010506 SUVT-C-18/18-5.5-F-400 IE3 2,882.80 400 °C/2h belt-driven single inlet extractor
S2 operation, 300 °C/2h and 400 °C/2h. 50030506 SUVT-C-18/18-5.5-2V-F-400 3,575.75 fan units
50010507 SUVT-C-18/18-7.5-F-400 IE3 3,008.05
Finishing: 50030507 SUVT-C-18/18-7.5-2V-F-400 381285 400 °C/2h extractor fan units, with motor
+Anticorrosive in galvanized steel sheet. 50010508 SUVT-C-18/18-10-F-400 IE3 380455 mounted outside the airstream, for outdoor
] 50010601 SUVT-C-20/20-2-F-400 IE3 420050  operation in fire risk zones.
on;:r?:aﬁ:h vertical outlet. 50010602 SUVT-C-20/20-3-F-400 IE3 430725
50010603 SUVT-C-20/20-4-F-400 IE3 4,371.80 .Galvanised sheet steel structure.
50010804 SUVT-C-20/20-5.5-F-400 IE3 4,565.60 +Forward curved impeller in galvanized sheet
cob MOD RRP€ 50010605 SUVT-C-20/20-7.5-F-400 IE3 4,910.05 steel.
50010004 SUVT-C-7/7-0.75-F-400 1,596.85 50010606 SUVT-C-20/20-10-F-400 IE3 5,211.45 *Approved in accordance with standard
50030003 SUVT-C-7/7-0.75-2V-F-400 1,820.95 50010701 SUVT-C-22/22-2-F-400 IE3 4,544.05 EN 12101-3.
50010005 SUVT-C-7/7-1-F-400 IE3 1,668.50 50030701 SUVT-C-22/22-2-2V-F-400 4,722.10 .
50030004 SUVT-C-7/7-1-2V-F-400 191040 50010702 SUVF-C-22/22-5-F-400 IES 4,608.65 M-O If/?giors with IE3 efficiency for powers equal to
50030101 SUVT-C-9/9-0.33-2V-F-400 181315 50030702 SUVT-C-22/22-3-2V-F-400 5,036.70 or greater than 0.75kW, except single-phase,
50010103 SUVT-C-9/9-0.5-F-400 1,586.60 50010703 SUVT-C-22/22-4-F-400 IE3 4,694.75 2—speed and 8—po|e.
50030102 SUVT-C-9/9-0.5-2V-F-400 1,826.05 50010704 SUVT-C-22/22-5.5-F-400 IE3 4,875.60 +Class F motors with ball bearings, IP55
50010104 SUVT-C-9/9-0.75-F-400 1,623.45 50010705 SUVT-C-22/22-7.5-F-400 IE3 5,181.30 protection.
50010105 SUVT-C-9/9-1-F-400 IE3 170435 50010706 SUVT-C-22/22-10-F-400 IE3 5,500.30 *Three-phase 230/400 V 50 Hz (up to 4 kW)
50010106 SUVT-C-9/9-1 5-F-400 IE3 171855 50010707 SUVT-C-22/22-15-F-400 IE3 6,266.25 ZTV\?)OO/ 690 V 50 Hz (powers greater than
50010107 SUVT-C-9/9-2-F-400 IE3 1,757.60 50010708 SUVI-C-22/22-20°F-400 IE3 689060 -Maximum temperature of air to be carried:
50010202 SUVT-C-10/10-0.33-F-400 1,600.80 50010801 SUVT-C-25/25-3-F-400 IE3 5,564.15 S1 continuous operation -20 °C +120 °C.
50030201 SUVT-C-10/10-0.33-2V-F-400 1,831.80 50030801 SUVT-C-25/25-3-2V-F-400 5,992.20 S2 operation, 300 °C/2h and 400 °C/2h.
50010203 SUVT-C-10/10-0.5-F-400 1,605.25 50010802 SUVT-C-25/25-4-F-400 IE3 5,680.45
50030202 SUVT-C-10/10-0.5-2V-F-400 1,757.10 50030802 SUVT-C-25/25-4-2V-F-400 6,206.40 Finishing:
50010204 SUVT-C-10/10-0.75-F-400 1,630.00 50010803 SUVT-C-25/25-5.5-F-400 IE3 5,800.90 +Anticorrosive in galvanized steel sheet.
50030203 SUVT-C-10/10-0.75-2V-F-400 1,822.60 50030803 SUVT-C-25/25-5.5-2V-F-400 6,260.55 .
50010205 SUVT-C-10/10-1-F-400 IE3 1,683.35 50010804 SUVT-C-25/25-7.5-F-400 |IE3 5,973.20 O?gaer?:aslth 2 speed motor.
50030204 SUVT-C-10/10-1-2V-F-400 1,925.30 50030804 SUVT-C-25/25-7.5-2V-F-400 6,410.50 +Fans with vertical outlet.
50010206 SUVT-C-10/10-1.5-F-400 IE3 1,713.30 50010805 SUVT-C-25/25-10-F-400 IE3 6,360.65
50010207 SUVT-C-10/10-2-F-400 IE3 1,840.15 50030805 SUVT-C-25/25-10-2V-F-400 6,891.35 SUST
50010208 SUVT-C-10/10-3-F-400 IE3 1,947.80 50010806 SUVT-C-25/25-15-F-400 IE3 7,028.00 cOoD MOD RRP €
50010303 SUVT-C-12/12-0.5-F-400 1,994.80 50030806 SUVT-C-25/25-15-2V-F-400 7,473.10 50500301 SUST-12/6-0.75-F-400 1,770.70
50030301 SUVT-C-12/12-0.5-2V-F-400 2,234.25 50010807 SUVT-C-25/25-20-F-400 IE3 7,652.30 50500302 SUST-12/6-1-F-400 IE3 1,840.65
50010304 SUVT-C-12/12-0.75-F-400 2,091.10 50010901 SUVT-C-30/28-3-F-400 IE3 6,123.90 50500303 SUST-12/6-1.5-F-400 IE3 1,948.05




Qsisteven

Smoke Extract Fans

[
+Class F motors with ball bearings, IP55 TSK
cop MOD RRP € protection. cop MoD RRP €
50500304 SUST-12/6-2-F-400 IE3 2,012.40 *Three-phase 230/400 V 50 Hz (up to 4 kW) 54001101 TSK-280-4T-F-400 684.95
50500305 SUST-12/6-3-F-400 IE3 2,089.40 jnkdv\;l)OO/ 690 V 50 Hz (powers greater than 54001102 TSK-280-4M-F-400 734.25
50500401 SUST-15/7-1-F-400 IE3 2,006.45 -Maximum temperature of air to be carried: 54001201 TSK-315-4T-F-400 700.00
50500402 SUST-15/7-1.5-F-400 IE3 2,113.90 STR and STT: -20 °C +85 °C. 54001202 TSK-315-4M-F-400 749.35
50500403 SUST-15/7-2-F-400 IE3 2,178.35 54001203 TSK-315-6T-F-400 735.80
50500404 SUST-15/7-3-F-400 IE3 2,255.40 Finishing: 54001204 TSK-315-6M-F-400 789.75
50500405 SUST-15/7-4-F-400 IE3 2,425.35 *Anticorrosive in galvanized steel sheet. 54001301 TSK-355-4T-F-400 797.65
50500501 SUST-18/9-1.5-F-400 IE3 2,332.25 54001302 TSK-355-4M-F-400 846.95
50500502 SUST-18/9-2-F-400 IE3 2,396.75 On request: " 54001303 TSK-355-6T-F-400 833.40
+Different outlet positions.
50500503 SUST-18/9-3-F-400 IE3 2,473.60 -Special windings for different voltages. 54001304 TSK-355-6M-F-400 887.35
50500504 SUST-18/9-4-F-400 IE3 2,643.85 -With two speed motors. 54001401 TSK-400-4T-F-400 909.30
50500505 SUST-18/9-5.5-F-400 IE3 3,245.90 54001402 TSK-400-4M-F-400 985.75
50500601 SUST-20/10-2-F-400 IE3 3,705.40 54001403 TSK-400-6T-F-400 915.80
50500602 SUST-20/10-3-F-400 IE3 3,782.30 COD MOD RRP€ 54001404 TSK-400-6M-F-400 1,010.65
50500603 SUST-20/10-4-F-400 IE3 3,952.30 72041000 STR-12/6-F-400 35295 54001501 TSK-450-4T-F-400 IE3 1,157.50
50500604 SUST-20/10-5.5-F-400 IE3 4,554.40 72041001 STR-15/7-F-400 40845 54001502 TSK-450-4M-F-400 1,186.45
50500605 SUST-20/10-7.5-F-400 IE3 4,892.00 72041002 STR-18/9-F-400 449.75 54001503 TSK-450-6T-F-400 1,061.85
50500701 SUST-22/11-3-F-400 IE3 4,077.10 72041003 STR-20/10-F-400 968.00 54001504 TSK-450-6M-F-400 1,156.70
50500702 SUST-22/11-4-F-400 IE3 4,246.95 72041004 STR-22/11-F-400 1,01325 54001601 TSK-500-4T-F-400 IE3 1,271.05
50500703 SUST-22/11-5.5-F-400 IE3 4,849.20 72041005 STR-25/13-F-400 1,145.50 54001602 TSK-500-6T-F-400 1,272.75
50500704 SUST-22/11-7.5-F-400 IE3 516055 72041006 STR-30/14-F-400 1,38355 54001603 TSK-500-6M-F-400 1,274.80
50500705 SUST-22/11-10-F-400 IE3 5,810.65 54001701 TSK-630-6T-F-400 IE3 1,685.95
50500706 SUST-22/11-15-F-400 IE3 6,359.50 54001702 TSK-630-8T-F-400 1,686.40
50500707 SUST-22/11-20-F-400 IE3 5,994.05 54001801 TSK-710-6T-F-400 IE3 2,312.60
50500708 SUST-22/11-25-F-400 IE3 6,183.40 54001802 TSK-710-8T-F-400 2,345.75
50500802 SUST-25/13-4-F-400 IE3 4,534.10 54001901 TSK-800-6T-F-400 IE3 2,880.70
50500803 SUST-25/13-5.5-F-400 IE3 5,136.10 54001902 TSK-800-8T-F-400 2,891.45
50500804 SUST-25/13-7.5-F-400 IE3 5,456.50
50500805 SUST-25/13-10-F-400 IE3 6,097.55 TSK
50500806 SUST-25/13-15-F-400 IE3 6,646.55
50500807 SUST-25/13-20-F-400 IE3 8,302.40
50500808 SUST-25/13-25-F-400 IE3 8,491.70 P
50500901 SUST-30/14-5.5-F-400 IE3 5809.45  Centrifugal roof fans 400 °C/2h, with ]
50500902 SUST-30/14-7.5-F-400 IE3 6,130.35 horizontal air outlet, aluminum hood w

50500903 SUST-30/14-10-F-400 IE3
50500904 SUST-30/14-15-F-400 IE3
50500905 SUST-30/14-20-F-400 IE3
50500906 SUST-30/14-25-F-400 IE3

TSKV

—
7,126.70 "_
731925  Fan: h | a8
8,975.90 *Support base in galvanized steel sheet. ' :
0.165.25 *Backward curved impeller made of galvanised
’ sheet steel.
+Bird protection grid.
*Aluminum rain cover.
«Approved in accordance with standard

EN 12101-3. Fan:
*Support base in galvanized steel sheet.
*Backward curved impeller made of galvanised
sheet steel.
+Bird protection grid.
*Aluminum rain cover.
*Approved in accordance with standard

400 °C/2h centrifugal roof fans with vertical
outlet air, hood in aluminium

Motor:

*Motors with IE3 efficiency for powers equal to
or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Class F motors with ball bearings, IP55

STR F-400

protection. EN 12101-3.
+Single-phase 230V 50 Hz and three-phase
230/400V 50 Hz. Motor:

Belt driven centrifugal fans with single

inlet, with shaft output and forward curved *Motors with IE3 efficiency for powers equal to

*Maximum temperature of air to be carried:

impeller, approved F-400/2h -25°C +120 °C. or greater than 0.75kW, except single-phase,
2-speed and 8-pole.
Finishing: +Class F motors with ball bearings, IP55

Fan:
*Galvanized steel sheet casing.
*Forward curved impeller in galvanized sheet
steel.

Motor:

*Motors with IE3 efficiency for powers equal to

or greater than 0.75kW, except single-phase,
2-speed and 8-pole.

+Anticorrosive in galvanized steel sheet and
aluminum.

On request:
*Special windings for different voltages.
+ATEX certified Category 3.

protection.
+Single-phase 230V 50 Hz and three-phase
230/400V 50 Hz.
*Maximum temperature of air to be carried:
-25°C +120 °C.

Finishing:
+*Anticorrosive in galvanized steel sheet and
aluminum.
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Smoke Extract Fans

On request:
*Special windings for different voltages.
+ATEX certified Category 3.

TSKV

cobD MOD RRP €
54011101  TSKV-280-4T-F-400 757.00
54011102 TSKV-280-4M-F-400 806.35
54011201 TSKV-315-4T-F-400 775.00
54011202 TSKV-315-4M-F-400 824.35
54011203 TSKV-315-6T-F-400 810.90
54011204 TSKV-315-6M-F-400 864.75
54011301 TSKV-355-4T-F-400 878.20
54011302 TSKV-355-4M-F-400 927.50
54011303 TSKV-355-6T-F-400 914.00
54011304 TSKV-355-6M-F-400 967.85
54011401  TSKV-400-4T-F-400 996.45
54011402 TSKV-400-4M-F-400 1,072.95
54011403 TSKV-400-6T-F-400 1,002.90
54011404 TSKV-400-6M-F-400 1,097.80
54011501 TSKV-450-4T-F-400 IE3 1,252.65
54011502 TSKV-450-4M-F-400 1,281.65
54011503 TSKV-450-6T-F-400 1,157.00
54011504 TSKV-450-6M-F-400 1,251.90
54011601 TSKV-500-4T-F-400 IE3 1,378.15
54011602 TSKV-500-6T-F-400 1,395.05
54011603 TSKV-500-6M-F-400 1,397.65
54011701 TSKV-630-6T-F-400 IE3 1,841.50
54011702 TSKV-630-8T-F-400 1,857.75
54011801 TSKV-710-6T-F-400 IE3 2,499.05
54011802 TSKV-710-8T-F-400 2,507.30
54011901 TSKV-800-6T-F-400 IE3 3,067.30

54011902 TSKV-800-8T-F-400 3,086.30
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Accessories

PLS

Overpressure shutter made of plastic
material

PLS
coD MOD RRP €
60041001 PLS-20 74.45
60041002 PLS-25 771.75
60041004 PLS-31 81.90
60041005 PLS-35 83.05
60041006 PLS-40 86.75
60041007 PLS-45 86.85
60041008 PLS-50 90.50
60041009 PLS-56 231.35
60041010 PLS-63 244.70
60041011 PLS-71 249.15
60041012 PLS-80 488.75
60041013  PLS-90 562.20
60041014 PLS-100 712.50

R/TST

coD MOD RRP €
63002115  R/TST-90 151.25
63002116  R/TST-90-1 154.55
63002117  R/TST-90-2 155.25
63002118 R/TST-90-3 153.40
63002119  R/TST-100 188.45
63002120 R/TST-100-1 184.95
63002121  R/TST-100-2 185.55
63002122 R/TST-125 495.65
63002123 R/TST-125-1 790.75
63002124 R/TST-125-2 817.70
63002125 R/TST-125-3 622.50
63002126 R/TST-125-4 890.35

RP

Protection guard for inlet or outlet of long
cased axial fans

Characteristics:
+Protects against contact with the impeller and
prevents objects from entering in accordance
with standard UNE-EN ISO 12499.
*Manufactured with electrowelded wire.

cop MOD RRP €

63002001 RP-25 48.60

. . . 63002002 RP-31/B 49.50

Protection guard for inlet of axial fans 63002003 RP-31 50.75

63002004 RP-35 51.55

Cr-];:zitagftaiczmst contact with the impeller and 63002005 RP-49 67.50

prevents o%jects from entering in acgordance 63002006 RP-45 69.70

with standard UNE-EN 1SO 12499. 63002007 RP-50 76.15

*Manufactured with electrowelded wire. 63002008 RP-56 76.65

63002009 RP-63 89.50

63002010 _RP-71 o7.85

cop MOD RRP € 63002011 RP-80 106.70

63002101 R/TST-40 70.70 63002012 RP-90 131.50

63002102 R/TST-45 74.85 63002013 RP-100 154.45

63002103 R/TST-50 79.55 63002014 RP-125 281.00
63002104 R/TST-56 89.05
63002105 R/TST-56-1 85.05
63002106 R/TST-63 93.60
63002107 R/TST-63-1 100.45
63002108 R/TST-63-2 100.75
63002109 R/TST-63-3 195.60
63002110 R/TST-71 119.65
63002111 R/TST-71-1 109.35
63002112  R/TST-80 127.15
63002113  R/TST-80-1 125.85
63002114  R/TST-80-2 136.90

\ BAH

Coupling flange for axial fans

Fan:
«Adapted to inlet and outlet.
+Facilitates installation on duct.

coD MOD RRP €
60021101 BAH-250 63.40
60021102 BAH-280 74.35
60021103 BAH-315 63.85
60021104 BAH-355 67.80
60021105 BAH-400 73.50
60021106 BAH-450 80.35
60021107 BAH-500 93.25
60021108 BAH-560 92.50
60021109 BAH-630 99.35
60021110 BAH-710 108.30
60021111 BAH-800 120.95
60021112 BAH-900 146.70
60021113  BAH-1000 155.85
60021114 BAH-1250 221.60

PST

Set of support feet for tubular fans

Characteristics:
*When attached to the flange, it facilitates
anchoring on flat surfaces.

PST
cobD MOD RRP €
60041201 PST-25/31 43.95
60041202 PST-35/40 45.10
60041203 PST-45/50 63.25
60041204 PST-56/63 70.05
60041205 PST-71 80.80
60041207 PST-80 87.80
60041208 PST-90 94.30
60041209 PST-100 108.45
60041210 PST-125 203.50
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Accessories
vss
cob MoD RRP €
e af-A 60071006 VSS-18/18 65.75
‘.-‘(/' 60071007 VSS-20/20 119.50
60071008 VSS-22/22 130.35
CPS 60071009 VSS-25/25 161.65 JFT/400
60071010 VSS-30/28 182.05
60072001 VSS-ALP-7/7 43.25
Set of support feet, for low pressure 60072002 VSS-ALP-9/9 s5.05 Elastic coupling to dampen vibrations
centrifugal fans 60072003 VSS-ALP-10/10 50.20
60072004 VSS-ALP-12/12 7045  Characteristics:
. o000 vssAios 82.40 *Itis used between the fan mouth and the duct
cob MOD RRP € 60072006 VSS-ALP-18/18 95.35 to avoid the transmission of vibrations.
60011000 CPS-7/7 7.40 60072007 VSS-ALP-20/20 173.15
60011002 CPS-9/9 905 60072008 VSS-ALP-22/22 189.00
60011003 CPS-10/10 9.30 cop MoD) RRELE
60072009 VSS-ALP-25/25 i wwrvvra———— 7865
60011004 CPS-12/12 1180 0072010 VSS-ALP-30/28 264.00
60102002 JFT/400-224 81.40
60011005 CPS-15/15 16.95 50079001 VSS CAKS/EC-220-250-310 41.15
60011006 CPS-18/18 2080 §oO79002 VSS CAKS/EC-400 70.75 60102003 _ JFT/400-250 8929
60102004 JFT/400-280 93.10
60079003 VSS CAKS/EC-500 695 05 JFT/A00.315 0750
60102006 JFT/400-355 102.90
60102007 JFT/400-400 108.50
60102008  JFT/400-450 115.10
60102009  JFT/400-500 121.30
ﬁ 60102010  JFT/400-560 128.75
% 60102011  JFT/400-630 137.50
SMS 60102012  JFT/400-710 147.70
VSSA 60102013  JFT/400-800 158.90
60102014  JFT/400-900 171.35
Belt tensioner motor support for low pressure 60102015 JFT/400-1000 184.10
centrifugal fans Inlet hood with protection guard sotoz016JFTAR0-12%0 2730
I
cob MoD RRPE oo oD RRElE
60011020 SMS-7/7 1230 50073001 VSSA-7/7 74.60
60011021 SMS-9/9 1285 o VSSA-9/9 96.55
60011022 SMS-10/10 1255 50073003 VSSA-10/10 102.05
60011023 SMS-12/12 1275 50073004 VSSA-12/12 121.45
60011025 SMS-15/15 1305 50073005 VSSA-15/15 142.10 TJS
60011026 SMS-18/18 1405 50073006 VSSA-18/18 164.40
60073007 VSSA-20/20 208.55
60073008 VSSA-22/22 32595  po ¢ cover for outdoor
60073009 VSSA-25/25 404.15
60073010 VSSA-30/28 455.10 TS
60074001 VSSA-ALP 7/7 10810 oo MOD RRP €
60074002 VSSA-ALP 9/9 18990 50081001 TJS CADTM 777 43.05
60074003 VSSA-ALP 10/10 T 0y TUS CADTV 99 5150
VSS 60074004 VSSA-ALP 12/12 17610 0081003 TJS CADTM 10/10 55.40
60074005 VSSA-ALP 15/15 20605 (0081004 TJS CADTM 12/12 58.00
ot _VSSA AP 1018 BO0  rpro0s Tus cAOTM 1515
Outlet hood with protection guard 60074008 VSSA-ALP 22/22 472:65 60084001 TJS CADTM-ALP 7/7 57.10
60084002 TJS CADTM-ALP 9/9 65.30
= gzgzjz?z Xzzzi:t: 222: ::::g 60084003 TJS CADTM-ALP 10/10 70.30
760 oD oG 60084004 TJS CADTM-ALP 12/12 84.15
50071001 VSS.7/7 29.85 60084005 TJS CADTM-ALP 15/15 115.80
50071002 VSS.9/9 38,05 60085001 TJS CADT-ALP 7/7 69.75
50071008 VSS-10/10 2085 60085002 TJS CADT-ALP 9/9 76.15
50071004 VSS-1212 4855 60085003 TJS CADT-ALP 10/10 85.00
50071005 VSS15/15 56.90 60085004 TJS CADT-ALP 12/12 100.95
60085005 TJS CADT-ALP 15/15 175.10
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Accessories
TJS
coD MOD RRP € . ﬁ
60085006 TJS CADT-ALP 18/18 195.00 ( : 4
60085007 TJS CADT-ALP 20/20 223.60
60085008 TJS CADT-ALP 22/22 251.25 TACS KIT CFI L
60085009 TJS CADT-ALP 25/25 298.00
60085010 TJS CADT-ALP 30/28 328.20
60082001 TJS CADT 7/7 66.95
60082002 TJS CADT 9/9 72.85  Circular coupling cover for inlet Filter accessory (filter not included)
60082003 TJS CADT 10/10 81.40
60082005 TJS CADT 15/15 14505  COD MoD RRP€  COD MoD RRP €
60082006 TJS CADT 18/18 168.15 60052001 TACS-7/7 47.45 60095001 KIT CFIL 7/7 39.95
60082007 TJS CADT 20/20 22670 60052002 TACS-9/9 57.25 60095002 KIT CFIL 9/9 43.30
60082008 TJS CADT 22/22 195.00 60052003 TACS-10/10 69.35 60095003 KIT CFIL 10/10 46.10
60082009 TJS CADT 25/25 23145 60052004 TACS-12/12 90.05 60095004 KIT CFIL 12/12 62.35
60082010 TJS CADT 30/28 291.05 60052005 TACS-15/15 102.65 60095005 KIT CFIL 15/15 69.20
60087201 TJS CAKS/EC-220-250-310 57.10 60052006 TACS-18/18 145.70 60095006 KIT CFIL 18/18 82.00
60087202 TJS CAKS/EC-400 84.10 60095007  KIT CFIL 20/20 227.25
60087203 TJS CAKS/EC-500 115.80 60095008  KIT CFIL 22/22 272.70
60083001 TJS SUVT-C 7/7 70.20 60095009  KIT CFIL 25/25 366.55
60083002 TJS SUVT-C 9/9 73.85 60095010  KIT CFIL 30/28 392.70
60083003 TJS SUVT-C 10/10 78.05
60083004 TJS SUVT-C 12/12 107.80 (
60083005 TJS SUVT-C 15/15 137.30
60083006 TJS SUVT-C 18/18 205.40 TICS P
60083007 TJS SUVT-C 20/20 233.20
60083008 TJS SUVT-C 22/22 250.00 %
60083009 TJS SUVT-C 25/25 340.10
60083010 TJS SUVT-C 30/28 366.20  Circular coupling cover for outlet KIT CFI L
»  ALP-ALPS
coD MOD RRP €
60053001 TICS-7/7 37.80 Rails for inclusion of filters
60053002 TICS-9/9 47.75
60053004 TICS-12/12 84.65 COD MOD RRP €
TC 60053005 TICS-15/15 9220 60095201 KIT CFIL ALP 7/7 43.95
60053006 TICS-18/18 121.30 60095202 KIT CFIL ALP 9/9 47.65
60095203  KIT CFIL ALP 10/10 50.70
60095204  KIT CFIL ALP 12/12 68.60
Blind cover for ventilation boxes 60095205  KIT CFIL ALP 15/15 76.20
60095206 KIT CFIL ALP 18/18 96.55
TC 60095207  KIT CFIL ALP 20/20 255.10
coD MOD RRP € 60095208  KIT CFIL ALP 22/22 307.15
60051001 TC-7/7 32.35 60095209  KIT CFIL ALP 25/25 377.75
60051002 TC-9/9 35.35 PADTM 60095210  KIT CFIL ALP 30/28 440.70
60051003 TC-10/10 38.40 60095501  KIT CFIL ALPS 7/7 42,65
60051004 TC-12/12 44.20 60095502  KIT CFIL ALPS 9/9 46.20
60051005 TC-15/15 52.10 60095503  KIT CFIL ALPS 10/10 49.20
60051006 TC-18/18 81.00 Protection guard for inlet 60095504  KIT CFIL ALPS 12/12 66.55
60051007 TC-20/20 100.05 60095505  KIT CFIL ALPS 15/15 73.90
60051008 TC-22/22 122,65 60095506 KIT GFIL ALPS 18/18 93.65
60051009 TC-25/25 14920  COD MOD RRP€ 60095507 KIT CFIL ALPS 20/20 247.45
60051010 TC-30/28 185,55 63001001 PADTM 7/7 28.70 60095508 KIT CFIL ALPS 22/22 297.95
63001002 PADTM 9/9 38.75 60095509 KIT CFIL ALPS 25/25 366.40
63001003 PADTM 10/10 4250 60095510  KIT CFIL ALPS 30/28 427.50
63001004 PADTM 12/12 68.45

63001005 PADTM 15/15 91.45




Price list | Ventilation Systems

Accessories

Ly KIT CFIL2

Accessory for double filtration stage (filter
not included)

KIT CFIL2
coD MOD RRP €
60095101 KIT CFIL2 7/7 125.25
60095102 KIT CFIL2 9/9 132.60
60095103 KIT CFIL2 10/10 144.80
60095104 KIT CFIL2 12/12 226.70
60095105 KIT CFIL2 15/15 260.00
60095301 KIT CFIL2 ALP 7/7 137.80
60095302 KIT CFIL2 ALP 9/9 145.95
60095303 KIT CFIL2 ALP 10/10 180.55
60095304 KIT CFIL2 ALP 12/12 263.95
60095305 KIT CFIL2 ALP 15/15 302.80

FIL

Filter

FIL-MET: Filter with metal frame.
FIL-CA: Active carbon filter.
FIL-MMET: Filter with metal mesh.

FIL
coD MOD RRP €
V0410001  FIL-MET G4 290x290x48 20.00
V0410002 FIL-MET G4 350x350x48 23.75
V0410003 FIL-MET G4 490x390x48 28.30
V0410004 FIL-MET G4 490x490x48 30.65
V0410005 FIL-MET G4 592x592x48 32.95
V0410006 FIL-MET G4 700x700x48 50.15
V0410070 FIL-MET G4 386x435x48 28.60
V0410071 FIL-MET G4 446x495x48 30.40
V0410072 FIL-MET G4 501x550x48 31.25
V0410073 FIL-MET G4 575x623x48 34.60
V0410074  FIL-MET G4 750x798x48 50.25
V0410075 FIL-MET G4 883x471x48 47.90
V0410101 FIL-MET F5 290x290x48 32.50
V0410102 FIL-MET F5 350x350x48 44.40
V0410103  FIL-MET F5 490x390x48 63.40
V0410105 FIL-MET F5 490x490x48 79.85
V0410106 FIL-MET F5 592x592x48 90.60
V0410107  FIL-MET F5 700x700x48 129.40
V0410170 FIL-MET F5 386x435x48 60.15
V0410171 FIL-MET F5 446x495x48 70.20
V0410172  FIL-MET F5 501x550x48 76.75
V0410173  FIL-MET F5 575x623x48 93.60

V0410174  FIL-MET F5 375x798x48 124.45

FIL FIL
coD MoD RRP € coD MoD RRP €
V0410175  FIL-MET F5 883x471x48 136.30 V0411010 FIL-MMET G2 386x435x48 109.90
V0410201  FIL-MET F6 290x290x48 3350 V0411011  FIL-MMET G2 350x350x48 91.85
V0410202  FIL-MET F6 350x350x48 46.95 V0411012  FIL-MMET G2 446x495x48 144.50
V0410203  FIL-MET F6 490x390x48 64.25 V0411013 FIL-MMET G2 490x490x48 144.50
V0410204  FIL-MET F6 490x490x48 81.95 V0411014 FIL-MMET G2 501x550x48 154.30
V0410205  FIL-MET F6 592x592x48 91.90 V0411015 FIL-MMET G2 575x623x48 208.90
V0410206  FIL-MET F6 700x700x48 131.70 V0411016 FIL-MMET G2 592x592x48 186.05
V0410270  FIL-MET F6 386x435x48 61.00 V0411017 FIL-MMET G2 325x798x48 154.30
V0410271  FIL-MET F6 446x495x48 71.20 V0411018 FIL-MMET G2 883x471x48 213.00
V0410272  FIL-MET F6 501x550x48 78.95 V0410741 FIL-PPS 50 H13 220x220x265 58.70
V0410273  FIL-MET F6 575x623x48 94.95
V0410274  FIL-MET F6 375x798x48 126.30
V0410275  FIL-MET F6 883x471x48 138.40
V0410301  FIL-MET F7 290x290x48 34.90
V0410302  FIL-MET F7 350x350x48 50.45
V0410303  FIL-MET F7 490x390x48 67.75
V0410304  FIL-MET F7 490x490x48 85.05
V0410305  FIL-MET F7 592x592x48 95.75 C R M
V0410306  FIL-MET F7 700x700x48 135.30
V0410370  FIL-MET F7 386x435x48 63.50
V0410371  FIL-MET F7 446x495x48 74.15
V0410372  FIL-MET F7 501x550x48 83.35  Manual regulation dampers for ventilation
V0410373  FIL-MET F7 575x623x48 99.70 boxes
V0410374  FIL-MET F7 375x798x48 129.40
V0410375  FIL-MET F7 883x471x48 143.70 _
V0410401  FIL-MET F8 290x290x48 3645 COD MoD RRP €
V0410402  FIL-MET F8 350x350x48 51.10 60041101 CRM7/7 183.75
V0410403  FIL-MET F8 490x390x48 69.65 60041102 CRM 9/9 196.35
V0410404  FIL-MET F8 490x490x48 86.55 60041103 CRM 10/10 221.05
V0410405  FIL-MET F8 592x592x48 98.55 60041104 CRM 12/12 269.10
V0410406  FIL-MET F8 700x700x48 144,05 60041105 CRM 15/15 313.30
V0410470  FIL-MET F8 386x435x48 65.35 60041106 CRM 18/18 380.25
V0410471  FIL-MET F8 446x495x48 76.30 60041107 CRM 20/20 499.60
V0410472  FIL-MET F8 501x550x48 85.80 60041108 CRM 22/22 770.65
V0410473 FIL-MET F8 575x623x48 101.55 60041109 CRM 25/25 958.50
V0410474  FIL-MET F8 375x798x48 134,85 60041110 CRM 30/28 1,150.60
V0410475  FIL-MET F8 883x471x48 147.30
V0410501  FIL-MET F9 290x290x48 37.15
V0410502  FIL-MET F9 350x350x48 52.65
V0410503  FIL-MET F9 490x390x48 73.20
V0410504  FIL-MET F9 490x490x48 88.10
V0410505  FIL-MET F9 592x592x48 100.95
V0410506  FIL-MET F9 700x700x48 147.00
V0410570  FIL-MET F9 386x435x48 66.10 CR A
V0410571  FIL-MET F9 446x495x48 78.10
V0410572  FIL-MET F9 501x550x48 87.85
V0410573  FIL-MET F9 575x623x48 105.80
V0410574  FIL-MET F9 375x798x48 138.85 Motorized regulation damper
V0410575  FIL-MET F9 883x471x48 152.50
V0410802  FIL-MET H14 350x350x78 256.90 CRA
V0410803  FIL-MET H14 490x490x150 34950 COD MOD RRP €
V0410804  FIL-MET H14 592x592x292 362.05 60041150 CRA7/7 456.35
V0410702  FIL-CA 386x435x48 59.30 60041151 CRA9/9 470.25
V0410703  FIL-CA 446x495x48 69.45 60041152 CRA 10/10 497.65
V0410704  FIL-CA 501x550x48 74.95 60041153 CRA 12/12 551.15
V0410705  FIL-CA 575x623x48 84.65 60041154 CRA15/15 600.20
V0410706  FIL-CA 750x798x48 109.40 60041155 CRA 18/18 674.65
V0410707  FIL-CA 883x471x48 69.15 60041156 CRA 20/20 1,027.40
V0410710 FIL-CA 350x350x48 50.85 60041157 CRA 22/22 1,120.00
V0410711 FIL-CA 490x490x48 65.00 60041158 CRA 25/25 1,314.80
V0410712 FIL-CA 592x592x48 78.00 60041159 CRA 30/28 1,784.40
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Accessories

Overpressure dampers for outlet ventilation
boxes

Stretch canvas to absorb vibrations

Technical characteristics:
*Dimensions 45 x 80 x 45 mm

cop MOD RRP € *Roll length 25 m
60041175 CSI-7/7 121.80 *Working temperature, JF model from -30 to
60041176  CSI-9/9 147.45 70 OC_'
50041177 CSI0/10 157.70 *Working temperature, JF-400 model from -30
to 120 °C.
coo4178  CSI-12/12 18565 .Model JF-400 aproved to work at 400 °C/2h.
60041179  CSI-15/15 198.40
60041181  CSI-20/20 349.05 COD MOD RRP €
60041182  CSI-22/22 401.35 60101002 JF-25 MTS 92.85
60041183  CSI-25/25 468.65 60101010 JF-400-25 MTS 403.80
60041184  CSI-30/28 530.20
o PAM
CRR
Adapter plate for mounting accessories, on
Support rails and motor tensioner for roof extractors
centrifugal fan benches
[ Ppav ]

CRR cop MOD RRP €
cop MOD RRP € 60211101 PAM-345 93.25
60061001 CRR-7/7 2285 60211102 PAM-390 100.35
60061020 CRR-9/4 26.05 60211103 PAM-440/250 100.50
60061002 CRR-9/9 23.70 60211104 PAM-490 118.20
60061021 CRR-10/5 27.05 60211105 PAM-550 103.85
60061003 CRR-10/10 2500 60211106 PAM-620 127.85
60061022 CRR-12/6 27.85 60211107 PAM-700/500 133.25
60061004 CRR-12/12 2590 60211108 PAM-700/450 176.10
60061023 CRR-15/7 29.05 60211109 PAM-790 178.80
60061005 CRR-15/15 30.20 60211110 PAM-890/630 178.30
60061024 CRR-18/9 32.85 60211111 PAM-890/560 185.40
60061006 CRR-18/18 31.10 60211112  PAM-990/630 211.35
60061025 CRR-20/10 37.40 60211113 PAM-990/710 243.55
60061007 CRR-20/20 3235 60211114 PAM-1085 199.90
60061026 CRR-22/11 39.70 60211115 PAM-1138/800 253.75
60061008 CRR-22/22 3400 60211116 PAM-1138/900 312.75
60061027 CRR-25/13 41.95 60211117 PAM-1238 343.55
60061009 CRR-25/25 37.40
60061028 CRR-30/14 46.55
60061010 CRR-30/28 39.00

High base plate

coD MOD RRP €
60211201 BSE-348 460.50
60211202 BSE-393 511.70
60211203 BSE-443 562.90
60211204 BSE-493 577.55
60211205 BSE-553 664.70
60211206 BSE-623 672.80
60211207 BSE-701 825.60
60211208 BSE-791 1,004.25
60211209 BSE-891 1,004.25
60211210 BSE-991 1,088.35
60211211 BSE-1086 1,161.45
60211212 BSE-1140 1,234.70
60211213 BSE-1240 1,454.40
= " 5

.~ BSES

High base plate with silencer

coD MOD RRP €
60211301 BSES-348 501.85
60211302 BSES-393 558.25
60211303 BSES-443 614.60
60211304 BSES-493 630.70
60211305 BSES-553 726.10
60211306 BSES-623 735.40
60211307 BSES-701 899.25
60211308 BSES-791 1,094.85
60211309 BSES-891 1,137.75
60211310 BSES-991 1,301.35
60211311 BSES-1086 1,389.50
60211312 BSES-1140 1,477.70
60211313 BSES-1240 1,590.90
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CAR

Automatic closing shutters to work in vertical
position and in horizontal position. Version

400 certified 400 °C/2h

T
cop MOD RRP €
60041301  CAR-400-160 169.15
60041302 CAR-400-180 170.85
60041303  CAR-400-250 170.95
60041304 CAR-400-355 226.10
60041305 CAR-400-500 379.30
60041306 CAR-400-630 386.25
60041307 CAR-400-710 545.10

JFB

Double and elastic coupling flange for axial
fans

JFB
coD MOD RRP €
60042001 JFB-160 186.20
60042002 JFB-180 203.10
60042003 JFB-250 210.40
60042004 JFB-315B 224.10
60042005 JFB-315 249.85
60042006 JFB-355 263.15
60042007 JFB-400 274.10
60042008 JFB-450 297.25
60042009 JFB-500 304.95
60042010 JFB-560 309.50
60042011 JFB-630 319.60
60042012 JFB-710 373.20
60042013  JFB-800 417.25
60042014  JFB-900 428.40
60042015 JFB-1000 443.55
60042016 JFB-1250 610.90

cob MOD RRP €
-~ 30100202 CAF-125-F6 336.75

v 30100203 GAF-150-F6 304.60
BSM 30100204 GAF-200-F6 348.70

30100205 GCAF-250-F6 369.60

30100206 CAF-315-F6 421.15

30100207 CAF-355-F6 666.95

Support frame to facilitate mounting on site 30100208 CAF-400-F6 409.15
30100301 CAF-100-F7 270.95

[ esw N 33710
cob MoD RRP€ 30100303 CAF-150-F7 305.10
60211001 BSM-348 14110 30100304 GCAF-200-F7 349.45
60211002 BSM-393 147.00 30100305 GCAF-250-F7 357.80
60211003 BSM-443 161.55 30100306 GCAF-315-F7 422.05
60211004 BSM-493 180.00 30100307 GCAF-355-F7 667.95
60211005 BSM-553 182.85 30100308 GAF-400-F7 411.15
60211006 BSM-623 21275 30100401 CAF-100-F8 271.90
60211007 BSM-701 21335 30100402 CAF-125-F8 338.05
60211008 BSM-791 22220 30100403 CAF-150-F8 305.90
60211009 BSM-891 243.90 30100404 CAF-200-F8 350.10
60211010 BSM-991 274.00 30100405 CAF-250-F8 358.45
60211011 BSM-1086 301.25 30100406 CAF-315-F8 423.10
60211012 BSM-1140 35265 30100407 CAF-355-F8 669.00
60211013 BSM-1240 384.30 30100408 CAF-400-F8 414.60
30100501 CAF-100-F9 273.05

30100502 CAF-125-F9 339.25

30100503 GCAF-150-F9 311.65

30100504 GAF-200-F9 350.85

30100505 GAF-250-F9 359.25

30100506 GCAF-315-F9 424.05

30100507 GCAF-355-F9 693.35

30100508 GAF-400-F9 444.20

CAF

Air filter boxes, for circular ducts, equipped
with different types of filters, depending on
the model

CAF
cop MOD RRP € PR ES
30100001 CAF-100-G4 273.00
30100002 CAF-125-G4 339.10
30100003 CAF-150-G4 30705 Gontrols the pressure difference between
30100004  CAF-200-G4 345.65 filters, once it reaches the selected value it
30100005 CAF-250-G4 353.95  triggers a contact to activate an alarm relay
30100006 CAF-315-G4 404.15
30100008 CAF-400-G4 41275  cobp MOD RRP €
30100101 CAF-100-F5 270.05 60001805 PRES 74.35
30100102 CAF-125-F5 336.25
30100103 CAF-150-F5 304.15
30100104 CAF-200-F5 349.00
30100105 CAF-250-F5 357.30
30100106 CAF-315-F5 419.15
30100107 CAF-355-F5 664.95
30100108 CAF-400-F5 406.55
30100201 CAF-100-F6 270.60
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Accessories

FIRE ¢ RATED

W A

SS-PRESION

Pressure transmitter

Monitors the pressure in ventilation installations
at constant pressure, and transforms it into

an electrical signal, to regulate the ventilation
system and always maintain the same pressure.

coD MOD RRP €
60001908 SS-PRESION TPDA 404.75
60001909 SS-PRESION TPDA C/DISPLAY 459.80

K-FLOW KIT

Set consisting of a pressure transmitter and a
frequency converter, designed to increase the
fan speed as the filter becomes dirty, and to
maintain a constant flow in the installation

K-FLOW KIT

cobD MOD RRP €
30202010 K-FLOW KIT-0.5CV 1,498.40
30202011 K-FLOW KIT-1CV 1,575.75
30202012 K-FLOW KIT-2CV 1,668.55
30202013 K-FLOW KIT-3CV 1,730.75
30202014 K-FLOW KIT-5.5CV 1,937.50
30202015 K-FLOW KIT-7.5CV 2,144.05
30202016 K-FLOW KIT-10CV 2,433.30
30202017 K-FLOW KIT-15CV 3,059.55
30202018  K-FLOW KIT-20CV 3,686.30
30202019  K-FLOW KIT-25CV 4,410.95
30202020 K-FLOW KIT-30CV 5,386.05

““%  s0-PRES

Monitors the pressure difference between
filters, to detect when filters are dirty and
need to be replaced

CcoD MOD
60001905 SO-PRES

RRP €
187.60

2 RMS

Electronic speed controllers

coD MOD RRP €
60001001 RMS-00 60.00
60001002 RMS-01 65.00
60001003 RMS-02 65.00
60001004 RMS-1 125.25
60001005 RMS-2 138.00
60001006 RMS-3 219.80

SwW

On/Off safety switches in accordance with
Standard UNE-EN 60204-1

coD MOD RRP €
60001202 SW-KG 20/3CA 125.85
60001204 SW-KG 41/3CA 187.45
60001205 SW-KG 64/3CA 211.25
60001206 SW-KG 80/3CA 335.65
60001207 SW-KG 100/3CA 378.45
60001210 SW-KG 20/6CA 205.20
60001212 SW-KG 41/6CA 337.95
60001213 SW-KG 64/6CA 386.80
60001214 SW-KG 80/6CA 901.40
60001215 SW-KG 100/6CA 1,010.30

Swav

Switch for two speed motors

swav

cobD MOD RRP €
60001010 SW2V-CG10 A441 143.75

gsisteven

SW-400

Stop-start safety switches for 400 °C/2h to
comply with the UNE-EN 60204-1 Standard

coD MOD RRP €
60001301 SW-400-20/3P 348.25
60001302 SW-400-32/3P 434.55
60001303 SW-400-63/3P 849.05
60001304 SW-400-125/3P 1,476.25
60001310 SW-400-20/6P 378.05
60001311 SW-400-32/6P 470.25
60001312 SW-400-63/6P 938.55
60001313  SW-400-125/6P 1,664.25
(
—

CFT/CFM

CFT: Electronic variable speed drive with
380-480 V three-phase supply for three-phase
AC 400V motors

CFM: Electronic variable speed drive with
200-240V single-phase power supply for 230V
AC three-phase motors

CFT/CFM
coD MOD RRP €
60002202 CFT-1 642.10
60002203 CFT-2 737.10
60002204 CFT-3 904.30
60002205 CFT-5.5 1,026.40
60002206 CFT-7.5 1,451.40
60002207 CFT-10 1,645.95
60002208 CFT-15 2,025.75
60002209 CFT-20 2,599.95
60002210 CFT-25 3,300.80
60002211  CFT-30 4,024.25
60002301 CFM-0.5 339.15
60002302 CFM-1 388.85
60002303 CFM-2 465.80
60002304 CFM-3 633.05
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SMTP

Brushless motor speed control 0-10 V

Technical characteristics:
+Potentiometer for speed control of fans
equipped with 0-10VDC brushless motor.
*Gradually delivers a voltage of between 0 and
10V DC.
+Can be used as a switch.
*Moisture resistant body.
+Possibility of surface or recessed mounting.

SMTP

cob MOD RRP €
60001012 SMTP 0-10V 72.45
,
. |
ha | CEA

Electrical panel for starting and protecting
fans with three-phase motor, with stop and
start buttons

coD MOD RRP €
60002401 CEA-02-0.33/230 100.70
60002402 CEA-02-0.75/230 102.45
60002403 CEA-02-1/230 105.80
60002404 CEA-02-1.5/230 107.65
60002405 CEA-02-2/230 112.95
60002406 CEA-04-3/230 120.60
60002407 CEA-04-4/230 123.00
60002408 CEA-04-5.5/230 131.85
60002409 CEA-04-7.5/230 151.85
60002410 CEA-04-10/230 174.45
60002411  CEA-06-12.5/230 285.60
60002412 CEA-06-15/230 308.35
60002425 CEA-02-0.33/400 96.15
60002426 CEA-02-0.5/400 97.75
60002427 CEA-02-0.75/400 100.95
60002428 CEA-02-1.5/400 102.75
60002429 CEA-02-2/400 107.80
60002430 CEA-02-3/400 120.60
60002431 CEA-02-4/400 123.00
60002432 CEA-04-5.5/400 131.85
60002433 CEA-04-7.5/400 151.85
60002434 CEA-04-10/400 159.30
60002435 CEA-04-12.5/400 226.80
60002436 CEA-06-15/400 265.40
60002437 CEA-06-20/400 280.40

60002438 CEA-06-25/400 324.40
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